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The magnet DSA327 is meant to be a test winding for the collaring experi
nient. As the secondpart of the experiment,we would like to disassembleand
reassembleit againkeepingthe sameconditions.The purposeof thisis to find the
reproducibility of the collaring pressure.Since the collaring pressureis affected
by many factors such as coil sizes,friction betweencoils, friction betweencoils
and collar, reproducibility of the collaring pressuremight be very poor. Finding
the effect of creapingof the coil associatedwith the collaring procedureis an
other purposeof the experiment.Following is the procedureof disassemblyand
re-assembly.

o Pry out the key without pressingthe collar
o Remove PRESCALE sheets. Mark the position and the direction of the
PRESCALE.
0 Takefour coils apart. If thereis anythingunusualin the positionor the status
of insulators, report to M.Wake or J.Strait.
o Proceedthe size measurementof four coils.
o Remeasurediameterof onecollar packpair. Wheatherwe shouldusethe same
collar or a new collar will be decidedbasedon the measurementdata. 0 Assem
ble the coils using the same collar and new kaptons and brassshoes. Use the
PRESCALEat the sameposition.
O Pressandkey it following the previousinstruction TS-SSC-91-1O1,J.Strait.
Try to do it in the sameway to the detail as it wasdonein the first keying.
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