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CHAPTER 1 - INTRODUCTION 

The current D0 silicon tracker was built to withstand the 2 - 4 fb-\ of integrated Iwninosity 
originally projected for RWl 2. Because of the tantalizing physics prospects a higher integrated 
Iwninosity brings, the laboratory supports extended running of the Tevatron collider, called RWl 
2B which would deliver a total integrated luminosity of 15 fb-lover the course of the full RWl 
2. ' However, the higher integrated lwninosity now scheduled for RWl 2B will render the inner 
layers of the present silicon tracker inoperable due to radiation damage. Of particular 
importance to being able to collect the data needed to exploit the physics potential of the 
Tevatron is the completion of a replacement of the silicon detector in approximately three years 
with minimal Tevatron down time. The D0 collaboration carefully studied two options for a 
RWl 2B silicon tracker replacement: '1>artial replacement" and "full replacement." In the partial 
replacement option, the present tracker design is retained and the inner two silicon layers are 
replaced with new radiation tolerant detectors. In the full replacement option, the entire RWl 2A 
silicon tracker is replaced with a new device. An internal review of these two options identified 
significant risks with the partial replacement option. These include the risk of damage to the 
components not being replaced, the long down-time required to retrofit the existing detector, an 
inadequate supply of the SVX2 readout chips, difficulties in adequately cooling the inner layers, 
and marginaI radiation hardness for the extended operation of RWl 2B in the layers not being 
replaced. Furthermore, it is nearly impossible to re-optimize the detector for the RWl 2B physics 
program with the putial replacement option. For these reasons, D0 decided to proceed with the 
full replacement option for RWl 2B and build a new silicon tracker that is optimized for the 
Higgs search and other high-PT physics processes. 

The design studies for the new silicon detector were carried out within a set of boWldary 
conditions set by the Laboratory and derived from the physics goals for RWl 2B. The first 
requirement imposed is that the detector be able to withstand an integrated luminosity of 15 fb- I 

. 

For 15 :lb-I , combining the data of both the CDF and D0 detectors, a 50- discovery of the 
Standard Model Higgs can be made for a Higgs mass of 115 GeV, a >30- signal is expected for 
most of the mass range up to 175 GeV, and Higgs masses up to 180 GeV can be excluded if 
there is no sign of the Higgs. This result depends crucially on the ability to efficiently tag b-jets, 
which drives the detector design towards placing the silicon detectors at relatively srnall 
distances from the beam. Being able to collect this high an integrated lwninosity with the 
tracking device so close to the interaction point puts stringent requirements on the cooling for the 
inner layers and has led to a natural division of the detector into two radial groups, an inner and 
outer group. The laboratory has required that the shutdown for replacement of the current silicon 
detectors should occur in the year 2004 and should not exceed six months in duration. This 
timeframe is set by the startup of the LHC collider at CERN. This stringent timetable forces the 
detector to be replaced in the D0 collision hall. A rollout of the detector, out of the collision hall 
into the assembly ha!J, replacing the silicon detector, and rolling it back in is an operation 
estimated to take at least nine months and would inevitable engender a larger effort. Installation 
of the new silicon detector in the collision hall constrains the installable package length to 52", 
determined by the space available between the central and end calorimeters in the collision hall 
which is only 39". The last requirement imposed by the Laboratory is that the project should be 
completed within a tight budget. To reduce the cost and to keep to the schedule as much of the 
present data acquisition system as possible will be retained. Even though there are significant 
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booodary conditions, the new detector presented in this document is designed to have better 
perfonnance than the Roo 2A detector and is expected to be completed within the allocated time, 
calling for an installation in the summer of2004. 

This report describes the current conceptual design of the new silicon detector for the D0 
experiment for Run 2B. Chapter 2 briefly swmnarizes the physics motivation for an extended 
run of the Tevatron. Chapter 3 gives an overview of the proposed D0 silicon detector design and 
serves as an introduction to the next chapters. Chapter 4 discusses the silicon sensors, chapter 5 
the mechanical aspects of the design, chapter 6 the readout electronics. Chapter 7 describes the 
production and testing, followed by chapter 8 which will describe the software needed for the 
quality assurance and testing of the devices. In chapter 9 an overview of the expected 
perfonnance based on simulations is presented and chapter 10 presents the cost estimate. A 
summary is given in chapter 11. The document includes an appendix that describes the overall 
management structure of the Run 2B Upgrade Project. At the time of writing this report, full 
closure has not been reached on all aspects of the design. As such, particular features will 
necessarily change if deemed to improve on the current design. Nevertheless we are confident 
that this design fonns a solid basis for proceeding to construction of a detector capable of 
meeting the Run 2B physics goals. 

9 



D0 Run 2B Silicon Detector Technical Design Report v3.0 

CHAPTER 2 - PHYSICS GOALS 

Proton-antiproton collisions at ..r; =2 TeV have proved to be a very fiuitful tool for deepening 
our understanding of the standard model and for searching for physics beyond this framework. 
D0 has published more than a hundred papers from Run 1, including the discovery and precision 
measurements of he top quark, precise tests of electroweak predictions, QCD tests with jets and 
photons, and searches for supersynnnetry and other postulated new particles. With the addition 
of a magnetic field, silicon and fiber trackers, and substantial upgrades to other parts of the 
detector, D0 has started Run 2 with the goal of building on this broad program, taking advantage 
of significantly higher luminosities, and adding new measurements in b-physics. The strengths 
of the D0 detector are its liquid argon calorimetry, which provides outstanding measurements of 
electrons, photons, jets and missing ET; its large solid angle, multi-layer muon system and robust 
muon triggers; and its state of the art tracking system using a silicon detector surrounded by a 
fiber tracker providing track triggers. 

A series of physics workshops organized by Fermilab's Theory group together with the CDF and 
D0 collaborations has mapped out the physics terrain of the Tevatron in some detail. It is clear 
from the very large amount of work carried out in these meetings and described in the reports l 

that integrated luminosities much higher than the 2fb-I, which was the original goal of Run 2 add 
significantly to the program. While all areas of physics benefit from increased statistics, it is the 
very real possibility of discovering the standard model Higgs boson (or its supersynunetric 
versions) and/or supersynnnetric particles or other physics beyond the standard model, that 
fonns the core motivation for the Laboratory's luminosity goal of 15 I)-I per detector. We have 
therefore used the most promising Higgs discovery channels as benchmark processes for the 
silicon detector upgrade, which is described in this Design Report, and have optimized the 
detector configuration for them. All other high PI physics programs benefit from this detector 
optimization, (though for the QCD and b-physics programs the benefits will be balanced by 
decreased trigger efficiencies and geometric acceptance). In the following, we discuss physics 
requirements on the tracking system imposed by Higgs searches and their implications for other 
high PI physics programs. 

2.1 Standard Model Higgs Boson Searches 

The dominant Higgs production channel at the Tevatron is the gluon fusion reaction gg -4 H 
Unfortunately, for Higgs masses below about 135 GeV, its dominant decay mode is to bb and is 
swamped by QCD production of b-jets. The most promising Higgs search strategy in this mass 
range is to focus on associated production of a Higgs with a W or Z boson, pp -4 WH and pp 
-4 ZH. The leptonic decays of the W and Z enable a much better signal to background to be 
achieved, but one must pay the cost of a production cross section about one fifth that of inclusive 
production together with the leptonic bran::hing ratios of the vector bosons. This relatively low 
signal cross section times branching ratio motivates the need for high integrated luminosity. In 
turn, the need for high integrated luminosity forces the accelerator to operate in a mode where 
each high PT event is likely to be accompanied by a significant number «n>=6) of low PT 
"minimum bias" events occuning in the same pp bunch crossing. This high occupancy 
environment is one ofthe main challenges in tracker design for Run 2B. 
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Figure I - Standard Model Higgs decay branching ratios as afunction ofHiggs mass. 

Figure 1 shows the decay modes of the Standard Model Higgs in the mass range relevant to D0. 
For Higgs masses below roughly 135 ~V, the Higgs decays dominantly to b-quark pairs, and 
for masses above this (but less than the tt threshold) the decay is dominantly to W and Z boson 
p~ Thus, searches for Higgs boson in the low mass region MI < 135 GeV must assume H 
-7 bb decays. Searches for the lightest Higgs in supersymmetric models must also assume 
decay to b-quark pairs. 
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Figure 2 -Required luminosity as afunction ofHiggs massfor 95% c.L. exclusion, 3(1evidence, 
and 5 (1discovery. 

Figure 2 shows the luminosity required to exclude or discover a Standard Model Higgs at the 
Tevatron. This result assumes the expected Run 2A performance of both the CDF and D0 
detectors. For 15 fb- I 

, a 50 discovery can be made for a Higgs mass of 115 GeV, a >30 signal is 
expected for most of the mass range up to 175 GeV, and Higgs masses up to 180 GeV can be 
excluded ifthere is no sign ofthe Higgs. 

As stated above, for Higgs bosons in the low mass range, the associated-production modes will 
be used for searches. The final states of interest are those where the W(Z) boson decays to 
charged leptons or neutrinos, and at least two 1> flavored hadronic jets· from the Higgs decay are 
selected. The dominant background arises from W(Z) bosons produced in association with jets 
from. initial state radiation of gIuons. Even in the associated production channels, the intrinsic 
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signal to background for vector boson plus two jets is prohibitiv~ly s~. Ho:vever,. the 
majority of the W(Z}tjets background contains light quatk or gluon Jets, while the Higgs Slgnal 
is almost exclusively bb. The ability to identify the b-jets from Higgs decay is the crucial first 
step in reducing the boson+jets background to a manageable level. The combination of b-jet 
identification, reconstructed dijet mass, and additional kinematic variables is used to improve the 
signal to noise to achieve the sensitivity shown in Figure 2. This result depends on the ability to 
identify b-jets with at least 50% efficiency and background contamination from light quark jets 
at the 1% level. Effective tagging of b-jets is one the most important physics objectives for the 
tracker system. It is likely that two tagged jets will be required to reduce the background to 
acceptable levels, so maximzing the tagging efficiency is most important. 

The identification of b-jets can be done by exploiting either the relatively long lifetime of the b­
flavored particles or by detecting leptons from semi-Ieptonic decay of b-quarks (or both). The 
first technique allows all decays to be considered, whereas the second method suffers reduced 
statistical precision because of the -30-40% decay branching ratio of b-quarks to final states 
including leptons. The long lifetime of'l:b! b-quarks is reflected in a Bmeson decay that occurs 
some distance from the primary beam interaction point. For b-flavored particles with energies 
expected from Higgs decay, the mean decay length is 2 mm, and the mean impact parameter is 
roughly 250 J..UU. Thus, efficiently and cleanly identifying these decays requires a detector with 
the ability to reconstruct tracks with an impact parameter resolution in the tens of microns. The 
most feasible technology for tIlls is silicon microstrip detectors. 

One of the low-mass Higgs signatures is particularly noteworthy: Higgs production in 
association with a Z boson, which decays into a neutrino-antineutrino pair, resulting in missing 
energy and two b-jets in the final state. One of the main strengths of the m detector is its good 
missing energy identification; yet to keep trigger rates under control the present threshold on the 
missing ET trigger is about 35 GeV. A search for the Higgs boson in the ZH channel can 
certainly benefit from a lower trigger threslDld. This can be achieved if information about 
displaced tracks is used at the trigger level. D0 plans to implement a Silicon Track Trigger ? 
STT? in Run 2A. The Run 2B silicon detector will be compatible with the logic of tIlls trigger. 

Searches for he Higgs boson in the higher mass region 135<MH<200 GeV/c2 assume directly­
produced Higgs decaying to WW* and ZZ*, where at least one of the vector bosons decays to 
leptons. Effective lepton identification, essential for vector boson detection, is important for 
Higgs searches in both low and intermediate mass regions. The tracking system plays a crucial 
role in electron, muon and, arguably, tau lepton identification. Leptons from W and Z decays are 
fairly energetic, with pT>20 GeV/c. Thus, the effective reconstruction of high PT tracks is 
another important requirement to the tracking system. 

Higgs production in association with if has received a lot of attention recently. Though low in 
cross section, tIlls channel provides a very rich signature with leptons, missing energy, and 4 b­
jets in the final state. B jets produced in tIlls process have higher energy than those in processes 
such as WH production. Tracks in such jets tend to be more collimated, emphasizing the need 
for robust pattern recognition in the high occupancy environment. Another challenge for this 
channel is ambiguity inb-jet assignment, which can be reduced if the charge of the b-quark can 
be tagged. Several methods for b-charge tagging have been developed so far, e.g. same side 
tagging, jet charge tagging. Having information about charge of tracks in the secondary and 
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tertiary b-decay vertices could be invaluable to improve purity of these tagging methods. This 
puts additional emphasis on precise impact parameter reconstruction. 

It is important to note that Higgs searches at the Tevatron and at the LHC are complimentary to 
each other. While LHC experiments3 emphasize the gg ~ H ~ yy channel, where Higgs is 

produced and decays via loop diagrams, the Tevatron's emphasis is on tree-level production and 
tree-level decay. For a Standard Model Higgs the branching ratio to yy is very low, making it 

impossible to observe this channel at the Tevatron. However, some models predict a 
"bosophilic" Higgs, for which this decay mode is enhanced. Thus, high-energy photon 
identification is important for Higgs search beyond the Standard Model. Photon/electron 
separation is essential for high-purity photon identification. For this pwpose the tracking system 
must ensure low fake track rate and a good momentwn resolution. 

2.2 Searches For Physics Beyond The Standard Model 

Searches for SUSY and strong dynamics will benefit from the requirements imposed on the 
tracking system by the Standard Model Higgs searches. SUSY extensions of the Standard Model 
predict two Higgs doublets with five physical Higgs bosons - two neutral scalars, one neutral 
pseudoscalar and two charged hosons. The neutral hosons behave similarly to the Standard 
Model Higgs, but some cross sections might be enhanced, e.g. bbA,A ~biiin a high 
tan fJ scenario. Efficient b-jet tagging and b-charge identification· is essential for Higgs 

discovery in these channels, which contain four 1J.jets. The charged Higgs roson decays to be or 
1: -v, depending on tan fJ . Again, good heavy flavor tagging and tracking (for tau-lepton 
identification) are important. Studies have shown that the Tevatron can exclude almost the 
whole plane of SUSY Higgs parameters (IDA, tan ~) at the 95% level, if no signal is seen in 5 fb­
I, and can discover at least one SUSY Higgs at the 5 standard deviation level with 15-20 fb- I per 
experiment. 

13 
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Figure 3 - Contours of90% G.L. observation at Run 2A, 5adiscovery, and 3uobservalion at Run 

2Bfor pp -7 SUSY particles -7 31 + X in the (mIl2'~) planefor tanf)=2, (a) J.1>0 and (b) 

J.1<O. 

Direct searches for squark and gluino production, with jets and missing It signatures, have been 
carried out at the Tevatron since its inception. These still have an important role to play, but 
once a few inverse femtobarns have been collected, the limits will have reached 400-500 Ge V on 
squark and gluino masses and further improvements will be limited because of the production 
kinematics. The greatest gains in going from 2 fb-1 to 15 fb-I will likely come in searches for 
lower cross section processes. One of the most promising ways to look for MSSM 
supersymmetry at the Tevatron is associated chargino-neutrnlino production: 
pp -7 X~X:;x~ -7lli?;xt -71+vXJo. This results in a very distinct signature of three leptons 
and missing energy4. Because of its low cross section this search will especially benefit from the 
increased statistics in Run 2B. The Tevatron's reach in this signature is presented in Figure 3. 
Note, that Run 2B will not only extend the area of search, but will reach the high mo region, 
which was not accessible before. Good lepton identification is of great importance for this 
channel. 

The supersymmetric partners of top and bottom ~uarks - stop and shottom - are often predicted 
to be lighter then other supersymmetric particles. These particles will be produced strongly in 
pp collisions and thus are likely targets for supersymmetric searches. Decay products include b­
jets, and searches will require b-tagging. The pseudorapidity distribution of charged tracks 
produced in decays of these supersymmetric particles is very similar to that of Higgs decay 
products, as shown in Figure 4 for two distinctly different kinematic cases with very low energy 
jets in the final state (b) and with very high energy jets (c). In both cases the b-jets fall within the 
acceptance ofthe silicon tracker. 

Gauge-mediated supersymmetric models predict signatures rich in photons6
. Interest in these 

models was sparked by the CDF observation of an e"e"Y}€revent7. Though no other events 
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have been folUld, photonic signatures are worth investigating in RlUl 2B. The phenomenology of 
extra dimensions also predicts signatures rich in photons8 . 
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Figure 4 - Pseudorapidity distribution ofcharged tracks in 
a) WH events (M(H)=120GeVlc2

).­

b) light supersymmetric top decaying to charm and heavy neutralino 

(M(i) = 80GeV / c2;M(i~) = 60GeV / c 2).­
c) heavy supersymmetric top decaying to charm and light neutralino 

(M(i) =130GeV /c 2;M(Xlo) =30GeV /c 2). 

Alternatives to SUSY are strong dynamics models, for example technicolor or topcolor. 
Technicolor models predict the existence of technibosons decaying to heavy flavor and gauge 
bosons9

, e.g. pp ~ W7rp7rr ~ bb. Such searches give vector boson plus heavy-flavor-jets 
signatures, just like the Higgs search, and will benefit from the detector optimizations motivated 
by Higgs signatures. More recent topcolor models lO emphasize non-standard behavior of the top 
quark and thus could be detected indirectly with thorough studies of top quark properties, or 
directly through observation of anomalous tb production or production of non-standard Higgs­
like bosons decaying to heavy flavor jets. 

2.3 Standard Model Physics 

These searches for new particles will be complemented by precision measurements of the quanta 
of the standard model, which provide indirect constraints on new physics, and which will provide 
the detailed lUlderstanding ofbackgrounds that discoveries will require. 

The Tevatron is entering a new era for top quruk physics. Greatly increased statistics will be 
combined, in 00, with much improved signal sample purity made possible by silicon vertex b­
tagging. We anticipate significant improvements in the precision of the top quruk mass 
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measurement, which should reach a level of .....2 Ge V with 2 fb-I. The additional statistics of Run 
2B should allow this to be pushed down to ..... 1 GeV. Single top production (through the 
electroweak coupling of the top) has never been observed. Measurement of the cross section 
would allow the CKM matrix element IVtbl to be extracted. With 2fb -I the cross section can 
likely be measured at the 20% level, allowing IVtbl to be extracted with a precision of 12%. With 
15fb-1 this uncertainty could be roughly halved. The signatures for top pair and single top 
production involve vector bosons and heavy flavor jets, just like the SM Higgs. They must be 
understood in detail for the Higgs search and they will benefit from the detector upgrade. 

Precision measurements of the properties of the weak boson will continue to be an important part 
of the Tevatron program. The Wmass precision should reach 30 MeV per experiment with 2fb-1 

and 15-20 MeV may be achievable with 15 fb- I (theoretical uncertainties are a big unknown in 
this extrapolation). A W-mass measurement Bmw = 20 MeV combined with a top mass 
measurement Bm = 2 GeV will be sufficient to constrain the Higgs mass between roughly 0.7 
and 1.5 times its central value. For a 100 GeV best fit, the upper limit of 150 GeV would be well 
within the Tevatron's region of sensitivity. Such a comparison between direct and indirect Higgs 
mass measurements would be very interesting whether or not a Higgs signal is seen. 

Tests of QCD are important at the Tevatron, both as "engineering" measurements and as probes 
of strong interaction physics. In the former category, measurements of jet production have 
reached new levels of precision in Run I and are forcing a significant overhaul of the parton 
distribution fimctions used in hadron colliders, because the errors on these pdfs must henceforth 
be treated rigorously. Tevatron jet data from Run 2 will likely provide strong constraints on 
pdfs and will be an important input to the global fits. In the latter category, many QCD 
processes have relatively low cross sections and will benefit greatly from increased datasets 
available in Run 2. Examples are jet production at high-x (jet Er above about 400 GeV) where 
the behavior of the cross section is still somewhat uncertain; vector boson plus jet processes, 
which may be used to determine the strong coupling constant; and diphoton production, which is 
an important background to Higgs searches at the LHC. In Run I, 00 accumulated about 200 yy 
candidates. This will increase to 4000 with 2 fb-I, which is still not a huge number, and to 
30,000 with I 5fb-1of integrated luminosity. 

While the D0 detector is not strongly optimized for b physics, it possesses a number of features 
that allow it to make significant contnbutions in this area. As one example, the low-PT muon 
triggering and JIW ~ ee triggers will allow a competitive measurement of sin 43 in B ~ J/\j1 Ks 
events~ With 2fb- l

, sin 2f3 could be determined to ± 0.07; 15fb-1 would reduce this uncertainty by 
almost a factor of three. Of course, the bphysics program will have to operate within a trigger 
menu that is constrained by the need to cover the high PT physics priorities of the experiment. 

2.4 Summary Of Physics Objectives 

The Run 2B 00 silicon tracker is optimized for Higgs boson observation in the 

IIO<MH<180GeV/c2 mass region. A low-mass Higgs boson decays predominantly to bb, and 
thus efficient b-tagging is of paramount importance to Higgs boson searches. Higgs channels 
will also benefit from the lower trigger thresholds that are achievable from the Silicon Track 
Trigger. Lepton identification, crucial for the intermediate Higgs mass region, emphasizes 
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efficient tracking of high PT tracks in a high occupancy environment and the excellent muon 
system and the electromagnetic calorimeter of the D0 detector. Htt production puts additional, 
more stringent, constraints on efficient tracking and secondary and tertiary vertex reconstruction. 

It is clear that the entire D0 physics menu of searches, top quark physics, electroweak 
measurements, QCD, and even b-physics, will benefit from Run 2B. The upgraded tracker will 
ensure efficient tracking in a high occupancy environment and reduced trigger thresholds for all 
physics, and efficient heavy flavor tagging for states with b and c-quark jets. 
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CHAPTER 3 - SILICON DETECTOR DESIGN 

3.1 Introduction 

The silicon detector project s introduced in this chapter. The design is based on an optimization 
of the physics perfonnance of the detector while at the same time satisfYing various boundary 
conditions. both external and internal. The external boundary conditions come from the 
anticipated accelerator perfonnance in Run 2B. Interfacing the new detector within the existing 
framework, notably the trigger framework, sets internal constraints. Moreover. building on our 
experience constructing the Run 2A silicon detector. fabrication and assembly methods proposed 
for the new silicon detector were reevaluated and the strategy adopted for Run 2B should result 
in a much more efficient construction cycle. The new detector, for example, will employ only 
single-sided, modem silicon technology. The rernainder of this chapter will describe the basic 
design features ofthe proposed silicon detector. 

3.2 Design Constraints 

3.2.1 Tevatron parameters 

In Run 2B the running parameters of the Tevatron will change. The accelerator will nm with a 
bunch crossing of 132 ns. with a beam crossing angle. The half crossing angle will be 136 
J..tradian in each plane. This affects the length of the luminous region. The Beams Division has 
determined the luminosity acceptance for various nmning conditions as a fimction of the fiducial 
length of the tracker. Luminosity acceptance is defined as the fraction of proton-antiproton 
collisions that falls within a fiducial length centered around the interaction point. Figure 5 shows 
the results of the studies for 140 x 103 stores optimized for anti-proton stacking rates of 40 x 
10101hr. and 60 x 10101hr, with initial longitudinal emittances of 2 eV-sec and 3 eV-sec. Initial 
transverse emittances of 20 and 15 1t-IllIIl-mrad for protons and antiprotons have teen assumed, 
respectively. The calculations include the variation of the length of the luminous region over the 
course of a store. The curves are nonnalized to full acceptance at a fiducial length of 20Omm. 

The luminosity acceptance shows a distinct plateau. The length of the detector is chosen to be on 
the plateau with an adequate margin with regard to the exact location of the interaction point. In 
the current design the inner layers have a fiducial length of96 em. 

18 



D0 Run 2B Silicon Detector Technical Design Repgrt - v3.0 

1 ---=-;::;:;:;::=-- .. 
0.98 ~-

~ 

II 

U 
 ;c....-­
c 0.96
i I -'-3aV-s§ 0.94 

40E10ihrI~ 0.92 ----2 aVos 
40E10lhr.1//~ 0.9 

c 3 aVos~ .~ 0.88 60E10ihr 
..J 

-"::-2 aVos0.86 
6OE10lhr 

0.84 

o 50 100 150 200 

Silicon Fiducial Length (cm) 

Figure 5 The luminosity acceptance shows a distinct plateau. The length ofthe detector is chosen 
to be on the plateau with an adequate margin with regard to the exact location ofthe interaction 

point. 

3.2.2 Radiation environment 

The collaboration embarked on radiation studies of silicon sensors for both the present and 
proposed Run 2B detector to determine the timescale within which the present detector would 
become inoperable and to determine the operating parameters for the new detector. The leakage 
currents and depletion voltages were measured using 8 Ge V protons from the booster facility at 
Fermilab up to a dose of 15 Mrad. The measurements agree with others made outside of D0 and 
will be described in the next chapter. Based on these measurements, and parameters obtained by 
other experiments, simulation studies were carried out of the leakage current, depletion voltage, 
and equivalent noise to determine the silicon operating temperature and to ensure that the device 
can withstand the foreseen accumulated dose. The design operating temperature of the inner 
layer was chosen to be -10 degrees Celsius. We also determined that a minimum radius of about 
18 mm for the innennost layer of silicon will allow for an adequate safety margin for nmning the 
detector to integrated luminosities of 15 fb-J . 

3.2.3 Silicon track trigger 

The Run 2A silicon detector employs a Silicon Track Trigger (STI) that processes data from the 
Level 1 Central Track Trigger (CTI) and the silicon tracker. It associates hits in the silicon with 
tracks found by the Level 1 crr. These hits are then fit together with the Level 1 CTT 
information, thus improving the resolution in momentum and impact parameter, and the rejection 
offake tracks. The SIT has three types ofelectronics modules: 
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• 	 The Fiber Road Card (FRC), which receives the data from CIT and fans them out to the 
other modules. 

• 	 The Silicon Trigger Card (STC), which receives the raw data from the silicon tracker 
front end. It processes the data to find clusters of hit strips that are associated with the 
tracks found by the CIT. Each card accepts input from at most eight readout hybrids. 

• 	 The Track Fit Card (TFC), which fits a trajectory to the CIT tracks and the silicon 
clusters associated with it. These results are relayed to the Level 2 Central Track Trigger. 
Each card can accept at most eight STC inputs. 

The trigger observes a 6-fold q,-symmetry. The SIT modules are located in 6 VME crates, each 
serving two 30-degree azimuthal sectors. Currently each of these crates holds one FRC, nine 
STCs, and two TFCs - one per 30-degree sector. Each crate can hold at most 12 STCs, with a 
possibility to go to 16 STC cards with a redesigned backplane. It is these constraints, combined 
with the 6-fold symmetry that has to be observed, which severely limits the parameter space for 
the geometry ofthe silicon tracker. 

The data from the silicon tracker must be channeled into the TFC cards such that all hits from a 
track are contained in one TFC. In layers 0, 1, and 2 overlaps between adjacent sensors are large 
enough so that each sensor can be W1iquely associated with one TFC. This divides the detector 
into 12 azimuthal sectors. To maintain full acceptance for tracks with 1t>1.5 GeV/c and impact 
parameter < 2 mm, the data from some sensors in layers 3, 4, and 5 must be channeled into two 
TFCs, which are in some cases located in different crates. These constraints have resulted in a 
geometry with 12-fold symmetry for layers 0 through 2, and an 18-, 24- and 30-fold geometry 
for layers 3, 4 and 5, respectively. 

3.2.4 Cable plant 

The total number of readout modules in the new system is constrained by the currently available 
cable plant, which allows for about 940 cables. The present Run 2A detector has 912 readout 
modules. The cable plant is limited due to space constraints. There simply is not enough space 
between the central and end calorimeters to route more cables. Only replacing the full cable 
plant would allow an increase in the number of cables, but this is cost prohibitive. Given that the 
new detector has more silicon sensors, this implies that not every sensor can be read out and that 
an adequate ganging scheme will have to be implemented. An elegant solution using doub1e­
ended hybrids has been found which is described in the next section. 

3.3 Baseline Design Overview 

The proposed silicon detector has a 6 layer geometry arranged in a barrel design. The detector 
will be built in two independent half-modules joined at z=O. The six layers, numbered 0 through 
5, are divided in two radial groups. The inner group, consisting of layers 0 and 1, will have axial 
readout only. Driven by the stringent constraints on cooling, these layers will be grouped into 
one mechanical unit called the inner barrel. These layers have a significantly reduced radius 
relative to the current tracker. Given the tight space constraints, emphasis has been placed on 
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improving the impact parameter resolution. The outer group is comprised of layers 2 through 5. 
Each outer layer will have axial and stereo readout. The outer layers are also important for 
providing stand-alone silicon tracking with acceptable momentum resolution in the region 1.7 < 
IT! I < 2.0 where D0 has good muon and electron coverage but lacks coverage in the fiber tracker. 
The outer layers are assembled in a mechanical unit called the outer barrel. The inner barrel is 
inserted into the outer barrel forming a half-module. A half-module is the basic unit that is 
installed in the collision hall. While all 6 layers are designed to withstand 15 fb-I of integrated 
luminosity with adequate margin, separating the inner layers into a separate radial group 
provides a path for possible replacement of these layers. The outer layers should easily 
withstand luminosities up to -25 fb-!. The inner two layers with axial readout will provide an 
adequate impact parameter resolution for tagging of b.jets. Two layers as close to the interaction 
point as possible are preferred to efficiently tag b.jets. The remaining space can accommodate at 
most four axi~stereo layers, which is adequate to do the pattern recognition. Hence our design 
calls for six layers. 

Of paramount importance to the successful construction of the new detector in the less than 3 
years available, is a simple modular design with a minimwn nwnber of part types. This is one of 
the reasons that single-sided silicon sensors are used throughout the detector. Only three types of 
sensors are foreseen: highly radiation tolerant sensors for layers 0 and 1, with two sizes to best fit 
the geometrical constraints, and a single sensor size for the four outer layers. All of the sensors 
are envisioned to have axial traces with iritermediate strips. The stereo readout in the outer 
layers will be accomplished by tilting the sensor slightly with respect to the beam axis. 

Figure 6 shows an axial view of the Run 2B silicon tracker. The emphasis is on obtaining 
improved impact parameter resolution in the R-<j> plane while maintaining good pattern 
recognition. The inner two layers have 12-fold crenellated geometty and will be mounted on a 
carbon fiber lined, carbon foam support structure. Figure 7 shows an axial view of these two 
inner layers. Layer 0 will have its innermost sensor located at a radius of about 18.6 mm. These 
sensors will be two-chip wide, 78.4mm long with 50 micron readout pitch and intermediate 
strips. The pitch is chosen .to obtain the best impact parameter resolution possible using 
conventional teclmology. Given the size of the luminous region, 6 sensors in z make up one 
half-module. 

Because of the lack of space available and the cooling requirements for the innermost layer, no 
readout electronics will be mounted on the sensors, i.e. the layer will have 'off-board' 
electronics. Analog cables will be wirebonded to the sensors, carrying the analog signals to a 
hybrid where the signals will be digitized and sent to the data acquisition system. Keeping the 
hybrid mass out of the detector active region also helps in reducing photon conversions. Present 
CDF experience with noise issues from these cables are a concern but given the requirement that 
the inner layer has to survive 15 fb-!, there is no alternative to off-board readout electronics. A 
major challenge in building the mechanical structure for this layer is ensuring that it provides the 
cooling capability needed to maintain the silicon at a temperature of -10 degrees C while fitting 
in all the components necessary and keeping mass to a minimum so that the impact parameter 
resolution is not degraded. The depletion voltages at the end of the run are expected to be 
around 600V for the innermost layer. The bias system for the inner layers will be designed to 
deliver voltages up to lOOOV. 
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Layer 1 will contain 3-chip wide sensors that are 78.4mm long with 58 micron readout pitch, 
with intennediate strips. The geometry matches the segmentation of Layer O. Because Layer 1 
will also sustain substantial radiation doses, the cooling and bias voltage supply requirements 
will be the same as for Layer O. Although the heat load from putting hybrids directly on the 
sensors is greatly increased (0.5 Watts per readout chip), noise and production considerations 
have led to on-board electronics for all layers except Layer O. 

Figure 6 - Axiaiview ofthe proposed tracker upgrade. The outer four layers provide both axial 
and stereo track measurements, while the inner two layers only provide axial track measurements. 

In Layers 2-5 only one type of sensor will be used. The sensors will be 5 chips wide, 100mm 
long with 60 micron readout pitch and intermediate strips. This pitch allows for direct bonding 
between SV:X chips and the sensors and retaining the fine resolution in Layer 5 significantly 
improves pattern recognition. These layers employ stiff stave support structures. A stave will 
have carixm fiber sheets mounted on an inner .core that will carry the cooling lines. Silicon will 
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be mounted on the carbon fiber sheets; on one side there will be axial readout and on the other 
small-angle stereo. The stereo angle will be obtained by rotating the sensors. The design allows 
for a maximum depletion voltage of 300V for these outer layers. Recall that the detector is built 
in two halves, a north and a south; each stave will thus cover a half-length in z. 

"- -. ~-,- ----'" 

Figure 7- Axial view ofLayers 0 and 1 within the sensor active region. The silicon sensors are 
mounted on a carbon fiber lined, carbon foam structure with inboard cooling tubes and then are 

readout using analog low mass cables which connect to hybrids outside ofthe active region. 

The longitudinal segmentation is driven by the need to match II coverage throughout the detector 
up to 1l=2. For Layer 1 six sensors, each 78.4mm long, form one half length il Z, matching the 
coverage for LO which is in the same mechanical structure. For Layers 2 and 3 five sensors, each 
lOOmm long, will form a stave. Staves consist of six lOOmm long sensors for Layers 4 and 5. 
Figure 8 shows a plan view of the tracker inside the fiber tracker. 
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Figure 8 -Plan view ofthe Run 2B silicon tracker inside ofthe fiber tracker. 

The total nmnber of readout modules in the new system is constrained by the currently available 
cable plant, which allows for about 940 read outs. The present Run 2A detector has 912 readout 
modules. This implies that not every one of the 2184 sensors in the detector can be read out 
separately. By studying deadtime it was detennined that for Layers 2 md higher we are able to 
read out a total of 10 chips. This allows us to use a double-ended hybrid design that reduces the 
hybrid readout count by a factor of two. A double-ended hybrid services two readout segments 
at once. Since the sensors are 5-chip wide for the outer layers. the double-ended hybrids will 
readout 10 chips at a time. The digital signals are carried out of the tracking volmne using a 
digital cable that connects to the hybrid. Layer 1 also employs the double-ended hybrid concept. 
Since sensors are 3-chip wide in Layer 1. a hybrid will read out 6 chips at a time. 

Using double-ended hybrids we've reduced the hybrid count significantly. but not enough to 
satisfY our cable nmnber constraint. Occupancy studies and confused hit probabiliti::s then 
detennine how best to longitudinally combine (gang) sensors to fonn a readout segment in z. 
These are described in D0 Note 3911 I. For the inner two layers every sensor is read out 
separately. For Layers 2 and 3, there are 5 sensors per half-module in z. The two sensors closest 
to z=O, where the occupancy is highest, are read out individually with one double-ended hybrid. 
The remaining 3 sensors are connected to another double-ended hybrid. The two sensors at the 
largest z are wirebonded together and are read out as one unit; the sensor closest to z=O is read 
out individually. For Layers 4 and 5 we have a total of 6 sensors per half module in z. Here the 
two innennost sensors are read out individually as in Layers 2 and 3. The outennost 4 sensors 
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are ganged together such that each of 2 sensors is wirebonded together to make one readout unit. 
This arrangement is depicted in Figure 9. Each stave thus has four hybrids, with each hybrid 
servicing two readout segments, two for the axial readout and two for the stereo readout. The 
modules are indicated by the length (in em) of the two readout segments. A hybrid with 10 em 
sensors on each side of the hybrid is called a 10/10 module. Similarly there are 10/20 modules 
and 20/20 modules. Figure 10 shows the longitudinal segmentation for all layers. An'S' 
indicates single sensor readout, and '1I2D' indicates a readout segment serviced by one side of a 
double-ended hybrid. The colors guide the eye to indicate ganged sensors. 

IJ 

Figure 9 - Readout configuration for outer layer staves. The upper configuration is for layers 4 

and 5 and the lower is for layers 1 and 3. Axial readout configuration is shown. 


o 40 80 120 160 200 240 280 320 360 400 440 480 520 560 600 

1 

1 

Layer 0 
Layer 1 
Layer 2 
Layer 3 
Layer4 
Layer 5 

s 1 S I 
112011/20 

S 1 
fl2[f 1120 

S 1 

I 
s 
1120 

s 
1120 

1 

I 
112~ 1120 112D 1120 

1121:1 1120 112D 1120 
112D 1I2D 1120 1120 

1121:1 1120 1120 1im 

Figure 10 - - shows the longitudinal segmentation ofthe detector. Here the top row is a ruler 
showing the length in mmfor each ofthe layers in the detector. 

For the stereo side of the stave we have chosen to use the maximum stereo angle possible given 
the mechanical constraints. This allows us to obtain the best :fZ resolution possible. Studies of 
confused hits, ghost tracks, and occupancy indicate that it is best for the pattern recognition to 
have the traces of ganged sensors line up, so as to make one long 20 em trace. For the 10 em 
sides of modules the maximum stereo angle is 2.5 degrees while for the 20 em sides the 
maximum stereo angle is 1.25 degrees. We then end up with 6 types of modules for the outer 
layers: 10/10 Axial and Stereo, 10/20 Axial and Stereo, and 20/20 Axial and Stereo. 

The decision was made in November 2000 to read out the new silicon system using the SVX4 
chip. Both CDF and D0 will use this chip. This chip is based on the SVX3 chip, but will be 
produced in 0.25 micron teclmology. This chip is intrinsically radiation hard and is expected to 
be able to withstand the radiation doses incurred in the innermost layers. In order not to have to 
redesign the entire D0 data acquisition and trigger system, the SVX4 chip will be read out in 
SVX2 mode. The SVX2 chip is the readout chip for the Run 2A detector and incurs deadtime on 
every readout cycle unlike the SVX3 chip that can run in a deadtimeless mode. As the readout 
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chip is a joint project with both CDF and 00, there is a premium on employing the same hybrid 
technology so that the design work can be shared. We plan to use ceramic hybrids using 
betyllia. No pitch adapters will be needed in the 00 design so that the SVX4 chips will be 
wirebonded directly to the silicon sensors for layers 1-5. 

The digital signals will be launched onto a jumper cable from the hybrid through an AVX 
connector. These flex cables will nm on top of the stave to a junction card located at the end of 
the active region on a bulkhead There will be one junction card per stave. That is, each junction 
card will service four hybrids, the two hybrids :from the axial readout and the two hybrids from 
the stereo readout. The junction card is a passive element and simply carries the signals from the 
digital cable to a twisted-pair cable. The twisted-pair cables nm to the adapter cards that are 
mounted on the face of the calorimeter. The adapter card will interface to the existing data 
acquisition system. The adapter card has two new functions in Run 2B. First, it will convert 5V 
lines to 2.5V, necessary for operating the SVX4 chip. The current data acquisition system uses 
the SVX2 chip, in which the lines are single-ended. The SVX4 chip will be nm differentially at 
2.5V. The adapter cards will convert the single-ended lines to double-ended lines. From the 
adapter card downstream, it is anticipated that we can retain the full data acquisition system as is. 
Some modifications will be needed for the interface boards that pass the voltages to the detector 
to allow for higher voltages for the biases for the inner layers, but no major modifications are 
foreseen. 

The design parameters are summarized in Table 1. There are a total of 2184 silicon sensors in 
this design, read out with fB8 hybrids containing 7440 SVX4 chips. In layers 2-5 there will be a 
total of 168 staves, containing 336 readout modules. For comparison, the Run 2A silicon 
detector has 793K readout channels while the Run 2B one will have 952K readout channels. The 
Run 2B silicon detector is designed to allow for faster construction due to fewer and simpler 
parts than the Run 2A device. Comparisons between the detectors show that the major 
difference between the two detectors is found at the inner and outer radii. Figure 11 shows axial 
views of both detectors drawn to scale. By decreasing the radius of the innermost layer from 
25.7 mm to 18.6 mm, the impact parameter resolution is cut by a factor of 1.5. Because we are 
removing the Fdisks and he entire cable plant from the Run 2A barrel modules, we are able to 
utilize this space at larger radii for silicon sensors. The increase from 94.3mm to 163.6mm for 
the outer radius allows us to put in two more layers of tracking necessary for the pattern 
recognition in the Run 2B environment. With the new detector we will have better stand-alone 
silicon tracking. A number of factors affect the tracker performance, and consequently the 
physics performance, of the .detector. Among these factors are tracker acceptance, amount of 
material, resolution, and pattern recognition capabilities. We have optimized our design to the 
extent possible to obtain a detector that is superior to the Run 2A detector and that will allow us 
to be well placed for the possibility ofdiscovering new physics. 
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Table 1 - Design Parameters. There are a total of2184 sensors and 888 hybrids in this design. 
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Figure J 1 - Comparison ofthe axial views ofthe Run 2A and Run 2B silicon detectors. The left 
picture shows the Run 2A detector whose innermost layer resides at a radius of25. 7mm. The 

innermost layer ofthe Run 2B detector resides at a radius of18.5 mm. 

1 D0 Note 3911, "MCFAST Studies of the Run2b Silicon Tracker", R. Lipton and L. Stutte, October 4,2001. 
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CHAPTER 4 - SILICON SENSORS 

4.1 Introduction 

The main requirements for the silicon detector is efficient and reliable tracking, precise vertex 
measurement, and radiation hardness. As described above, this is achieved with a 6-layer device. 
The four outer layers are constructed of 60 J.Ul1 pitch silicon sensors and provide hits essential for 
pattern recognition in a high-occupancy enviromnent. In addition, two inner layers 011, 
constructed with 50/58 fJm pitch silicon sensors with intennediate strips at 25/29 fJm, provide 
precise coordinate measurement essential for good secondary . vertex separation. Reliable 
operation of silicon sensors in a high-radiation enviromnent is critical to the experiment's 
success. Over the operating period, the inner layers of the Run 2B silicon detector will be 

2subject to a fluence of about 2 x 1014 equivalent 1 MeV neutrons per cm . We were gui<.Ied in 
our design and technology choice by our experience in Run 2A detector construction as well as 
by recent research and development in the radiation hard technology. 

4.1.1 Lessons from Run 2A 

Several difficulties were encountered by D0 during the Run 2A silicon detector prototyping and 
construction. The gained Run 2A experiences and important conclusions are listed in the 
following: 

• 	 Sophisticated double-sided silicon sensors were difficult to produce and lead to lower 
yiekl and hence significant delays. Single-sided sensors however, which have been 
produced both by Elma for the Hdisks and Micron for the 1st and 1d layers of bam:ls 1 
and 6 for the Run 2A detector, had higher yields and caused much less trouble due to 
their simplicity. 

• 	 The introduction of an alternative vendor at the later stages helped to speed up 
production. 

• 	 The large number ofsensor types complicated the production process. 

• 	 Double-sided sensors proved to be very difficult to handle. 

• 	 Radiation studies have shown that double-sided (and especially 90° double-metal) silicon 
sensors have limited radiation hardness (more details in "Radiation testing") 

• 	 Detailed pattern recognition studies have shown that in high occupancy enviromnent, 
"ghost" hits produced in 90° sensors lead to a significant fraction of fake tracks and 
increased reconstruction time. 

For Run 2B silicon sensors, we adopted the following guidelines: 

• 	 Use only single sided silicon sensors. 
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• Try to identifY alternative vendors whenever possible. 

• Limit the number ofsensor types to 3. 

• Use only small stereo angles, achieved by sensor rotation. 

• Avoid double metalization. 

In our choice of radiation hard technology we have benefited greatly from radiation hard silicon 
R&D studies motivated primarily by the needs ofLHC experiments. 

4.1.2 Radiation damage in silicon 

The most important damage mechanism in silicon is the bulk damage due 
part of the energy loss, which leads to a displacement of the silicon atoms 

to the non-ioniz
in their lattice. 

ing 
It 

causes changes in doping concentration (and, eventually, silicon type inversion). increased 
leakage current, and decreased charge collection efficiency. Surface damage due to ionizing 
radiation results in charge trapping at the surface interfaces and leads to increased interstrip 
capacitance and, therefore, electronics noise. 

The increase in bulk leakage currents after radiation exposure is caused by additional generation 
of electron-hole pairs. For the operation of detectors the control of leakage current is important 
in two aspects, one is the resulting higher shot noise, the other is the increased bulk heat 
production in silicon which may lead to a thennal runaway if the silicon detector is not properly 
cooled. The bias leakage current increase is directly proportional to the active strip volume of 
the silicon detector and to the particle fluence the detector is exposed to. It neither depends on 
the chosen silicon material or technology, nor on the exact manufacturing of the detector. 
However, the currents scale down considerably with the temperature. Cooling the detectors to 
0" C typically reduces the leakage current to 116 of its value at room temperature. 

The change in the effective doping concentration measured as a function of the particle fluence 
for n-type starting material shows a decrease Wltil the donor concentration equals the acceptor 
concentration or Wltil the depletion voltage is almost zero, indicating intrinsic material. Towards 
higher fluences the effective concentration starts to increase again and shows a linear rise of 
acceptor-like defects. Many experimental groups have confirmed this phenomenon of changing 
from n-type to p-type like material and usually the detector is said to have Wldergone a type­
inversion fiom n-type to p-type. The radiation-induced changes of the doping concentration are 
initially not stable and exhibit two main components with different time behaviors and 
temperature dependences. With time constants in the range of a few days a decrease in the 
radiation induced changes occurs soon after irradiation. This effect is called short-tenn 
annealing or beneficial annealing, because it mitigates the acceptor creation and hence the type 
inversion process. However, at room temperature an increase in the acceptor states appears after 
about two weeks of annealing leading to even higher depletion voltages. This long tenn or 
reverse annealing is a major concem because of its limiting factor for long-tenn operation of 
silicon detectors in high fluence regions. Reverse annealing can be almost completely 
suppressed by cooling the detector to -5°C or less and by minimizing the maintenance periods of 
the silicon detectors at room temperature. 
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The third effect is the reduced charge collection efficiency. The primary mechanism leading to a 
decrease in the collection of electrons or holes is charge trapping at defect sites~ i.e. a decrease of 
the carrier lifetime with increasingfluence. In addition surface damage in the silicon oxide due 
to ionizing radiation results in the creation of fixed positive charge at the surface boundaIy 
between silicon and silicon oxide. This leads to increased interstrip capacitances and, therefore, 
higher electronic noise. 

Seriously damaged detectors will require high bias voltages to operate efficiently. The 
deteriorated charge collection can be efficiently recovered by applying a bias exceeding the 
depletion voltage. This overbiasing also reduces to nonnal values the increased interstrip 
capacitance due to the surface charge accumulation. So the high voltage operation is crucial for 
radiation hard silicon and at the end the breakdown voltage of the device will determine the 
limits ofswvivability. 

4.1.3 Radiation hard designs 

The CMS collaboration designed single-sided 300 IJ.lI1 thick n-type sensors, which were reliably 
working after heavy irradiation at bias voltages up to 500 Vi. The main features of the design 
are p+ strips in nbulk silicon, which are biased with polysilicon resistors and are AC coupled to 
the readout electronics. The front side of the detector (with p+ strips) has a peripheral n+ 
implantation (n-well) at the edge and is followed by a p+ single guard ring structure to prevent 
junction breakdowns. This guard ring design has been optimized in cooperation with 
Hamamatsu and is also successfully implemented with other producers. It is proven to be 
radiation hard and. COF is using this type of sensors for the LOO of SV:X in Run 2A. Other 
radiation hard designs reduce the risk of an early breakdown at the edges of the silicon by 
including a multi-guard ring structure2

• 

We note here that in the case of AC-coupled double-sided sensors (as presently used by CDF and 
D0 in Run 2A) the high bias voltage is applied across the coupling capacitor on one of the sides 
(Wlless the electronics is floating at the same potential). Together with considerably higher costs 
related to the double-sided wafer processing~ the requirement that AC capacitors hold off the 
bias voltage is a strong limitation for the double-sided detectors and we are not considering using 
them for the upgrade. 

One of the main methods for improving the radiation hardness is the use of low-resistivity silicon 
as an initial detector material'. Low bulk resistivity of silicon corresponds to high depletion 
voltage of the device. For example, a 300-micron thick detector with bulk resistivity of 
p "'" 1.0kQ ·em depletes at Vdepl "'" 300 V. High initial depletion voltage values shift the type­

inversion point to higher fluences, which limits ~ depletion voltage growth after the type 
inversion, thus improving the radiation hardness ofthe sensor. 

A new technological development driven by the R&D work of the ROSE collaboration4 uses 
oxygenated silicon materials to improve the radiation hardness of silicon detectors. Oxygen 

concentrations ([OJ] "'" 1017 em-3 
) in silicon improve considerably the radiation hardness of the 

detector for charged particle fluence and effectively lower the needed bias voltage for radiation 
damaged detectors. No improvement was observed for damage caused by neutrons. The 
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charged particle component is expected to dominate (for example at CMS only 111 Oth of the 
damage is accounted for by neutrons). There are indications also that the reverse annealing 
saturates at high fluences for oxygen enriched silicon. 

High oxygen concentrations reduce the donor (n-impurity) removal rate significantly and can 
mitigate the acceptor (p-impurity) creation The simplest way to enrich silicon material with 
oxygen is a diffusion process in the - 1200 0 C oxygen atmosphere of a quartz oven This 
technology is easy and economic and has been successfully transferred to a nwnber of silicon 
detector vendors. 

Finally there is an alternative to use n+ strips on n type silicon. It has been shown that they offer 
a better collection efficiency at under-depleted voltages and, therefore, would improve the 
performance after irradiation. However, the detectors technologically are more complicated and 
require further R&D efforts. Since for nn sensors certain techniques like J)stop or p-spray are 
necessary to maintain the strip isolation, the detectors are becoming more and more complex 
which would considerably drive up the costs. Furthermore, it is not clear that such a fine pitch 
structure of 25J.UD we are requiring for layer 0 is technologically feasible on nn devices. Except 
LHCb, which is pursuing a nn option for its vertex microstrip detector, neither of the other LHC 
silicon strip detectors will use n+n and we are considering this technology as too risky for the 
tight Run 2B schedule. 

In summary, two approaches have been successfully explored so far: 

• 	 Low-resistivity silicon sensors. Increasing initial donor concentration leads to type 
inversion after higher radiation doses, thus slowing the radiation damage. 

• 	 Oxygenated silicon. Controlled increase in oxygen concentration slows down the growth 
of depletion voltage with irradiation dose. 

It is possible to combine both approaches. Both techniques have been transferred to multiple 
silicon vendors. 

4.2 Silicon Sensors For Run 2B 

4.2.1 Technology choice for Run 2B D0 SMT 

For the construction of the Silicon Microstrip Tracker for Run 2B D0 we propose the use of AC­
coupled, single-sided single-metal p + on n-bulk silicon devices with integrated polysilicon 
resistors as baseline sensors. Only bias resistors based on polysilicon are capable of sustaining 
the high radiation level the Run 2B detector will experience. Either a multiguard structure (see 
Figure 12 a) or a single guard ring structure with a peripheral n-well at the scribing edge (see 
Figure 12 b), developed in cooperation with Hamarnatsu's design engineers, is necessary to 
allow operation at high bias voltages. 
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a) b) 

Figure J2. - a) Multiguard ring structure ofELMA prototype sensors. b) Hamamatsu 's sensor 
with a single guard ring structure and a peripheral n-well. 

We prefer a silicon microstrip vendor capable of doing multilayered dielectric substrates for the 
coupling capacitors for mainly two reasons. First of all, it will significantly reduce the number 
of developing pinholes and therefore shorted capacitors in the detector. Secondly, by using 
silicon nitride (S~N4) in addition to silicon oxide, the coupling capacitor value can be increased 
while leaving the thickness ofthe dielectric substrate constant. 

Oxygenation is considered as a serious option for the inner layers 0 and 1 in order to improve the 
radiation hardness further. 

4.2.2 Sensor geometry 

00 envisions using 3 sensor types for Run 2B. Their geometric parameters are smmnarized in 
Table 2. 

Table 2. - Geometric parameters ofsilicon sensors. 

Layers 
Length 
(mm) 

Width 
(mm) 

Strip pitch/readout pitch 
ijun) 

# readout 
channels # of sensors + spares 

0 78.4 14.8 25/50 256 144+50%=216 

1 78.4 24.3 29/58 384 144+50%=216 

2-5 100.0 41.1 30/60 640 1896+200/0==2280 

All outer layers are constructed from sensors of the same type. In the specified geometIy, two 
such sensors can fit on one 6" silicon wafer. Unfortunately, 6" technology is not widely used 
among silicon sensor manufacturers, with only Hamamatsu and Micron Semiconductors having 
implemented it successfully so far. Other vendors continue producing sensors using 4" 
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technology. It is possible to modify the design to use two 50-mm long sensors, which can fit on 
a 4" wafer, instead of one lOO-mm long sensor. This choice has drawbacks: increased number of 
parts; additional wire-bonding load; increased dead area; and, most importantly, significant 
increase in cost. 

We chose to use sensors 78.4 mm long for layers 1 and 0 to minimize occupancy and noise, and 
more importantly, to take advantage of a wider choice of vendors. These sensors can be 
fabricated with two LO type sensors or one Ll type sensor on a single 4" wafer. Since these 
sensors will be subject to a very harsh radiation environment, it is critical to choose a vendor that 
can provide radiation-resilient devices. 

We plan to use intennediate strips in all sensors to improve the single hit resolution A multiple 
guard-ring, or Harnarnatsu-style guard-ring, structure is necessaxy to ensure high breakdown 
voltage. This structure occupies 1-mm wide area on each edge ofa silicon sensor. 

4.3 Radiation Environment And Sensor Performance 

Performance of silicon sensors depends on factors such as irradiation dose, operating 
temperature, and duration ofshutdowns. 

We use the following estimates for the charged particle and neutron fluences 5: 

where r is the perpendicular distance to the beam line in em. The charged particle fluence was 
assumed to be composed of64% pions and 36% protons. 

An independent study of particle fluences in D0 was also carried out in ref. 6 based on a 
simulation employing the DTUJET event generator and a GEANT/CALOR simulation of the D0 
detector, hadronic interactions, and secondaxy particle production. In comparison with the 
fluences used here, ref. 6 fOWld a similar neutron fluence, but fOWld a charged particle fluence 
about a factor of two lower. However, to be conservative, we do not reduce our charged-fluence 
estimate. We assume 2.8 fb-) of integrated luminosity in the first year of operation and 4 fb-) in 
each of the following years7

• 

Operating temperature is another important factor affecting the detector performance in the high 
radiation environment. The choice of operating temperature depends on detector characteristics, 
electronics design, and mechanical and cooling constraints. Operating the detector near its room 
temperature assembly environment minimizes mechanical stresses. Very low temperature 
operation implies exotic coolants and/or large cooling passages as well as good thermal contact 
everywhere. The final choice of -10 degree C operating temperature is a compromise between 
detector operating voltage, signal to noise ratio, and mechanical and cooling constraints. 
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We also assume a 4-week maintenance period at room temperature at the end of each year. 
Detector annealing and radiation damage parameters are taken from Rose collaboration data4

• 

The resulting depletion voltage as a fimction of operating temperature for the layer 0 sensors is 
shown in Figure 13. 

Run2b Depletion Voltage 
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Figure 13. -Depletion voltage for layer 0 sensors as afunction ofweeks in Run 2B. Two hundred 
weeks corresponds to an integrated luminosity of14.6jb-1 and a dose of15 Mrad. 

Temperature effects of reverse annealing tend to saturate below -5 degrees C and increase 
rapidly above +1 0 degrees C. It is quite important to keep the maintenance periods to a 
mmnnum. There is a wide variation in reverse annealing parameters among manufacturers who 
do not use oxygenated silicon. We feel that it is important to irradiate samples of detectors used 
in Run 2B to verify that the damage response is consistent with operation to 15 Mrad. The inner 
layer detectors will be specified to operate at 700 V. Operating the inner layer below -5 degrees 
will give us adequate operating voltage performance for detectors with reverse annealing 
characteristics of oxygenated silicon. Our -10 degree C design should accommodate production 
variations among sensors and provide a reasonable operating margin. 

For the outer layers we hope to minimize the mass and simplify the design of the bias circuitIy 
by limiting the operating voltage of these layers to -300 V. Figure 14 indicates that depletion 
voltage performance at or below -5 degrees C is satisfactory for all layers with oxygenated 
silicon and for layers 2-5 (R>5cm) for any silicon variety. 
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Depletion Voltage at ·5 deg c 
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Figure J 4. - Depletion voltage as a function ofradial position. 

According to these estimates layer 1 and the outer-layer sensors will be able to easily withstand a 
radiation dose equivalent to 20 fb -I. The depletion voltage in layer 0 sensors is expected to reach 
600V after 15 fb- 1

• As we pointed out earlier, oxygenation is essential to slow down the 
depletion voltage growth after type inversion occurs. In addition, reduced temperature during 
maintenance periods will provide significantly greater longevity. 

Signal to noise ratio (SIN) is an important parameter that ultimately limits the detector lifetime. 
Based on previous studies and CDF experience in Run 1, SIN starts affecting b-tagging 
efficiency when it goes below 5 8. Our design goal is to keep the SIN above 10. 

In our signal-to-noise (SIN) estimates we assume that sensors can be fully depleted and that one 
MIP produces 23,000 e in 300 /Jlll silicon. We have considered several contributions to the total 
nOIse: 

• 	 Noise due to load capacitance of the analog cable (0.35 pF/cm) and detector (1.2 pF/cm), 
parameterized as 450+43C(pF/cm) based on SVX4 chip specifications. 

• 	 Noise due to the series resistance of the analog cable 

• 	 Shot noise from detector leakage current 

• 	 Thermal noise due to the finite value ofthe bias resistor (-200e-). 

Shot noise and series noise are temperature dependent and can be minimized by running at low 
temperature. Figure 15 shows the total noise for layer 0 sensors as a fimction of temperature for 
various lengths of analog flex cable. Operation below -5 degrees C provides satisfactory 
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performance. Design for -10 degree C operation will provide operational margin if thenna1 
contacts or coolant flows are not as expected. 

Inner Layer SIN vs Temperature at 15 Mrad 
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Figure 15. -lnner layer signal/noise ratio as afunction ofoperating temperature for various 
analog cable lengths. 
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Figure 16. - Signal to noise ratio as a function ofradius for different running temperatures and 
sensor length, In each plot, the solid curve corresponds to exposures of5 jb-J, dashed - to 10 jb-J 

and dotted - to 20jb-J, 

Figure 16 shows SIN behavior as a function of radial position of the sensors. For 8 em long 
sensors used in layers 0 and 1, the SIN is greater than 10 after 20 fb-1, if the nmning temperature 
is below -5°C. In layers 2 through 5 modules are constructed of one or two 10 em long sensors. 
Modules with one sensor provide very robust SIN above 15. For two-sensor long modules (20 
em) the SIN can be kept above 10. 

In summa:ry, based on our estimations of depletion voltage and 
margin in Rllll 2B. To verifY our predictions we have tested 
potential Rllll 2B vendors at the RDF facility in the Fennilab Booster. 
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4.4 Radiation Testing Of Silicon Sensors 

4.4.1 It])]? 

Radiation tests described here were carried out at the RDF facility in the Fennilab Booster. The 
facility provides 8 GeV protons for various irradiation studies. The beam is -0.5 mm in radius 
and is typically >3xlOll protons per pulse, with a typical repetition rate of one pulsel3 sec. 
Beam flux is measured by a toroid and confinned by irradiation of ahnninum foils. Detectors are 
mounted in a cold box, which maintains detector temperature at 5 degree C and allows for 
detector bias and monitoring. The box is in tum mounted on a )toy table which scans the detector 
assembly through the beam; insuring unifonn irradiation. 

Irradiation typically takes one shift. This intense irradiation can leave a substantial charge in the 
oxide and on detector surfaces. Detectors are then left at 5 degrees C to "cool down" and anneal 
for -1 week before testing. 

4.4.2 Itun 2A detector irradiation studies 

To understand the expected lifetime of the Run 2A detector we perfonned a series of 
measurements with spare or grade B modules. We used 3 different ladder/wedge types of 
double-sided detectors and one type of single sided detector. All detectors are processed on n 
type bulk silicon material with a typical thickness of 300/JID with integrated AC coupling and 
polysilicon bias resistors. The double-sided ladders had either 6, 9 or 14 readout chips on the 
their fumt end hybrid, which was directly glued on the silicon. The 6-chip detector is 
manufactured on a 6"-wafer technology and has 90° stereo strips on the n-side. The 9-chip 
detector is a stereo detector with a small angle view of 'Z' . The 14-chip module is a double-sided 
wedge-shaped detector with varying strip length and angle of ±15° on both sides. 

The lifetime of the Run 2A detectors is likely to be detennined by the limited voltage that can be 
applied across the AC coupling capacitors. These capacitors break down near 150 V and can 
only be safely operated to -100 V. Thus, with split bias we expect to be limited to a total bias of 
200 V. In addition during ladder testing we found that the Micron detectors are subject to 
microdischarge breakdown on the junction side. The breakdown voltage varies on a detector-to­
detector basis but can limit the junction side bias to as low as 10 V. This effect switches sides 
upon type inversion and is partially mitigated on the n side by compensating effects of oxide 
charge. 

In order to characterize the perfonnance of the irradiated detectors and to understand their 
behavior after irradiation the following measurements have been carried out: 

• leakage current measurements 

• depletion voltage determination 

• average noise determination 

• number ofnoisy channels 
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Depletion voltage was measured by measuring the response to a 1064 run laser, noise and current 
measurements were performed using our standard set ofdetector bwn-in tests. 
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Figure 17. - Depletion voltage as a function ofaccumulated dose. Detector types 9xxx-layers 2,4; 
FWxxx-F wedge; 3xxx layers 1,3 barrels 1 and 6 (single sided); 6xxx - layers 1 and 3 barrels 2-5 

(double sided double metal) 

Figure 17 shows our results for depletion voltage. With the exception of the double sided double 
metal (DSDM) revices all detectors perform as expected. The DSDM detectors seem to have a 
depletion voltage at 1.5 Mrad almost a factor of two higher than other devices. Since these 
detectors are at the inner radius of the silicon detector they will limit the lifetime of the tracker. 
The cause of this effect is not ooderstood. All detectors were exposed at the same time and 
tested with identical setups. It is possible that the DSDM detectors are more susceptible to 
surface charge than simpler devices. We are planning to perform an additional irradiation with 
test structures to try to ooderstand if this effect is due to bulk silicon properties or an effect of the 
fabrication. 

Figure 18 and Figure 19 show the noise in the ladders as a function of dose as measured in the 
bwn-in test at 3 deg C. The most probable pulse height for a MIP is -26 ADC counts. The 
contribution from shot noise is -0.8 ADC counts at 2.1 Mrad. In general the noise rises from 
1.5-2.0 counts to -3 counts, giving a worst-case signal/noise ratio of 9: 1. The DSDM detector 
(6418) has additional noise which rises to 5 counts on the nside at 2.1 Mrad. This is due to the 
onset ofmicrodischarge on the n side ofthis ladder. 
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Figure /8 Noise in n-side o/Run 2A ladders as a/unction o/radiation dose. 

Noise (Dose) P-side 
S c 
::J 

8 5 

U 
0 
:!" 4 
III
'5 .9439~ 
Z • X3 I'( FW-239 

~ X II( ~ 
X 6418 

2 ~ , 
.3382

:j 
" 

I 	 I I I I 

0 	 0.5 1 1.5 2 2.5 

Accumulated dose (Mrad) 1Mrad=3.3*E13 protons 

Figure /9. - Noise in p-side o/Run 2A ladders as a/unction o/radiation dose. 

40 



D0 Run 2B Silicon Detector Technical Design Report - v3.0 

4.4.3 Run 2B detector irradiation studies 

We have perfonned a set of irradiation studies on single sided detectors of the type to be used for 
Run 2B. The detectors used were either CDF layer 00 devices (Hamamatsu, Micron, ST) or 
prototypes specifically for D0 (ELMA). Two Micron detectors were oxygenated, the ELMA 
devices were also oxygenated, but at a level too low to affect the depletion voltage. These 
detectors were exposed to 5, 10 and 15 Mrad doses. We measured depletion voltage and leakage 
current after each exposure. 
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Figure 20. • Depletion voltage as a function ofirradation for Run 2B detectors. 

Figure 20 shows the measured depletion voltage as a fimction of dose. The depletion voltage is 
estimated from the plateau of the detector response to a 1064 run laser 31d has -20% errors. The 
devices behave roughly as expected, although there is a considerable spread in the depletion 
voltage at 15 Mrad. The ELMA detectors, which are fabricated using non-oxygenated silicon 
with a crystal orientation of <111>, have the vorst behavior. The sprea.d in depletion voltage is 
consistent with the variations among silicon types and manufacturers observed by LHC 
experiments. 
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Comparison (10 Mrad, -12 C and 11 C) 
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Figure 21. - Leakage currents at +11 and-12 degrees C after 10 Mrad. 

Leakage currents for all devices, presented in Figure 21, were found to be consistent with the 
usual 3 xlO- 17 A/cm2 damage constant. The breakdown voltage depends on operating 
temperature as well as annealing time after the intense irradiation. None of the devices showed 
breakdown before .full depletion under laser test conditions (near +10 deg C). Additional 
operating margin is available at our expected operating temperature of -10 deg C. 

The results of these studies give us confidence that we can build a detector which can operate to 
15 th-I and beyond. We plan to irradiat~ samples of prototype and production detectors to 
confinn their performance. We also expect to irradiate ladders bonded to SVX4 chips to 
measure ladder noise performance after irradiation. 

4.5 Conclusion 

The high integrated lwninosity -of Run 2B will necessarily result in a particularly harsh radiation 
environment Reliable operation of silicon sensors in such conditions is crucial to the 
experiments success. We were guided in our design and technology choice by our experience in 
Run 2A detector construction as well as by recent advancements in radiation hard silicon 
technology motivated primarily by the needs of LHC experiments. In Run 2B 00 plans to use 
only single-sided single-metal silicon sensors, limiting them to only 3 types. Our estimates, 
supported by the results of the irradiation tests, show that these sensors will be able to withstand 
the radiation dose equivalent to 15 th-) with significant safety margin in layers 1-5. Depletion 
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voltage in Layer 0 sensors might exceed 700V after 15 fb- I
. Oxygenation of these sensors is 

expected to slow down the depletion voltage growth after the type mverslOn. Fwther R&D 
studies are needed to confinn this approach. 

) S. Braibant et aI., Investigation of design parameters and choice of substrate resistivity and 
crystal orientation for the CMS silicon microstrip detector, The CMS Experiment, CMS Note 
2000/011. 

2 A. Bischoff et aI., Breakdown protection and long tenn stabilization for Si-detectors, Nucl. 
Instr. & Meths. A326 (1993)27-37. 

3 RD20 collaboration, "Radiation damage studies of field plate and p-stop n-side silicon 
microstrip detectors", Nucl. Instr. & Meths. A362 (1995) 297-314, 1995. 

4 Rose Collaboration, Nucl. Instr. & Meth. in Phys. Res. A466 (2001) 308-326 

5 1. Ellison and A. Heinson, ''Effects of Radiation Damage on the 00 Silicon Tracker", D0 Note 
2679 (July 1995). 

6 E. Shabalina and V. Sirotenko, "Radiation Damage Effects on the Forward Hdisks of the D0 
Silicon Tracker", D0 Note 2800 (November 1995). 

7 http://cosmo.fua1.gov/run2blDocumentslriibshort.pdf''Plans for Runllb". 

8 J. Albert et aI. " The relationship between signal-to-noise ratio and b-tag efficiency." CDF Note 
#3338. 

43 

http://cosmo.fua1.gov/run2blDocumentslriibshort.pdf''Plans


D0 Run 2B Silicon Detector Technical Design Report - v3.0 

CHAPTER 5 - MECHANICAL DESIGN, STRUCTURES, 
AND INFRASTRUCTURE 

5.1 Overview 

The mechanical design of the Run 2B silicon detector is challenging. It must satisfY strict 
requirements on material mass, on precision of construction and positioning, it must allow for 
signal readout and cooling of the detectors, and must satisfY overall size constraints imposed by 
the need to install the detector from the limited space between the calorimeter cryostats. In order 
to meet the latter requirement, the silicon for Run 2B will be divided about z = 0 into identical 
north and south barrel assemblies. That division addresses the limited installation space 
available after the end calorimeters have been opened 39" and allows a net length of silicon 
associated structures to exceed the 52" that would otherwise be available. Final connections 
between north and south assemblies will be made via reprodUCIble ball mounts during 
installation at 00. Testing and experience with the Run 2A silicon (which is also split at z = 0) 
demonstrated that a reproducibility of2 !lJ11 is achieved with such ball mounts. 

Each assembly comprises six silicon layers and is subdivided into an inner barrel with layers ()'l 
and an outer barrel with layers 2-5. Inner and outer barrels will be fabricated individually, mated 
at SiDet to foon either a north or a south barrel assembly, and brought to D0 as a completed, 
tested assembly. The inner diameter of those assemblies allows installation of a 1" outside 
diameter betyllium beam pipe through the silicon region after the barrel assemblies are in place 
at D0. Figure 22 shows a plan view ofthe detector while Figure 23 shows an axial view. 

In each of the north and south barrel assemblies, a double-walled cylinder, which is integral with 
the outer barrel, positions and supports a thin (-Q.5 mm) carbon fiber reinforced epoxy (CFRE) 
silicon-positioning membrane near z = 0 and a thicker (-I mm) CFRE outer silicOIrpositioning 
bulkhead at either z = ±500 mm or z = ±600 mm. Studies of coordinate measuring machine 
(CMM) capabilities and structural deflections will aid in detennining which location for the 
outer bulkhead is better. In either case, a reproducible ball mount connection will be made 
between the support· cylinder of the outer barrel and an additional cylinder extending from the 
outer positioning bulkhead to the end of fiber tracker barrel 1. The additional cylinder allows 
better access for precision CMM measurements of silicon positions and better access for work on 
the ends of silicon sub-assemblies. After all assemblies are in place and all mechanical 
COlUlectiOns are completed, the equivalent of a single 356 mm outside diameter support cylinder 
will extend -1650 mm from one end of fiber tracker barrel 1 to the other. 

Silicon sensors of the inner barrel, layers 0 and 1, are mounted on facets of quasi-polygonal 
cylindrical structures similar to the one used in Run 2A for CDF layer 00. All inner barrel 
sensors will be placed so that their traces are axial. The inner barrel is supported by the silicon­
positioning membrane and by the silicon-positioning bulkhead of the outer barrel. Silicon of the 
outer barrel, layers 2-5, is contained in 84 staves, which are supported from the silicon­
positioning membrane and the outer silicon-positioning bulkhead of the barrel. In order to 
provide azimuthal overlap between sensors, each silicon layer will be divided into inner and 
outer sub-layers "a" and ''b''. Each of the staves of the outer barrel will contain a set of sensors 
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oriented so that their traces are axial and a set of sensors oriented to provide small angle stereo 
infonnation. Table 3 gives the radii, lengths, and number ofphi segments for the detector. 

JlQII Mount 
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Figure 22 - Plan view ofthe silicon tracker within the fiber tracker. The silicon tracker is divided 
into north and south assemblies about z = O. For each ofthe assemblies, layers 0-1 and layers 2-5 
are fabricated as separate mechanical structures and mated at SiDet. To facilitate CMM 
measurements, only the portion ofthe support cylinder from z = 0 to z 600 mm will be present 
during layer 2-5 stave installation and mating with layers 0-1. Coolant distribution bulkheads, 
coolant connecting tubing, and extension cylinders will be added when that work is complete. The 
lengths ofthe north and south assemblies match those ofthe Run 2A central silicon and utilize the 
Run 2A mounts on the ends ofthe fiber tracker. North and south assemblies will be joined during 
installation at D{?} to form a full-length structure designed for support only at its ends Lengths of 
layers have been chosen to provide good acceptance for high PTphysics taking into account the 
expected length of the luminous region. The silicon oflayers 2-5 is shown at the central radii of 
sensors. CFRE, hybrid, and cooling structures of staves are not shown. 1n all staves, those 
structures extend to the z 600 mm positioning bulkhead. 1n layers 2-3, only a portion ofthe 
stave length is populated with silicon. 
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Table 3 - Silicon geometric parameters ofa barrel assembly (units = mm) 

Layer Oa Ob la Ib 2a 2b 3a 3b 4a 4b 5a 5b 

Raiial 18.6 24.8 34.8 39.0 53.2 68.9 89.3 10 116.9 130.6 lSO.1 163.6 

R stereo - - - 56.3 72.0 86.2 100.3 120.0 133.7 147.0 160.5 

Lengtb(z) 475 475 475 475 501 501 SOl 501 601 601 601 601 

#Pbi 6 6 6 6 6 6 9 9 12 12 15 15 

StoWi 

Figure 23 - End view ofth€llayer 0-1 module. layer 2-5 staves and the outer silicon-positioning 
bulkhead. Silicon radii and sensor widths have been chosen to provide >99% r-phi geometric 
acceptance for tracks ofpT > 1.5 GeV/C originating within 2 mm of the nominal beam line. The 
design of the layer ()'1 and layer 2-5 assemblies allows removal of layers 0-1 at DftJ and 
replacement with good precision. The inner diameter oflayer 0 has been chosen to permit beam 
pipe installation after all silicon is in place at DftJ. 
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5.2 Overall Support Structure 

The main structural components must provide accumte, stable positioning of both the inner and 
outer detector elements. The main components are a double-walled carbon fiber cylinder that 
resides outside the outermost silicon layer and a set of bulkheads that provide the precision 
mounting points for the outer layer staves and the inner layer sub-assemblies. The details of 
these components and the alignment constraints are provided in the following sub-sections. 

5.2.1 Outer support cylinders, stave positioning bulkheads, and z = 0 
membranes 

The design of the 356 mm outsi:le diameter support cylinders is based upon that of the 306 mm 
outside diameter cylinders of Run 2A. Each cylinder will have inner and outer CFRE walls 
-0.56 mm thick separated by CFRE "ribs" -0.40 mm thick. Seven or more layers of flame 
retardant free, high modulus (>90 MSI), unidirectional fiber prepreg will be used for the shells 
and six or more layers for the ribs. The number of layers will depend upon the thickness of the 
high modulus material which is available. Individual CFRE pieces are cured at elevated 
temperature and then bonded to one another at room temperature with epoxy. Based upon the 
perfonnance of the Run 2A cylinders, beam deflection should be less than 40 IlIn over a length 
of 1650 mm. Compensation for that deflection can be made by offsetting either the z = 0 
positioning membranes or the outer positioning bulkheads when they are glued to the cylinder. 
The ribs, end rings, membranes, and bulkheads stiffen the completed structure against out-of­
round distortions. Based upon perfonnance of Run 2A cylinders before openings were cut for 
silicon installation, out-of-round distortions should be minimal. However, prototypes will need 
to be fabricated and measured to verify beam and out-of-round deflections. Mandrels of 
appropriate diameter and cylindricity, appropriate fixturing for gluing operations, an oven, and a 
sufficiently large CMM will be needed We anticipate that the majority of the cylinder 
fabrication would be done in Lab 3, but CMM measurements might be done at SiDet. 

The CFRE stave-positioning bulkhead will be made of multiple layers of flame-retardant-free, 
high modulus (>90 MSI), unidirectional fiber prepreg with an elevated temperature cure. To 
match the -0.75 mm thickness of stave locating bearings, the bulkheads are expected to be 1 mm 
thick. Openings in the bulkheads are intended to match stave profiles, including cables, and to 
provide 0.5 mm clearance about the full stave periphery. Staves will be installed through the 
openings and located by pins which engage locating bearings glued into the bulkhead. We plan 
to cut oversized openings for the bearings and to locate the bearings using high-precision 
fixturing as they are glued into place. The intent is to place the stave locating bearings and the 
stave pins which engage them well enough to allow interchangeability among staves. 
Arrangements have been made with Lab 8 to begin cutting stave and bearing openings in a 
prototype positioning bulkhead to provide a general test of this stave positioning concept (Figure 
24). The CFRE material that was provided to Lab 8 has a high modulus but contains flame 
retardant, so the resultant piece will be used for test purposes only. 

--- ..... ---------­
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Figure 24 - Cut profile supplied to Lab 8for a prototype positioning bulkhead. The profile ofa 
stave opening is shown on the right; the locations ofopenings are shown on the left. 

The CFRE z = 0 membrane will be made of multiple layers of flame retardant free, high modulus 
(>90 MSI), unidirectional fiber prepreg with an elevated temperature cure. In principle, the 
membrane could be a full disk with an opening for the beam pipe, since staves do not pass 
through it. In practice, openings will be cut in the membrane to reduce material. A design for 
tm openings remains to be developed. Bearings will be glued into oversized. openings in the 
membrane to engage stave-positioning pins. Local reinforcement will be provided at each 
bearing location. A precision fixture will be used to position bearings as they are glued into 
place. 

CFRE end rings for each cylinder include sockets of the ball mounts and features to allow one 
cylinder to be securely coupled to the next Based upon Run 2A experience, twelve ball mounts, 
evenly space in azimuth, should be sufficient per end ring. Screws or studs through the balls will 
be used to couple cylinders. Openings through the outer walls of cylinders, with suitable 
reinforcement, will provide access to install and tighten fasteners. The end rings will be made of 
multiple layers of flame retardant free, high modulus (>90 MSI), unidirectional fiber prepreg 
with an elevated temperature cure. Precision jig plates will be used to position the ball mount 
openings. 

A CMM will be needed as pieces of cylinder assemblies are glued to one another in order to 
establish clockings and offsets. Whenever practical, end rings will be mated during tm gluing 
process. A full procedure for establishing end ring c10ckings and offsets remains to be 
developed. In general, we plan to employ ruby or sapphire baUs as reference features for CMM 
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touch probe measurements. Positions of stave locating features can be measured in a coordinate 
system established by these reference features. 

5.2.2 Alignment precision and survey accuracy 

All alignment constants, both at the trigger level and offline, assume that the silicon sensors are 
perfect planes. Six constants are used, three offsets used to define the position of the center of 
the sensor and three Euler angles used to define the rotations of the sensor about that center. 
Survey data taken during assembly, or obtained from offline alignment with tracks, can be used 
to detennine the alignment constants for the tracker. No rea}..time alignment constants are 
available so it is critical for the trigger that the detector be stable over time scales of weeks to 
months. 

It is important to make a clear distinction between the precision required for the placement of the 
sensors and the required survey accuracy. The physical alignment precision for the sensors is 
determined primarily by the requirements of the impact parameter trigger, which is used to 
identifY events with tracks originating from the decay of heavy quarks outside the beam spot. 
Having satisfied these -constraints, other considerations, such as having tractable offline 
alignment constants, are also satisfied. The survey accuracy, whether done using optical or 
mechanical survey on the bench, or using tracks in situ, should have accuracy on the scale of the 
intrinsic device resolution (=8J!1ransverse to the sensor strips). 

No stereo information is available at the trigger level so the trigger is· most sensitive to rotations 
about the two axes transverse to the beam line (pitch and yaw) that result in Z-dependent fCP 
errors. Deviations from planarity are also important, both at the trigger level and for the offline 
analyses since these are not corrected for. The figure of merit for location of sensors is that, 
relative to the beam spot size, the errors introduced have a small effect on the impact parameter 
resolution. For a rotation about an axisperpendicu1ar to the plane of the sensors (yaw), the 
desired alignment tolerance is <1 OJ! over th~ length of a readout segment The pitch angle 
affects strips at the edges of the sensors, but not at the center. For a radial deviation dR at an 
angle cp from the center of the sensor, the 1ransverse measurement error dX is given by 
dX=dRtanjI. Local radial displacements due to a lack of sensor flatness contribute in the same 
way as an overall pitch of the sensor. Again, the desired tolerance is dX <lOJl within a readout 
segment. 

5.3 Layer 0-1 Silicon Mechanical Support Structure 

5.3.1 Introduction 

The Layer 0 and 1 silicon support structures described in this TDR are carbon fiber structures 
with each layer consisting of an inner and outer carbon fiber shell, with graphite foam and/or 
pyrolytic graphic that transfers heat to the cooling tubes inserted between the inner and outer 
layers. Our conceptual design borrows heavily from the CDF inner silicon support structure that 
is also made from carbon fiber composite. We are currently exploring two fabrication processes; 
the RlM (Resin Transfer Molding) process or the use of unidirectional pre-preg materials. We 
have chosen "PEEK" (poly-Ether-Ether-Ketone) as the material for the cooling tube and we also 
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have developed a full solid model of the design and coupled that to the FEA analysis using 
ANSYS in order to establish structural properties of the support structures. A preliminary 
analysis of a fully loaded (silicon, cables, cooling tubes, etc.) has been perfonned and the 
maximum sag expected for the inner layer, supported as described herein, is 5.8 microns. 1be 
remaining work requires the development of a full design, sufficient prototype work to certifY 
the fabrication techniques, a :final detailed FEA analysis that includes thennal conductivity 
analysis, and the production of a :final solid model, from which assembly and production 
drawings can be produced. 

Cost estimates are based on this design concept and the contingency analysis is perfolllled by 
first assigning risk factors from which weighting factors are calculated, then multiplying the 
weighting factors and summing to detennine a composite contingency percentage. This is done 
for each element at its lowest level. 

5.3.2 Design 

The silicon sensors and associated electronics in layer 0 and layer I require a very lightweight 
and rigid support structure, constnrted to very demanding mechanical tolerances. Provision 
must also be made for cooling of the sensors and the hybrid electronics. Carbon fiber/epoxy 
composite provides the most effective combination of low density and rigidity along with 
manufacturing fleXJbility.. 

LO Structure: 

1be LO support (Figure 25) consists of a backbone tube and an outer, castellated ring on which 
the sensors are mounted. 

The space between these is filled with carbon foam to provide a shear connection and to act as a 
thennally conductive layer to transfer heat from the sensors to cooling tubes embedded in the 
foam (Figure 26). This structure extends from Z=O to Z=485 mm. 

The hybrids are mounted separately from the sensors on structures that extend out to Z=710 mm 
(Figure 27). This structure has six support rings (one per hybrid) to both hold the hybrids and to 
provide a heat flow path for cooling. Six carbon/epoxy stiffening nbs connect these rings.' To 
provide further bending sti.ffhess, the inner carbon/epoxy tube has its wall thickness doubled in 
the region ofthe hybrids. 
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Figure 25 - LO mechanical structure 

Inner tube 

Figure 26 - Detail ofsilicon support and cooling tubes. 
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Figure 27 - LO hybrid support structure 

The silicon sensors are mounted on the castellated tube using adhesive. An insulating layer of 
Kapton separates the silicon from the conductive carbon/epoxy. 

Note that there are two layers of these sensors at different radii Oayers Oa and Ob). Analog 
cables connect each sensor chip to its specific hybrid chip. A PEEK cooling tube is embedded in 
the carbon foam below each of the outer silicon chips. All of these features· are shown in Figure 
28. A water/glycol mixture circulates. through these tubes to maintain the desired chip 
temperature. The flow is turned around at Z=O as shown in Figure 26. 

The hybrid circuits are individually attached to their support rings and digital cables lead from 
each chip to connections external to the support structure. (Figure 29). 
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Figure 28 - Silicon sensors and analog cables. 

Figure 29 - Hybrid chips and digital cables 
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L1 Structure 

This is very similar to LO. The major difference is that the hybrid circuits are mounted directly 
on the silicon sensor chips and only digital cables connect these to the outside world (Figure 30). 

Figure 30 - LI assembly complete with silicon sensors, hybrids and digital cables. 

The sensors are mounted on a structure consisting of two carbon/epoxy rings separated by carbon 
foam. Cooling tubes are embedded in the foam as in LO. This is all shown in Figure 31. 

castellated 
Inner ring 

Figure 3 I - LI carbon fiber/epoxy structure 
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LOlL 1 Assembly 

The LO and L1 mechanical structures have to be assembled into a single structure after the 
silicon, hybrids and cables have been attached (Figure 32). 

Figure 32 - LOll assembly 

At Z=O this is accomplished by a simple membrane made from carbon/epoxy. This membrane 
has precision pin fittings that locate LO and L1 to the membrane. Another set of such pins 
locates the membrane to the L21L5 support structure. At Z=630 nun, the LO structure is 
connected to the inner surface of the Ll structure via the hybrid support ring at that location. 
This connection will also use precision pins so that LO is located in a precise position within L1. 
The outer surface of the L1 structure is connected to the L21L5 structure in a similar way. To 
avoid any backlash problems, all of these connections will be spring loaded against precision 
stops. (At the time of writing, detailed design concepts for all of these connections are not 
available). 

Radiation Lengths 

The total radiation length in the tracking volume is calculated to be 1.63% and 2.42% for LO and 
Ll, respectively. In the end regions where the combined LO hybrids are located the radiation 
length is about 4.43%. In these calculations discrete objects such as cables and hybrid circuits 
are unifonnly distributed over the sensors that they overlap. 

The total materiaJ/radiation length presented by Layers 0 and 1 is summarized in the Radiation 
Length Calculation tables found in Appendix 5.3.A 
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5.3.3 FEA analysis of the LOlLI mechanical structures 

The high precision required in the silicon support structures implies that these very light 
structures must also be very stiff. The design process must be accompanied by detailed 
structural analysis using PEA methods. At present, this has been done for the proposed design of 
the LO structure. Given that the results appear very promising, these studies will be extended to 
the L1 structure. 

The existing Unigraphics CAD solid model was used as the basis of the PEA model. Solid 
models of the structural parts of the LO CAD model were transferred to Ansys v5.7 for PEA 
analysis. The models of each part were first broken up into sets of volumes convenient for 
generating the PEA mesh in Ansys. The PEA model included the carbon/epoxy inner tube, outer 
castellated ring and carbon foam at the silicon sensor end The hybrid carbonIepoxy inner tube 
and stiffeners were added along with the six beryllium support rings. 

The model was transferred over as a 600 slice of the support. - This was then meshed and then 
copied to form a 1800 symmetric halfmodel. This is shown in Figure 33. 
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Figure 33 - FEA model ofthe LO support structure 
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The silicon end is shown in detail in Figure 34. The two carbon rings and the carbon foam 
structure are modeled along with the slots in the foam for the cooling tubes. The hybrid end of 
the model is shown in detail in Figure 35. 

Carbon foam 

Inner carbon fiber tube 

Figure 34 - details ofFEA model at silicon support 

Figure 35 - details ofFEA model at hybrid support end 
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The carbon/epoxy was assigned linear, orthotropic elastic properties and these are detailed in 
Table 4. The carbon foam was assigned a linear isotropic elastic modulus of 2.0 GPa and the 
beryllitun rings had the standard modulus (303 GPa) for that metal. The carbon /epoxy had a 
density of 1540 kg/nr, the foam was 200 kg/m3 and beryllium was 1850 kg/nr . 

Table 4 - Orthotropic properties ofcarbon fiber/epoxy 
composite material. Note: the Z-axis is along the length ofthe 

structure. 

Ex 26 GPa 

By 26 GPa 

Ex 127 GPa 

Gxy 22 GPa 

Gyz 22 GPa 

Gxz 22 GPa 

Vxy 0.69 

Vyz 0.69 

Vxz 0.69 

The model was simply supported at location at Z=O and Z=630 mm. Symmetry boundaty 
conditions were imposed along the open edges of the model. It was loaded by gravity and the 
weights of the cables, silicon sensors, hybrid circuits, cooling tubes and coolant were included as 
point and/or distributed loads as appropriate. The total weight of one end of LO was predicted by 
Ansys to be 180 g. 

The deflection solution is shown in Figure 36 and a plot of deflection versus distance from Z=O 
is shown in Figure 37. The maximum sagitta was 5.8 microns. The limitations of this FEA 
model need to be considered: 

1. 	 FEA analysis ofthis complexity is usually accurate to within 10 to 15%. 

2. 	 The properties of the carbonIepoxy need to be verified by experiment. The values used 
were obtained by prediction using standard classical lamination theory. They are 
reasonably conservative. 

3. 	 The hybrid support rings will most likely not be made from beryllium. However, they do 
provide an essential heat flow path for cooling the hybrids. Carbon foam is a possible 
alternative material. Note that one of these rings will be used to support LO within Ll 
and its mechanical properties are, thus, more critical. 

4. 	 No account has yet been taken ofextemalloads from cables and cooling lines. 

5. 	 Thennally induced deflections have not yet been studied. 
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Figure 36 - Deflection solution 

Deflection of LO structure 
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Figure 37 - Deflection vs. distance along structure from Z=O 

The above issues can be studied readily using this FEA model. Material properties can be 
changed easily and heat conduction studies carried out along with detennination of the resulting 
thennal deflections. 
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5.3.4 Fabrication techniques 

A cross-section of the preliminaIy design for the LO support structure is shown in Figure 38. The 
cross-section is an assembly involving an inner and outer carbon/epoxy composite shen. 
embedded cooling tubes, graphite foam core material, annealed pyrolytic graphite films, and 
kapton films. The outer shell has a castellated profile, which allows mounting silicon detectors 
at two rndiallocations. 
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Figure 38 - Cross-section ofthe £0 support structure (preliminary design) 

A detail of a typical castellated region is shown in Figure 39. Graphite foam will be used as a 
core material in this region. PEEK cooling tubes will be embedded within the graphite foam, 
and annealed pyrolytic graphite films will be bonded to the surface of the carbon/epoxy wall 
laminates. The use of a graphite foam core and pyrolytic graphite films will provide high 
thermal conduction between the silicon detectors and the embedded cooling tubes. A flat kapton 
fihn will be bonded to all surfaces that support the . silicon detectors. The kapton film will serve 
as an electrical insulator between the silicon detectors and the underlying substrate. 

Two different methods of producing the carbon/epoxy shells are under investigation: use of 
unidirectional pre-preg tape, or the use of resin-transfer molding (R1M) in conjunction with a 
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braided tubular prefonn. Both techniques have advantages and disadvantages, as explained in 
the following paragraphs. 
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Figure 39 - Detail view ofa castellated region ofthe cross-section shown in Figure 38 

The tooling and fabrication procedures used to produce the carbon/epoxy shells using 
unidirectional pre-preg tape are illustrated in Figure 40. Hard tooling will be used to fonn both 
surfaces of the shells, since high-quality surfaces are required Since pyrolytic graphite film 
bonds readily to epoxy, it should be possible to place the graphite film within the mold and bond 
it to the outer surface of the shell during cure ofcarbon/epoxy pre-preg. 

One difficulty associated with the use of unidirectional pre-preg tape has to do with the 
achievable shell wall thickness. The composite system used will be based primarily on the ultra­
high modulus pitch fiber K13D2U. A 0.003 in thick unidirectional pre-preg system based on the 
K13D2U fiber is available. The laminate stacking sequence for both the inner and outer shells 
must be symmetric to minimize thennal distortions. A 3-ply [0°190% °] laminate is symmetric 
and would have a thickness of 0.009 in, but would posses very low shear stiffuess. The FEA 
analyses conducted to date have been based on properties corresponding to symmetric 6 ply 
laminates with stacking sequences ofthe type [0°/9°/-9°/-9°/9%°], where 9 = the bias fiber 
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Figure 40 - Tooling used to produce inner carbon/epoxy shell 
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Figure 41 - Tooling used to produce outer carbon/epoxy shell 
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orientation measured with respect to the long axis of the support structure. Depending on angle 
9, this stacking sequence results in acceptably high axial, circwnferential, and shear stiffuesses. 
However, a 6-ply laminate produced using 0.003 inch-thick pre-preg will result in a shell wall 
thickness of about 0.018 in. If both the inner and outer shells are produced using a 6-ply 
stacking sequence, then the total wall thickness of the completed structure will be about 0.036 in, 
which is approximately 50% thicker than the target wall thickness. Appropriate stacking 
sequences for use with the inner and outer shells are still under investigation. It may be possible 
to use a 3-ply [0°/90°/0°] laminate for the inner shell and a 6-ply type [0°/9°/-9°/-9°/9°/0°] 
laminate for the outer shell, resulting in a total wall thickness ofabout 0.0027 in. 

A second difficulty has to do with the allowable bias angle 9. Ideally, maximum design 
flexibility would be achieved if 9 could be selected to be any angle within the range <r to 90°. 
However the K13D2U fiber exhibits a low strain to failure; the minimum radius of curvature that 
this fiber can withstand without fracture is estimated to be about 1.5 mm. This minimum radius 
of curvature ultimately limits the bias orientation that can be used in the outer castellated shell, 
since the bias fibers must confonn to the small radii of curvatures shown along the periphery of 
the outer shell in Figure 38. Preliminary estimates indicate that for a 0.5 mm radius of curvature 
(measured in a plane transverse to the long ~s of the structure), the maximum bias angle that 
can be used with the K13D2U fiber is about 20°. Prototype outer shells will be produced using 
this bias angle and inspected using a SEM to evaluate fiber condition. If excessive failure of the 
K13D2U fibers is found during this inspection, then either the bias angle will be reduced, or an 
alternate 0.003 in thick pre-preg system based on a fiber that exhibits a higher strain to failure 
(T300, for example) will be used in the bias plies. 

The kapton film will be bonded to the silicon support surfaces after the outer shell has been 
cured. A kapton film that can be adhesively bonded is commercially available from Dupont (this 
product is known as ''Type lIN" kapton film). The bonding process will be perfonned using 
simple flat molds. 

An alternate fabrication technique is to produce the carbon/epoxy shells using R1M in 
conjunction with a triaxial braided tubular prefonn. An apparent disadvantage of this approach 
is that, due to fiber waviness and (typically) lower fiber volume content, braided composites 
usually possess a lower specific stiffuess than comparable composite laminates produced using 
unidirectional plies. However, since a triaxial braided ply is symmetric and yet possesses three 
fiber orientations, it may be possible to achieve sufficient stiffuess through the use of only one or 
two braided plies, rather than 6 plies as in the unidirectional pre-preg option. Hence, it may be 
possible to produce a braided structure with sufficient stiffuess, and yet with a thinner wall than 
is possible if unidirectional pre-preg is used. The minirrrum wall thickness that can be achieved 
using a tubular braided prefonn based on the K13D2U fiber is currently under investigation. 

The limitations on bias angle (discussed in a preceding paragraph in connection with the use of 
pre-preg tape) will also be encountered in a braided composite structure. It may be that the 
K13D2U fiber is too brittle to be used as the bias tows in the castellated outer shell, due to the 
small radii of curvatures. If this proves to be the case then a braided prefonn with bias tows 
based on a fiber that exhibits a high strain to failure (T300, for example) and axial K13D2U tows 
will be investigated. 
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The tooling necessary to produce a structure using RTM and a braided prefonn would be very 
similar to that shown in Figure 40. The major differences would be that resin injection ports and 
vacutun evacuation ports are required in the tooling end pieces for the RTM approach. Also, it 
will not be possible to incorporate the pyrolytic graphite film with the RTM approach. If the 
graphite-shells are produced using a braided composite then both the pyrolytic graphite and 
kapton films (where appropriate) will be adhesively bonded after the curing ofthe shell. 

Final assembly of the support structure will be completed once the inner and outer shells are 
produced. The assembly process cwrently envisioned is summarized in Figure 42 - Figure 46. 
The inner graphite shell will be adhesively bonded within a cylindrical cavity in a rectangular 
block of graphite foam (Figure 42, Figure 43). A high-speed grinding wheel will be used to 
shape the graphite foam to the desired shape (Figure 44). A cavity for the PEEK cooling tube 
will also be provided The cooling tube will then be dropped into this cavity and adhesively 
bonded to the graphite foam core (Figure 45). Next, a liquid adhesive will be spread over the 
outer surface of the assembled inner sheWfoam core/cooling pipe. The outer caibon/epoxy shell 
will then be slid over this assembly, while the adhesive is still liquid The entire structure will 
then be heated to cure the adhesive, fonning an adhesive bond between the inner and outer shells 
and between the outer shell and graphite foam core. Finally, the kapton film will be bonded to 
the silicon detector support· surfaces of the outer shell. completing assembly of the support 
structure (Figure 46). 

Figure 42 - Finished carbon/epoxy inner shell 

64 



D0 Run 2B Silicon Detector Technical Design Report v3.0 

Figure 43 - Bored out graphite foam adhesively bonded to inner carbon/epoxy shell 

Figure 44 - Machined graphite foam on inner carbon/epoxy shell 
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Figure 45 - Coolant tube and outer carbon/epoxy shell slide on to Figure 44 assembly 

Figure 46 - Finished assembly 
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AltJ:ough the ~ufa~g and assembly processes described above may appear to be 
strrughtfrnward, ill reality there are many challenging manufacturing difficulties. Among the 
most prominent are as follows: 

1. 	 If the outer shell is produced using unidirectional pre-preg, then assuring high quality 
during lay-up of the e bias plies will be difficult Presumably, the bias plies will be 
created using strips of unidirectional pre-preg applied in a helical pattem around the 
periphery of the castellated tool shown in Figure 40. Maintaining a constant fiber angle 
as the pre-preg is laid along the castellated swface of the tool will be difficult, and will 
likely require special fixtures to insure constant fiber orientation along the length of the 
outer shell. In this regard it is probable that a comtant bias fiber angle will be easier to 
maintain if the use of a braided tubular fiber prefonn and the RTM process proves to be a 
viable option. 

2. 	 Incorporating bonding of the annealed pyrolytic graphite film to the outer surface of the 
carbon/epoxy shell with cure of the pre-preg system may prove to be difficult. If so, then 
the graphite film will be bonded to the outer mace following cure of the carbonIepoxy 
shell, prior to bonding of the kapton film. This would likely require a second set of 
molds. 

3. 	 The graphite foam being considered for use was developed in recent years. Very little 
manufacturing experience with this product is available. Samples received to date have 
been porous and somewhat brittle. It is not clear that this material can be ground to the 
shapes implied in Figure 44, especially given the tolerances required. Also, due to the 
porous nature of this materia1an excessive amount of liquidous adhesive may wick into 
the foam due to capillaIy action during any step involving adhesive bonding, such as 
those implied in Figure 42, 43, 45, and 46, for example. If this proves to be a problem it 
may be possible to seal the mace of the graphite foam prior to final bonding, but this 
possibility has not yet been demonstrated. 

4. 	 The outer carbonIepoxy shell will be slid over the inner sheWgraphite ooreIcooling tube 
during assembly (Figure 45,46). It may be difficult to hold the tolerances involved such 
that this can be accomplished without damage to the graphite foam core. 

5.3.5 Layer 0-1 mechanical supports and connections 

The connections between LO and Ll and between Ll and the L2-L5 support structure must allow 
for simple assembly and removal while also providing the required high precision locations of 
these sub-assemblies with respect to the U-LS assembly. The U-LS staves use precision pins 
and sockets to achieve similar goals. It is proposed to use the same or similar components for 
LO-Ll. The actual precise location of tre pins and sockets may be obtained either by 
construction or by precise placement and fixing in position using a CMM. Connections will be 
made at z=o and Z=600 cm. 
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a) z=o 

The design concept consists of two circular carbon fiber/epoxy membranes, one attached to each 
of LO and L 1. The LO membrane is glued to the end of the carbon fiber inner tube of the LO 
assembly. It has three pockets, each of which contains a precision pin as seen in Figure 47 
below. 

Precision pin 

LO support membrane 

Figure 47 - LO support membrane 

L1 has a similar membrane (Figure 48), this having precision sockets at its inner edge that 
engage with the pins on the LO membrane. It also has a set of pockets at its outer edge. These 
have precision pins that engage with sockets on the inner surface of the L2-L5 structure. This 
membrane is glued to the end ofthe LI inner caibon fiber tube. 

68 



D0 Run 2B Silicon Detector Technical Design Report v3.0 

Precision pins 
engage sockets on 
L2-L5 support.

Precision sockets 
engage pins on the 
LO membrane. 

Figure 48 - L1 support membrane at z=o. 

The sockets on L2-L5 are shown schematically in Figure 49 and the whole assembly is seen in 
Figure 50. 

The above design uses two membranes. This was chosen over connecting both LO and LIto a 
single membrane, as the latter requires using more space in the Z direction. However, it may be 
possible to achieve to the required mowting precision with a single membrane. This issue will 
be resolved after further study. 
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hIDer tube ofL2-L5 support 

Sockets engage 
on L1 membrane. 

pins 

Figure 49 - Sockets on the L2-L5 support. 

Figure 50 - LOIL1 support membranes at Z=O. 
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b) Z=600 rom: 

At the outer end of the LOlL I structure, the connection between LO and L1 is complicated by the 
limited space available between the surfaces of the hybrid support stiffeners and the inner surface 
of Ll. There is only 3.5 rom radial clearance and the digital cables coming from the LOb hybrids 
occupy much of this space. With that caveat, the design concept presented here is similar to that 
used at Z=O. Small blocks are attached to the outer surface of three of the hybrid support strips 
as seen in Figure 51. 

Figure 5J - Location pins and blocks on LO structure at Z = 600 mm. 

These pins mate with precise sockets on the inner surface of the L1 carbon fiber/epoxy tube as 
seen in Figure 52 and 53. 
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Figure 52 - Location blocks on inner surface ofLl carbon tube. 

Figure 53 - LO pins mate with Ll blocks and sockets. 
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The above pins and sockets must be positioned very precisely. This will need to be 
accomplished using a combination of precise jigging and CMM machines. In addition, an 
assembly jig will be needed to control the position of the delicate LO assembly within Ll as the 
two are coupled together. Finally, the LOlLI assembly will be held together by a spring/clamp at 
the outer end to keep the precision locating surfaces together. 

The connection of the outer surface of Ll to the L21L5 support structure is simpler to 
accomplish An external support ring with three connection tabs is attached to the outer surface 
ofLl as seen in Figme 54. 

Figure 54 - External ring with tabs and locator pins attached to outside ofLl. 

Each tab has a precision pin which, in tum, locates into a precise socket in the end membrane of 
the UIL5 support cylinder at Z 600 mm as seen on Figme 55. The L21L5 support is just 
shown in outline. Note that the support tabs have to be located on azimuth such that they come 
in between the ends of the inner ring of L2 staves. Again, a spring clip will be needed to keep 
the LOlLI assembly against its Z position stop. 
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L2IL5 membrane at Z = 600 
nun 

Figure 55 - Ll support tabs andpins connect to end ofL21L5 membrane. 

To insert the LOlLI assembly into the L2IL5 support, the inner end will be guided by the outer 
rim of the L I support membrane at the Z = 0 end. Unless the outer ring of silicon and hybrids on 
Ll is protected, an insertion tool will be needed to guide LO into Ll. This should be designed so 
as to allow extraction/insertion of LOlLI :from the detector without having to remove L2IL5. 
This will be done via the access available :from the central opening in the coolant bulkheads. 
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5.3.6 Appendix 5.3.A 

R_1..ongII> CIlk:UIoIlon for 1.0 In tho _,v_ 
LO IIomo In lit L(....) E_ - PhI~ A",,_ SUbtotal X. DomJIIy WoIghI (III Weight 

••_ "",Ion ( ....0" z_o mm) (rnm) por- W(mm} t(mm) "'ofl(, "'oil(, '" por­(.,... ,,-
SiUcon 	 0.46 11ft. -	 -- 2"'''' 

LOA dICon sensor HI r '" 18,5 mm S 94.0 80.0 15.5 0.300 0.80 0.255 2.33 0.861 16.9% 

LOB sIDcon HnSOI" .t r s 24.:5 mm S 94.0 aM 15,5 0.300 0.80 0.193 

E_Iayer_1IiIicon- Epoxy 350.0 ao.o 12.0 0,050 1,00 0.014 
An.log cable 0,24 14.5"- 17.a 

LOA enaIog _ Kaplan 0.12 0.063 2.42 0.728 14.1'"KaplOn 284,0 80.0 15.0 0.250 

LOA analog cable_ Cu 14,0 80,0 3.0 .0.025 0.14 0,028 8-94 0.1184 1.0"­

LOA _log cable gold Gold 3,0 80.0 3.0 0.005 0.14 0.024 21.00 0.025 0.8'"bond..-.Coble.trai_.__ BoO 133.0 6.0 15.5 0.300 0.14 0,013 2.lIO 0.081 1.6'" 

0.55 0.049LOB onaIog cable KapIOn KOpIOn 284.0 80.0 15.0 0.250 
14,3 80.0 3,0 0,025 0.11 0.019L08 analog cable_ Cu 

LOB analog cable gold Gold 3.0 80.0 3.0 0.005 0.11 0.018 
C.bIe wain.__bond..-. 	 0.024BoO 133.0 6.0 15,5 0,750 0.51 

HV Insulation 0.06 SA'" 5.", 

C_KaplOn _ (2 x 25 mIc:ron) KOpIOn 264.0 80,0 19.0 0.050 1.13 0.030 2A2 0,164 3.6% 
1.15 0.087 1.1"­0.025EpoJCY (_n. 2>25 micron) Epoxy 350,0 80,0 19.0 0.050 1.73 

0.08 4A 10.1%Cooling 

_ lube (2.5mm 00. 0, IOmm wall) PEEK 350.0 80.0 7.9 0.100 0.33 0.009 
 1.30 0.062 1.6'" 
CQoIonI. (_.10 _q.... lube) 0.048 1.00 0332 6,5"­40'lbEG 358,0 80.0 2.3 1.806 0.10 
Thennol_a flfgraphi!e __ 0.35 0.014 1.50 0.102 2.0'11.Epoxy 280.0 80.0 8.5 0.100 

2A2 0.002 0.0"­Platinum _(4 on _" side) Varias 100.0 0.7 1.0 1.000 0.03 0.000 


T_1ure __cable (AWG32) Cu 14,3 80.0 0.18 0.180 0.005 0.006 

0.&0 ....w. 111.1'" ....chanica'support 

1,00 0.100 1.l54 0.274 5.3'"Inn_Din, O.25mmlh~alrc 11mm CF/epoxy 280,0 80,0 8.9 0.250 
1.00 0.072 27.8'"PyroIistic graphla._ Carbon 438.0 80.0 9.1 0.100 1.00 0.023 
1.15 0.031 3,0'11.Epoxy 250.0 80.0 9.1 0.080 1.00 0.015 


C.llo11al8d ."011, 0.45 mOl 1_ 

EpoJCY (0.05 rnm "" gluing grap/lilo_) 

CF/_ 250,0 80.0 ,19.0 0.450 1.13 	 0.312 1.l54 1.053 20.5'" 
0,104 1.15 0.282 5.1'"

EpoJCY(2x0.l0 mm) Epoxy 250.0 80.0 19.0 0.200 1.13 
020 0.614 13.3%

GnojlI1fte foam ..... O.2gloc@. =21 mm Carbon 21902 80,0 11.0 3,886 1.00 0.111 
0.152 3.0'11.0.040PyroIIsIlc graphla._ Cerbon 438.0 ao.o 19.0 0.100 1.73 	 1.00 

1.15 0.066 1.3% 
E~ 250.0 60.0 19.0 0.050 1.73 0.026

E!2l10.05 rnm "" Ii!!:Iog ~"Ih"'! 
Summary Total X. (%) 1.63 Welghtto 5.138 g/MnIIor 
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Appendix 5.3.A (cont'd) 

--. IAngtIt CloICU_f« Llin tho TI'IICIdng Volumo 

Ll_ln X. L(mm) EII_•• Phi ........ Aver1lll' Subtotal X. DenaIIy Weight (III W.lght 

.­_11I1I1on(-4IO< Z_mml (mm, por- W(mm) t(mml 'l!.of)l, %of)l, % (sjccI per- F_ 

Silicon - - 0.43 17."'" 12.."" 
L 1A tlicon sensor.t r:' 3$,0 mm S 94.0. 80.0. 25.0 0..300 0..68 0..218 2.33 1.398 12.7'l!. 
L 18 silicon .. ensa al r:t; 39.2 mm S 94.0 80.0 25.0 0..30.0. 0.81 0.194 
E~ 'II)'<W _lillcon.....,. Epoxy 350.0 80.0 20.0 0.0.50. 1.03 0.0.15 

Hybrid+<ll9KIi+HV Cable+T· ..nsor 0.94 ••1% 11.0% 
LlA hyIJrid (_= 1.2% r.l., Vario. 83.3 22.5 25.5 1.000 0.68 0..230 5.00 1.867 17.0% 
LlA dlgfta'-. 0..25 mm ""pton Kapton 284.0. 80.0. 14.0. 0..333 0..36 0.042 242 0.903 8.2% 
L1A dlgilal_. 0..05 mm _Inurn Aluminum 89.0 80.0. 14.0 0.0.67 0.36 0.027 242 0.181 1.6% 
LlAdigital_. 0.0019cJIcm2 CU 14.3 80..0.. 10..5 0..0.90 0.27 0.171 8.90 0..673 6.1% 
LlA HV cable Kaplon Kapton 284.0. 80.0. 3.0. 0..267 0.08 0.008 242 0.155 1.4% 
L111 HV cable _. 0.007tg1cm2 CU 14.3 800 1.0 0.090 0.03 0.0.17 8.90 0.0.64 0..6'110 
LIB hyIJrid (_ =1.2% r.l) Varies 83.3 22.5 25.5 1.000 0.61 0.206 
L111 dlgilal cobl •• 0.25 mm bpton Kaplan 284.0 60..0 14.0 0..333 0.34 0..040 
L18 digIQI' cable. 0.05 mm .Iu""urn AlUminum 89.0 80.0. 14.0. 0..067 0..36 0..027 
LI8diglta'_.0.0079g/cm2 CU 14.0 80.0 10.5 0.0.90 0..24 0.154 
L18 HV _ Kapton Kapton 284.0 80.0 3.0 0.267 0..07 0.007 
L18HV <oble_. 0..0079g1cm2 Cu 14.3 80.0 1.0. 0..090. 0.02 0..0.15 

HY insu.ation 0..04 1.1% 2.ft. 
Cast_ Kapton .hoI (2.25 mIcrcn, Kopton 2114.0. 80..0. 19.0. 0.0.50 1.19 0..021 2.42 0..164 1.7'l!. 

Epoxy(_. 2x25 mIcrcn) Epoxy 350.0. 80.0. 19.0. 0..050 1.19 0.017 1.15 0..0.87 0.8% 


CoolIng 
 0..11 4.."" 1.2% 
PEEK 'ube (3.2mm 00. 0.1_ w..~ PEEK 350.0. 80..0 10..0. 0..190 0..51 0..014 1.30 0..104 1.0% 
Coolon! !con-. to _uIar tube) 40.'IIoEG 358.0. 80.0. 3.0. I.BOB 0.15 0.076 1.00 0.433 4.0%............. V ...oeorgrap.ite __ 
Epoxy 250.0. 60.0 10..0. 0..100 0..42 0.0.17 1.51 0..121 1.1'110 
P1aI"um _(4on ...en 'ide) Varies 100.0 0..7 1.0. 1.000. 0..02 0..000 242 0..002 0..0% 
Tompor1��ure--IAWG32) CU 14.3 60..0 0..16 0..180. 0..005 0..006 8.90 0..0.23 0.2% 

Meeha,dcat$upport 0.69 ft.."" 11ft. 
inner Ik.in, 0,30 mm thick at r" 32 mm CFlapoxy 250.0. 80.0. 16.7 0.400 1.00 0.160 1.54 0.825 7.5%
PyrotIsIlc graphite _ ot r = 32.5 mm Catbon 438.0. 80.0 17.0 0..100 1.00 0..023 1.00 0.138 52,5% 
epoxy (0.05 mm lor gluing vaphh IIIIMIj Epol<)' 280.0. 60.0 17.0 0.050 1.00 0..015 1.15 0..059 4.2% 
C_1ed .noll. 0.45 mm!hlck CFlapoxy 250.0 80.0 25.0 0.450. 1.19 0.214 1.54 1.386 12.6'110 
Epoocy(2Ic75_.) Epoxy 250.0 60.0 25.0 0.150 1.19 0..053 1.15 0.259 2.4% 
Graphite foam cere O.2glc:c 0: r 111:( 37mm Carbon 21902 80.0. 20.0 4.000 1.00 0..183 0..20 1.260 11,7'l!.
P)n>tisIIc gr8pl\Ie._ Carbon 438.0. 80.0 25.0 0.100 1.19 0.027 1.00 0..200 1.8% 
Epoxy (0.05 mm lor gluing grapMolIIIMIj Epoxy 250.0 60.0 25.0 0..0.50. 1.19 0.018 1.15 0.0.86 0,8'110 

L 1 outer shell 0.20 U% 
L 1 outershel i0e!lnall at r 111:( -..45 mm CF 250.0. 35.0 20.0. 0.500 1.00 0.200 1.54 0.539 4.9% 

Summary Total x. rio) 2.42 Weight- 10.965 WMn_ 
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Appendix 5.3.A (cont'd) 

__LMIgth c.lculollonlor LOlLI ~ 10 the LO HybdcI Rogioot A_
LOlLI_In X. LI.....) EfI_ Effective PhI ......... SUbtolal X, 00m1llly WoIghIllll W.lghl 

Mld!!i!!!" 1-410" ~ .. -700 mml _rial I......) I!!!- we,","! 11"""1 %oflf" %oflf" % lia:) !!!Mneor F_ 

LO analog cable - 0.24 U% 
LO Hybrid (311 mm %.pl"'h) and cable 2.51 111.7% 37_ 

LOA hybrid (""""'Ije =1.2% ••1.) Varies 83.3 30.0 18.0 1.000 0.72 0.737 11.00 2.700 29.3% 

LOA digIIalcablo. 0.211 rnm kapton Kaplon 284.0 36.0 14.0 0.333 0.114 0.083 2,42 0.395 4.3% 

LOA dlgllalcablo. O.OS mm ._um Aluminum 89.0 311.0 14.0 0.061 0.54 0.040 2.42 0.019 0.9% 

LOA dIgMal_per. 0.0079g1cm2 Cu Cu 14.0 311.0 10.11 0.090 0.54 .0.344 8.90 0.294 3.2% 

LOB hybrid (.....-age =1.2% r.i.) vw. 83.3 30.0 18.0 1.000 0.l1li 0.562 

LOB digllalcablo. 0.25 rnm kapton Kapton 284.0 36.0 14.0 0.333 0.42 0.050 

LOB dlgblcablo. O.OS mm aluminum Aluminum 89.0 35.0 14.0 0.067 0.42 0-032 

Loe digllal eablo. 0.0019g1cm2 Cu Cu 14.0 311.0 10.5 0._ 0.42 0.213 

Lldlglllll_.025mmkapton Kapton 284.0 311.0 14.0 0.250 0.62 0.0IIII 2.42 0.295 32"'-

Ll digital eablo, O.OS mm - Aluminum 89.0 311.0 14.0 0.050 0.62 0.035 8.90 0.218 2.4% 

L1 dlgbl cable. 0.007llg/<m2 Cu C. 14.0 36.0 10.5 0.089 0.41 0.295 8.90 0.290 3.1'11. 

L1 HV cablo Kapton Kaplan 284.0 311.0 3.0 0.261 0.01 0.008 2.42 0.068 0.1% 

L1 HV cable _r, 0.0079g/cm2 Cu 14.3 311.0 1.0 0.090 0.02 0.014 8.90 0.028 0.3'11. 

T~_eablo(AWG32) Cu 14.3 311.0 0.18 0.180 0.003 0.003 8.90 0.010 0.1% 

Hybrid support rings 0.75 16.11% 22.11% 

Ringo (1 mm /lJ ._to 10 mm lI1ic1c) AJuminum 89.0 10.0 78.0 1.000 2.33 0.748 2.10 2.108 22.8% 

CoolIng 0.18 U'JI. 8.1% 

LO Peek tube (2.5mm 00, O.IOmm walQ PEEK 350.0 35.0 7.9 0.100 0.33 0.009 1.30 0.036 0.4'11. 

LO _nt(_to !1IdIIngular tuba) 40%EG 358.0 311.0 2.3 1.808 0.10 0.048 1.00 0.145 1.6% 
0.071 0.8%PEEK 350.0 36.0 7.8 0.200 0.33 0.018 1.30 

L1 PEEK tub. (3.2mm 00. O.IOmmwall) PEEK 350.0 311.0 10.0 0.100 0.51 0.014 1.30 
LO """Mng tube """_ 

0.048 0.5% 

Ll_nt(--. to.-ngulat luba) 40%EG 358.0 35.0 3.0 1.808 0.15 0.078 1.00 0.190 2.1% 

L1 cooling lUbe proledlon PEEK 350.0 311.0 7.9 0.200 0.20 0.011 1.30 0.071 0.8% 

Meehanlcal ,"pport 0.56 12.11% 11.8% 

0.539 5.8%Inner LO sldn, 0.50 ITITt thick at p 11mm CFI_ 250.0 35.0 20.0 0.500 1.00 0.200 1.54 
1.54 1.011 11.0%II'\tIer l1 skin, 0.15 mm thick at r=3S rrwn CF/epoxy 250.0 35.0 211.0 0.750 1.19 0.3118 

4.S% U%L1outorsMit 0.20 
CF/~ 250.0 311.0 23.6 0.500 1.00 0.200 1.114 0.6311 6.8'11.L 1 outer Shell ~.Il at r '& -.45 rrwn 

Summary Total X. ("!o) 4.43 Weight- 9.229 gl.ensor 
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5.4 Layer 2-5 Mechanical Design 

The outer four layers of the tracker consist of 168 staves, 84 in each sub-barrel. Each stave 
contains fOlE silicon modules, two axial and two small angle stereo. The stave provides active 
cooling to remove the heat generated by the readout electronics and the sensors, maintains the 
planarity of the silicon sensors, and provides for the accurate alignment of the sensor planes in 
space. 

5.4.1 Readout configuration 

The azimuthal multiplicity of each sensor layer must be divisible by 6 in order to fit in the 
existing silicon track trigger. Although not a hard constraint, we feh it very desirable to limit the 
number of sensor and hybrid types, our goal being only one sensor type for all four outer layers. 
This leads to ~ segmentation of 12, 18, 24 and 30 in layers 2, 3, 4 and 5, respectively. Given the 
mdii of these layers (=50-16Omm) the necessary sensor active width is detennined to be 32­
38mm. We wish to produce two sensors per 6" silicon wafer, so the length of th: sensors is 
limited to -llOmm. To obtain the desired 11 coverage, layers 2-3 should have 500mm of sensor 
covernge while layers 4-5 should have 600mm of covernge (each side of z=O). This leads to a 
naturnl choice of 100mm for the sensor length. 

The readout cable plant is limited to about 912 by the existing electronics. Of these, roughly 200 
need to be reserved for the inner two layers of the trncker. Dead time considerations limit the 
total number of SVX channels that can be accommodated on one readout cable; this limit is 10 
chips for layers 2-5. The available cable plant cannot accommodate fine pitch (50-60 ).Un) 

readout with fine (100 mm) z-segmentation. Simulations of resolutions, pattern recognition and 
occupancy found a substantial preference for finer pitch over finer z segmentation. In addition, 
finer pitch also allows for direct wire bonding from the SVX chips to the sensors. We have 
chosen a sensor design with 640-channels at 60 ).Un pitch, for an active width of38.4 mm. 

Figure 56: Readout configuration for outer layer staves. The upper configuration isfor layers 4 
and 5 and the lower is for layers 2 and 3. The axial sensors are shown. 

The outer layers contain staves five sensors long in layers 2-3 and six sensors long in layers 45 
(Figure 56). Closest to z=O, all staves have a 200 mm long module with two 100 mm readout 
segments. In layers 2-3, the second module is 300 mm long, with 100 mm readout towards z=O 
and 200 mm readout at the end of the stave. In layers 45 the second module is 400 mm long 
with two 200 mm readout segments. To fonn the 200 urn readout segments, two 100 mm 
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sensors are glued end-to-end and electrically coupled with wirebonds on the top and a bias 
connection between the back planes. 

5.4.2 Silicon modules 

The outer layer silicon modules consist of two, three or four silicon sensors, each 100 mm in 
length by 41.1 mm in width, joined together with a single readout hybrid. The readout hybrid is 
double-ended, meaning that the hybrid straddles two sensors with separate SVX chips reading 
out the signals :from each end (Figure 57). 

There are a total of six types of modules labeled by the length in centimeters of the sensor read 
out. The same sensor and hybrid are used in all six of the module types. The three axial 
modules differ only in the number of sensors used, while the three stereo module types use 
different stereo angles depending on the lengths of the readout segments; 1.25 degrees for 
200mm readout, 2.5 degrees for 100mm readout. While the larger stereo angle would be 
preferred throughout the device, tight geometrical constraints limit the width of the staves, and 
hence the maximum allowable stereo angle as a function of readout length. In the case of the ~ 
sensor long stereo modules (10/20 modules) used at the outer ends of layers 2-3 (Figure 57), the 
single sensor is at the end closer to z=O with a 2.5 degree angle, while the two ganged sensors are 
oriented at a 1.25 degree stereo angle. For the 4-sensor modules used at the ends of the staves 
(20/20 modules) in layers 4-5, both ends have ganged sensors with 1.25 degree stereo angle. 
This arrangement provides 2.5 degree stereo coverage and 100mm readout segmentation for 
Izl<300 mm in layers 2-3 and Izl<200 mm in layers 4-5. The full coverage is Izl<500 mm in 
layers 2-3 and IZI<600 mm in layers 4-5. 

t-
I"" 
1= 
i"'= 

',,,~~, 

;­
i= 
:= 

Figure 57: Module assemblies. Top: A three-sensor long small angle stereo module. 
Bottom: A/our-sensor long axial module. 

Each hybrid has 10 SVX chips, 5 at each end of their 'PProximately 45mm length. Each SVX 
chip generates 0.3-0.5W of heat, with 50% of that heat load concentrated in narrow regions near 
the two ends of the chip. For design pwposes we have assumed a 0.5W load per chip. A 
connector located at the center of he hybrid provides the power, control signals for the chips and 
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the high voltage for the sensor bias. A bias line wraps around the edge of the sensor to provide a 
connection directly to the back plane of the sensor. 

The techniques for assembly of sensor modules are similar to those used in the past by many 
groups, including 00. Sensors are manually aligned with optical feedback from a camera 
mounted on a coordinate measurement machine (CMM). Once aligned, the sensors are glued to 
one another, directly or via a connecting substrate. Reasonable expectations for this alignment 
are a few microns. The· hybrid, previously assembled, bumed-in and tested, is glued directly to 
the silicon sensors. Wire bonding is then done between the hybrid and the sensors, and from 
sensor to sensor for the modules with 200mm readout segments. The sensor pitch has been 
chosen so that the hybrid to sensor bonding can be done directly from the SV:X chips to silicon 
sensors without a pitch adapter. The total numbers of wire bonds required for layers 2-5 are 
353K sensor-to-sensor plus 860K hybrid-to-sensor, for a total of 1213K bonds. For the longer 
modules, the sensor-to-sensor wire bonding can be done either before or after the hybrid is 
mounted. Sensor alignment and sensor-to-sensor wire bonding can proceed prior to hybrid 
delivery, should that become a production constraint 

The completed module will undergo electrical testing, additional bum-in, and laser scanning, 
described elsewhere in this document, prior to assembly into staves. 

5.4.3 Stave assemblies 

The outer four layers of the silicon tracker are constructed as 168 staves, approximately 45mm 
wide by 8.9mm tall by 610mm in length figure 58). Each stave is independently mounted to a 
set of bulkheads, described previously. The stave structures consist of a core with silicon 
mounted to both surfaces and two external shells enclosing the silicon in a box-beam structure. 
The core structure has an integrated cooling circuit to remove the heat generated by both the 
hybrid electronics and the silicon sensors. The core also provides the precise reference features 
for aligning and mounting sensor modules to the core and the completed stave to the bulkheads. 
Finally, the core maintains the flatness of the silicon sensors. The external shells provide the 
necessary bending and torsional stiffuess to the stave. 
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Figure 58: Stave assembly drawings. The upper drawing shows isometric views ofthe stave 
before and after installation ofthe outer shells. The lower plot is an end view ofa complete stave 

assembly. 

The core structure is about 3mm tall, consisting of two 150~ thick skins of high thennal 
conductivity carbon fiber (Mitsubishi K13C2U, K=620W/mK) coupled by a core material that 
carnes the shear load between the skins. Two core materials are being evaluated Rohacell 
foam and a carbon fiber honeycomb structure. Also embedded between the skins is a cooling 
passage made from 1OO~ wall PEEK tubing formed to a stadium shape profile with interior 
dimensions of roughly 6mm x 2mm. The cooling passage flUlS down the stave length about y.. of 
the width from one edge, t:uIm arolUld near the Z=O end of the stave and flUlS back out Y4 of the 
width :from the opposite edge of the stave. The fluid dynamics, thermal perfonnance and 
mechanical perfonnance of this structure are described below. Precision mounting and 
aligmnent features - ruby and sapphire rods and spheres - are an integral part of the core 
structure. Once assembled, the core structure can be leak checked and inspected for dimensional 
tolerances prior to population with silicon modules. 

The silicon modules are bonded directly to the stave core. The outer surfaces of the carbon fiber 
skins are electrically insulated from the back planes of the silicon sensors with 50~ of Kapton. 
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One side of the core is populated with axial sensor modules while the other is populated with 
small angle stereo modules. The mounting and reference features on the stave core are 
accessible from both sides of the stave so that they can be used to establish the reference system 
on a CMM for alignment of the silicon modules to the stave core. Past experience is that 
module-to-module alignment can be done at the sub-5j..t level. 

Carbon fiber shell structures mount over the silicon on each side, directly to the core structure. 
These structures provide most of the stiffuess of the completed stave, provide a surface for the 
readout cables to attach to as they run to the end of the stave, and help to protect the sensors and 
hybrids from damage during further processing steps. These structures are 0.3-0.5mm thick with 
their outer surfaces spaced 8.9nun apart. Large cutouts in the shell structures reduce the mass of 
the structure and allow access for connecting the readout cables to the hybrids. 

5.4.4 Stave mass and radiation length 

The stave mass and radiation length have been estimated, with the hybrid mass scaled from 
previous experience. The stave weight per unit length is 2.3g1cm. The radiation length (Table 
5), averaged over the silicon area, is just under 1.9%Xo per layer. The breakdown of the material 
is O.64%Xo sensors, 0.35%Xo hybrids, 0.34%Xo readout cables, 0.14%Xo coolant and tube, and 
0.41 %Xo for the stave structure and adhesives. The equivalent of 1.5 readout cables are included 
in this estimate; the first cable begins at Z=IOOnnn and the second at Z=300mm {400mm} in 
layers 2-3 (layers 4-5). A track passing at normal incidence through the hybrids sees roughly 
3.9%Xo per layer. Near Z=O, where there are no cables or hybrids, the radiation length is only 
1.2%Xo per layer. 

Table 5 - Breakdown o/stave radiation length by material. The table below is/or the layer 4-5 
staves. 

Ite!!! ~gll ~O 'i!!!! ~'!!!m~ D(mlill tlmm! :i10 !Iocal! ~ !gall ~raliSl91.1 
Silicon sensors Si 9.4 SOO.O 41.4 0.600 0.S38 0.S38 34.0% 

SVX4 chips Si 9.4 36.0 32.0 0.720 0.766 0.036 
BeO substrate BaO 13.3 90.0 38.4 0.760 0.571 0.080 
Hybrid Kapton Kapton 28.4 90.0 38.4 0.200 0.070 0.010 
Hybrid metalization Cu 1.4 90.0 38.4 0.044 0.314 0.044 
Epoxy, conductive Loaded epoxy 10.0 36.0 38.4 0.200 0.200 0.011 
Surface mnt. compo HighZ 1.0 37.6 11.0 0.500 5.000 0.083 
Solder PblSn 0.9 2S.2 38.4 0.200 2.222 0.090 18.8% 

Readout cable Kapton Kapton 28.4 600.0 20.0 0.600 0.211 0.102 
Readout cable copper Cu 1.4 600.0 14.0 0.096 0.S86 0.232 17.8% 

Peek tube PEEK 35.0 600.0 12.7 0.236 0.067 0.021 

Coolant 40%EG 35.8 SOO.O 12.3 1.436 0.401 0.119 7.4% 

Carbon fiber skins CF 25.0 600.0 45.8 0.150 0.060 0.066 
Kapton insulator Kapton 28.4 600.0 45.8 0.100 0.035 0.039 
Rohacell 51 foam Rohacell51 735.0 SOO.O 33.1 1.778 0.024 0.019 
Epoxy, conductive Loaded epoxy 10.0 SO.O 12.7 0.150 0.150 0.005 
Carbon fiber shells CF 25.0 SOO.O 32.0 0.S10 0.244 0.188 
Epoxy, structural Epoxy 35.0 SOO.O 45.8 0.300 0.086 0.095 22.0% 

Total 1.878 
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5.4.5 Stave mechanical connection 

The staves are mounted to a pair of bulkheads, located at z=o and Z=60Omm, that are coupled to 
each other by carbon fiber tubes. The carbon fiber tubes have a coefficient of thermal expansion 
(CTE) very near zero, while the staves are expected to have a CTE of l.5ppm/C. We anticipate 
the staves shrinking by roughly 30ll between assembly at room temperature and operation with ­
15C coolant (see Figure 60 in the section on stave thermal perfonnance). In addition there may 
be some relative motion of the bulkheads, particularly longitudinally, during transportation and 
installation of the device. In the transverse direction the spacing between the mount points is 
-5Omm so the differential contraction of the stave and carbon fiber bulkheads is only expected to 
be 2-31l. This is negligible and need not be considered in the mount design. Were the bulkheads 
fabricated in beryllium rather than carbon fiber this differential contraction would be 151l and the 
mounts would need to be redesigned to allow for this. 

In order to allow for longitudinal motion we intend to use mounts consisting of sapphire rods 
inserted into ruby orifices. These parts are commercially available with a tolerance range of ±51l 
on the fit. The stave will have two pins located at the outer end that engage the outer bulkhead at 
either side of the stave along the stave mid-plane, and similarly at the Z=O end two pins emerge 
from between the sensors to engage the Z=O membrane. Two options are being studied for 
providing a longitudinal constraint. The first option is to provide a stop at the Z=O end with a 
spring load applied from the Z=6oOmm end of the stave. The second option is to fix the 
Z=6oOmm end of the stave to the outer bulkhead, allowing the stave to retract from the Z=O 
membrane during cool-down. A four-point mount is necessary since the staves do not have large 
torsional stiffuess (8/r-=lmrad/120g-mm) compared to their mass (140g) and width (40mm). 

5.4.6 Alignment precision and stave mounts 

The alignment requirements for the sensors are determined by the requirements of the impact 
parameter trigger. The trigger does not have the stereo sensor information so any misalignment 
of the axial sensors to the beam axis results in a degradation of the FIj> resolution at the trigger 
level. The intrinsic device resolution is =81l. 

The roll angle, i.e. rotation around an axis parallel to the beam line, does not affect trigger 
resolution, provided that it is known from survey. For a rotation in the plane of the sensors 
(yaw), the desired alignment tolerance is <lOll over a readout segment, or an angle of <50Jlrad. 
This results in an alignment tolerance of ±30Il over the full stave length. The pitch angle affects 
strips at the edges of the sensors, but not at the center. For a radial deviation dR at an angle Ij> 
from the center of the sensor, the transverse measurement error dX is given by dX=dRtanI>. The 
worst case is at the edges of the sensors where tanI>=O.27(0.11) in layer 2(5). This implies a 
radial positioning tolerance of ±110(285)1l over the length of a stave in layer 2(5). If the sensors 
are not held flat within the stave the effect is identical to that of the pitch angle. Here the length 
scale is l00mm, so the tolerance on the sensor flatness is of order 20Il. It is difficult to anticipate 
the degree of warping which the production sensors will have due stresses induced in 
manufacturing. Very flat vacuum fixtures will be used to hold the sensors flat during bonding to 
the core. The 3mm tall core structure with sensors on both sides provides a significant moment 
of inertia to constrain the sensors flat. 
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The tolerances on the pins and orifices intended for mOlll1ting the staves are sufficiently tight to 
pennit a mOlll1ting system without adjustment, provided the orifices can be located in the 
bulkheads with high precision. This is considered to be feasible. We are investigating adjustable 
mOlll1ts as a second option. 

5.4.7 Layer 2-5 stave thermal performance 

The mechanical and thennal characteristics of the staves have been evaluated both analytically 
and using finite element analysis (FEA). The thennal design . goal is a maximum silicon 
temperature of 0 degree C for the outer layers using a solution of 40% ethylene glycol (by 
volume) in water, delivered to the stave at a temperature of -15C. This will ensure that the 
sensor depletion voltage remains below 300V in layer 2 for 3Ofb- I

. Mechanically, the stave 
deflection limit is 75J.1 lll1der its own weight This limit is somewhat stricter than one might 
naively impose based on sensor alignment to the beam axis, but it ensures that the natural 
fi:equency of the stave remains well above 60Hz. In addition, all stress levels should remain 
below failure levels for loads up to 10 times· gravity to provide a safety factor of 2 during 
transportation fiom the Silicon Detector Center to the experimental hall. We have also studied 
various loading cases that might occur during stave assembly and installation to confum that the 
stave design is sufficiently robust. 

The stave cooling channel has been sized to operate below atmospheric pressure, hence the 
pressure drop in limited to ==3psi. The total stave heat load is dominated by the hybrids that 
generate ~ to 20W, while the sensors are not expected to contribute more than 3W in layer 2 
after 3Ofb- of exposure. The expected operating point for the stave is a flow rate of 0.17Slpm 
resulting in a pressure drop of 2.1psi from inlet to outlet with a bulk temperature rise of 1.9C. 
The tube wall will operate roughly 4.9C above the bulk temperature locally under the hybrids. 
Figure 59 shows the result of a finite element analysis (FEA) of the stave structure. This model 
assumes a heat transfer coefficient of 6OOW/ntK, as expected for the design flow, and an inlet 
fluid temperature of -lSC. The maximum temperature on the structure is 2.4C on the hybrid, 
while the maximum temperature on the sensor is -3.9C. Experimental studies are underway to 
confinn the FEA results. Figure 60 shows the thennal distortions of the ladder. The out-of.. 
plane distortion is expected to be below 10J.! peak to peak. The longitudinal displacement 
corresponds to a net shrinkage of lSJ.! for the 300mm of stave modeled, or about 30J.! for a full 
600mm long stave. 
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Figure 59: FEA results for the stave temperature profile. Coolant is assumed at -J5C with a heat 
transfer coefficient of600 Wlm"2K. The upper plot shows the full stave structure, with the hottest 
region on the SVX chips, while the lower plot shows only the silicon sensor temperature profile. 
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Figure 60: FEA results for the stave thermal distortion. Coolant temperature is -J5C. 
Dimensions shown are in mm. The upper plot shows the displacement perpendicular to the sensor 
planes, the lower plot the displacement along the axis ofthe stave. Note that the model has only 

300mm ofthe stave length and that the object shown is % width, where a symmetry boundary 
condition is used along the centerline (far edge) ofthe stave. 
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5.4.8 Layer 2-5 stave mechanical performance 

Mechanical perfonnance of the stave has been evaluated using both analytical and FEA 
calculations, with good agreement between these results. The expected deflection of the staves is 
less than 50-60J,1 with static gravitational loading (Figure 61). While somewhat larger 
deflections may not adversely affect the detector resolution, they lead to stave natural 
frequencies that are approaching the 60Hz range and the possible reduction in stave mass is 
negligible compared to the mass of the sensors, electronics and cables. In addition, reduced 
deflection allows for tighter installation and assembly clearances and easier handling during 
fabrication and installation ofthe staves into the barrel assemblies. 
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Figure 61: Stave deflection results for gravitational loading. 

We have looked at extreme load conditions, for example application of a 1 kg load at the center 
of the stave, to study the robustness of the design. We find that, while the deflections are quite 
large, the stress levels in the sensors and structural elements remain far from failure levels. 
These studies were primarily aimed at lIDderstanding the handling requirements during 
fabrication and assembly. 
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A critical issue for the sensor alignment precision is deflection of the staves from external loads, 
in particular loads induced through the cables and cooling lines. To induce a 100).1 deflection at 
the center of the beam requires a moment of 35k:g-mm (3.0in-Ibs). This is well above what could 
be induced through the external connections to the staves. 

5.5 Installation Of The Run 2B Silicon Tracker 

The Run 2B silicon tracker is to be delivered to the 00 experimental hall in two halves, north 
and south. We intend to deliver these halves in a manner similar to the one used for the Run 2A 
tracker. Unlike Run 2A, the two halves of the detector will be mated prior to installation into the 
central fiber tracker (CFT). This is necessary in order to achieve the required alignment. For 
Run 2A the two silicon barrel support structures were surveyed in the CFT on a CMM prior to 
installation of the CFT. The silicon was then aligned to the barrel support structures based on 
those surveys. This is not possible for the Run 2B device. 

For Run 2A, each half of the detector was packaged in a protective enclosure prior to 
transportation. This enclosure provided mechanical protection of the assembly, storage for the 
cables attached to the assembly and a sealed gas volume that could be purged with nitrogen to 
prevent condensation and or contamination. The shipping enclosure also had an integrated rail 
system that was previously aligned to existing rails inside the CFT so that the detector halves 
could be slid directly into the CFT from the enclosure, one from each end. A set of roller 
bearings mounted from the enclosure provided a coupling to a trolley system used to move the 
silicon tracker inside the 00 detector cathedral and calorimeter gap areas. To reduce loads 
during transportation an air-ride cart was built which provided a stable rolling platform for each 
detector half. Once ,mounted inside the protective enclosure, each half of the detector was 
moved onto the cart. The cart was rolled to a loading bay, onto a truck lift gate and into the back 
of the truck. During several test nms and the final detector deliveries for Run 2A this cart 
consistently kept accelerations below 5g in all three directions. At D0 the cart was rolled back 
onto the lift gate and the detector was lifted off of the cart and delivered by crane to the assembly 
hall. At this point the detector was supported from above on roller bearings on a tube. This tube 
formed the first section of a trolley rail system used to bring the detector along the cathedral area 
into the calorimeter gap. When the detector arrived at the final tum into the CFT it was lowered 
onto a "table" mounted to the central calorimeter. Final alignment to the CFT was done by 
sliding the silicon tracker and enclosure base on the table surface. 

For Run 2B we expect to use a similar enclosure for mechanical protection and dry gas purge. 
We will either reuse the existing air-ride cart or fabricate a similar one, for transporting the 
detector halves from the silicon detector facility to the 00 experimental hall. The detector is 
expected to remain on the beam line so it will not be possible to deliver the silicon tracker by 
crane directly from the truck to the detector cathedral area. Instead, the crane would be used to 
deliver the detector and cart to the floor of the assembly hall and the cart would then be rolled 
into the collision hall. A hoist would then be used to raise the silicon tracker up to the platform 
level. It may be possible to extend the trolley system used for the Run 2A installation to receive 
the Run 2B device directly from this hoist and deliver it to the calorimeter gap area. Both halves 
will be delivered to the same end ofthe CFT, mated and then slid into the CFT as one unit. 
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5.6 Alignment Within The Fiber Tracker 

The Trigger Level II silicon trnck trigger (L2STI) [Ref D0 Note 3516~ Sept 22~ 1998] of the 
D0 detector imposes limitations on the pennissible magnitude of coherent misalignment of the 
Silicon Detector. The L2STT allows the selection of events that contain decays of long-lived 
particles by perfonning a precise reconstruction of charged particle trncks in the Silicon Detector 
and the CFT. 

In addition to improving the resolution of the measurement of trnck Pr over that of the CFT alone 
(by a factor of 2-3 depending on Pr)~ the L2STT also detemrines the impact parameter of charged 
trncks with respect to the nominal beam position. If the beam is tilt~ or offset latemlly~ with 
respect to the Silicon Detector~ trncks with large fake impact parameters becomes excessive~ 
giving rise to unwanted triggers. Monte-Carlo study of ttbar and B events has shown that it is 
necessary to limit angular misalignment of the Silicon Detector with respect to the beam to less 
than ±200 ,.uad to limit the fraction offakes to less than 5% for impact parameters of l00J!. 

Lateral offsets should be kept below 1 mm to limit inefficiencies due to trncks crossing Silicon 
sectors. Lateral offsets of less ban I mm are expected to be achievable by final realignment of 
the detector ~ and it is expected that orbit tuning can reduce residual lateral offsets to nominally 
zero after they are measured by the Silicon Detector. 

The same angular constrnints apply to the beam during stores, and the lateral position of the 
beam must be held steady to 30J! or so to avoid creation of an increased trigger rate due to 
apparent impact parameter increase. During Run I, CDF showed that lateral variations during 
stores did not typically exceed 40J! and angular variations were typically too small to measure. 
Angular variations store-to-store varied less than 100J!rad. D0 has not yet measured these 
quantities to this precision in Run 2~ but expects to completely characterize the behavior of the 
beam as Run 2A continues and the D0 geometrical reconstruction matures. 

The present Run 2A Silicon Detector has already been shown to be aligned to the CFT to ± 70 J! 
at any individual silicon sensor. Since the overall length of the sensor staves of the Run 2B 
Silicon Detector is on the order of 1 m, such potential misalignment leads to well below 100 J!rad 
of angular misalignment of the stave. It is intended to "recycle" the present mounting system 
between the CFf and the Run 2A Silicon Detector in such a manner that the quality of this 
relative alignment is not lost. 

For this reason, and in view of the constrnints on the required alignmen~ no type of dynamic 
alignment mechanism is contemplated for the Run 2B Silicon Detector. Precision fiducia1s will 
be provided on the silicon detector to enable the installed position of the device to be related to 
that of the existing CFf, so that the precision of this relationship can be verified after installation 
is completed. 
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5.7 Mechanical Infrastructure At DAB 

5.7.1 Cooling system 

D0 installed the two-piece Silicon Detector for Run 2A into t1:e D0 fiber tracker in late 2000 
and early 2001. Those two pieces are referred to the South half and the North half. Each half is 
read out by onboard electronics that generates heat which must be removed. Removal of that 
heat is performed by redundant chillers that circulate a glycol and water mixture in parallel 
closed loop systems with a common coolant reservoir. The coolant of the existing system is 
chilled to -100 C. For Run 2B, an additional system will be added to chill a portion of the 
coolantto -200 C. 

Silicon in Layers 0-1 will be cooled to -100 C while Layers 2-5 will be cooled to a minimum 
temperature of _50 C. A temperature gradient may be allowed in Layers 2-5, with _50 C at Layer 
2 and a maximum temperature of +SO C at Layer 5. These temperatures will be achieved using a 
water-glycol cooling loop. 

Use of the existing cooling system in place for Run 2A is possible, but with modifications to 
provide the two-tiered cooling needs of Run 2B. Currently the cooling system circulates 30010 by 
volume ethylene glycol at -100 C to the detector. For Run 2B, one glycol stream will need to be 
chilled to -200 C for Layers 0 and 1 while a second stream will need to be -150 C for outer 
Layers 2-5. Much of the existing piping and process control system can be preserved if a second 
chiller and supply line is provided for the colder silicon layers while allowing both streams to use 
the existing return lines in common. The existing chiller has a cooling specification of 4400 W 
at -100 C and was tested to deliver 5500 W during actual tests at Fermilab. 

To prevent freeze-out of coolant in the chillers, the freezing point of the circulating mixture must 
be 5.90 Clower (1O F) than the fluid's control point temperature. Since coolant will be chilled to 
_200 C, the fluid's freezing point must be -25.60 C or lower. A glycol concentration of 41% by 
volume is chosen for the system, which has a freezing point of -25.90 C. A 41% ethylene glycol, 
59% water mixture by volume has the following properties which are used to define the Run 2B 
detector's flow rate and pressure drop limits if the existing system is to be used: at -200 C, 
density = 1073.5 kglm3

, viscosity = .01638 N/{rrt-s), vapor pressure = 0.7 mmHg. 

To avoid risk of pump cavitation, the minimum allowable pump suction pressure is -10.4 PSIG. 
The calculation assumes a required pump NPSH = 8 FT and that the fluid vapor pressure is high 
(pv = 18.1 mmHg) at startup because the fluid is warm. The pump suction pressure is 
determined by system flow losses (the pressure drops both in the piping and the detector) and the 
elevation of the detector relative to the pump. The detector is about 3.96 meters above the pump 
intake. Piping flow losses are calculated using an Excel spreadsheet developed by Herman 
Cease for Run 2A but using fluid properties of 41 % glycol, 5golo water mixture at -200 C. Table 
6 (below) summarizes calculations by providing maximum pressure drops allowed across the 
detector fortwo possible flow rates, 10 GPM and 12 GPM. 
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Table 6 - Maximum Allowable Pressure Drop Across Detector 

Coolant flow rate 10GPM I2GPM 

p .. minimum pump suction 
pressure to avoid cavitation 

-lOA PSI 

-6.1 PSI 

6.1 PSI 

-10.4 PSI 

-6.1 PSI 

8.3 PSI 

-(Head), due to detector elevation 
=3.96m 

-dPpipes, piping flow losses 

Max allowable flow losses 
across detector, 

dPdet= p. - Head - dPpipes 

-10.4 PSI -8.2 PSI 

The table shows the tradeoff to be considered to cool the detector. If higher flow rates are 
desired, the flow passages 'must be far less restrictive to limit pressure drops. The calculations 
above are concerned only with piping downstream of the system's expansion tank, since only 
those components control the suction pressure at the pump. Flow losses in the piping are 
calculated for existing piping only. As discussed above, a new separate supply line is required to 
deliver -200 C fluid to the inner layers, while the e.x.isring piping would supply fluid to Layers 2­
5. The calculations therefore assume that the new parallel stream supplying coolant to the inner 
layers will have losses equivalent the existing piping supplying Layers 2-5. 

5.7.2 Dry gas system 

Temperatures inside the detector will be as much as 30° C cooler than the maximum ambient 
dew point temperature (typically 10° C) maintained by D-Zero's INAC system. It is critical that 
moist ambient air be displaced from the detector volume with a dry purge source to prevent the 
fonnation ofcondensate .and ice. 

The e.x.isring dry gas purge and process control systems will be used for Run 2B, but the 
compressors, dryers, and cooling system will require appropriate maintenance after five years of 
continued service. The dry gas source proved failsafe for Run 2A through a 'What-If failure 
analysis. An additional 'What-If analysis is required if any changes are made for Run 2B. The 
dry gas system remains operational during all probable failure modes or has enough of a dry gas 
reservoir to continue to purge the detector until it is warmed above building dew point 
temperature. The purge source is reliable through extreme summer (40° C, 100% relative 
humidity) and winter f35 C) weather. The system is capable of delivering 60 SCFM of dry air 
purge. The maximum dew point temperature ofthe delivered gas is -60° C. 
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5.7.3 Monitoring, interlocks, and controls 

Monitoring, control, and interlock fimctions for the dry purge system and the silicon cooling 
system were added to the existing system commonly knO'Wll as the D0 Cryo Control System for 
monitoring, interlocks, and alarming. 

Mechanical piping and vessels of the dry gas and cooling systems were designed and fabricated 
with proper safety and relief devices so that the monitoring and interlock systems are not relied 
upon for personnel safety. All electrical loads have proper overload protection. 

The Silicon Detector power system has an extensive internal interlock protection scheme 
provided by its power supply and processor control and data acquisition electronics 

Thirty RID temperature sensors were installed throughout the VLPC fiber banel structure in 
order to track the fiber barrel temperatures as the Silicon system is cooled and its purge air flows 
are adjusted. Those thirty temperature sensors are displayed on the silicon computer graphics 
pictures. 

5.7.4 Systems electrical power 

D0 has backup electrical power provided by a diesel generator that starts automatically upon 
commercial power loss. The Silicon purge air compressors, the Silicon chiller cabinets, and the 
u.P.S. that supplies power to the Silicon cooling system control system are all on backup power. 
The silicon cooling system monitoring and interlock systems are powered by a u.P.S., which 
prevents power interruption to those control systems. 

5.7.5 Existing chiller overview 

There are two chiller cabinets, they have been designated chiller #1 and chiller #2. Theyare 
commercial units which contain a coolant pump, a chiller compressor, and the associated motor 
controls to nul and control the unit. The temperature control is a stand alone single loop 
controller with a relay output and it is mounted on the chiller cabinet. 

The chiller cabinet motor controls have been modified for remote interlock control. The remote 
interlocks have been implemented using solid state relays. See attached electrical drawing for 
details. 

Each chiller has two bypass key-switches built into the cabinet. One key switch overrides the 
external pwnp interlocks while the other key switch overrides the external cooling interlocks. 
These were installed for emergency and diagnostic reasons. The keys to these key-switches will 
be administratively controlled. 

5.7.6 Additional chiller overview 

Two chiller cabinets will be added for the additional cooling loop expected to operate at -200 C. 
They have been designated chiller #3 and chiller #4. Either can be the active chiller with the 
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other as a backup but not nmning. These will be have interlocks and key switches similar to the 
original chillers. 

5.7.7 Current process control system overview 

The current process control system is based on a nwnber of commercial Siemens Programmable 
Logic Controllers (PLC's) and is commonly referred to as the CRYO control system. These 
PLC's are capable of handling thousands of physical I/O through remote I/O bases. These 
remote I/O bases can have many types of modules installed in any of the slots for handling 
different types of field I/O. These PLC's are commercial computers which have many 
prewritten communication drivers available. Programming the PLC's is also done through 
commercial software. 

The operator interface is based on the commercial distributed control platfonn of Intellutions 
FIX32. FIX32 provides computer alarms, graphical pictures with real time values, operator 
security, and historical collection of data. The use of FIX32 originated at 00 and is now 
commonly used throughout the Lab. 

The Cryo Control System monitors and controls the Heliwn Refrigerator, LAR Calorimeters 
Cryo, Super conducting Solenoid cryo, Instnunent Air, Vacuum, Building HV AC, W AMUS and 
Solenoid magnet power supplies, and the VLPC cryo. 

5.7.8 Silicon cooling system integration into the current process control 
system 

The Cryo control system was expanded with the addition of I/O base eleven on the South 
sidewalk and I/O bases seven, eight, and ten on the detector platfonn in order to pickup the 
physical field devices for the Silicon cooling system and dry purge air system. 

The Silicon cooling system and dry purge air system logic programming were added to the PLC 
which has plenty ofprogram capacity. 

The Silicon cooling system and dry purge air system computer graphical pictures and database 
blocks were developed and added to the FIX32 system. 

5.7.9 Silicon cooling system computer security 

The Silicon Cooling System's computer seemty, along with all of OO's other process control 
system's computer security are provided by a combination of Intellution's FIX32 and 
Microsoft's NT Operating System Platfonn. 

The computer system's infras1ructure is controlled and protected by Microsoft's Windows NT 
Domain Controllers. This infiastructure includes domain user accounts, server file protection, 
Remote Access Services (RAS), and distributed networking. This is the "DMACS" domain at 
Fenni1ab. There are currently three domain controllers, two at D0 and one at CDF. This 
domain is shared by many groups at Fennilab. The domain administrators control the domains 
user accounts and file privileges. 
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The process control system's security is provided by Intellutions's Fix32 and Fix Dynamics. 
This security is setup by the system developers who draw the pictures and build the databases. 
The system developers layout their system based on a predefined set of rules. They then grant 
privileges to the users and operators who would need some control over these systems. These 
"privileges" are what allows some and denies others access to opening and closing a valve for 
instance. 

Remote Process Control System access is provided by an NT RAS connection and Microsoft's 
NetMeeting. Remote access allows sotreOne to view process data from home or elsewhere. The 
NT RAS security is provided by the NT domain controller, this security is essentially someone 
logging into the domain through a modem connection. NetMeeting allows someone to remotely 
take control of a workstations desktop. NetMeeting only allows an administrator to do this. The 
Process Control System security thiough NetMeeting is handled by NetMeeting, FIX32 or· 
Dynamics, and the NT domain controllers. Other future remote access paths include the Internet 
i.e. a WebSite, however this is not well developed at this time. 

5.7.10 Monitoring via the DAQ system 

The D0 physics data acquisition and file system commonly referred to as the DZERO DAQ 
system will have access to the Silicon data along with all the otlu process control data. All the 
process data will be stored on a SCADA node dedicated to accessing and conditioning data just 
for the DAQ system. The DAQ programmers will be responsible for organizing a data polling 
list, then manipulating and storing the data in the physics file system. They may also choose to 
setup some sort ofalarm system. 

5.7.11 Interlocks 

All interlock design and wiring practices use "failsafe" methods. That is a device must have 
positive feedback to its electronic circuits or it is considered "tripped". For example, a normally 
closed contact would be used on temperature switch in the field. This allows for a lost signal or 
a disconnected field device to generate a tripped condition. Discriminator modules are used in 
this system in order to convert an analog value into a discrete signal. These modules are all 
configured in their failsafe mode, which allows for loss of signal or transmitter failure to result in 
a tripped condition. . 

There is one exception to the failsafe practice in the Silicon Cooling System design. That is the 
control of the cooling circuit in the chiller cabinets. The chiller cooling control is called the Hot 
Bypass valve, when this valve is energized the chiller is not. cooling. If the control signal is lost, 
the dilller would be forced into the cooling mode, since a solid state relay is used to control this. 
circuit. This scenario has been countered by using this same DC control voltage that controls the 
Hot Bypass control, to control the main chiller power solid state relay. Therefore, if the DC 
control voltage were lost for any reason the entire chiller would shutdown. 

Interlock Layers 

The Silicon detector has two functional interlock layers. The primary power interlock system is 
embedded in the detector power supply and its control system. This system is capable of 
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monitoring temperature and other parameters and shutting down individual channels and groups 
ofchannels. 

The secon~ interlock system is based around the cooling system parameters and referred b as 
the external mterlock system The external interlock system is designed to protect the Silicon 
detector from temperature and dew point limits. 

5.7.12 Alarms 

The Silicon cooling system may nUl attended or unattended by operators. The alarms have been 
picked, programmed, and configured. to be consistent with the other systems that the control 
system nms and monitors. 

Alann Layers 

D0 incorporates a layered alann strategy. There are typically three layers of alarms. The first is 
a computer alann that notes when a parameter is slightly out of normal tolerance. The second is 
a computer alann when a parameters is more than slightly out of tolerance. The third is an Auto­
Dialer alann when the parameter is at a point where immediate attention is necessary. 

Computer Alanns 

Computer alarms are generated by the Foo2 software mentioned earlier in this paper. An 
operator with the correct security privileges may set the alann thresholds and also acknowledge 
these alarms. 

A computer alann can be routed and filtered by any of many FIX32 nodes throughout D0 and 
Fennilab. When a computer alann occurs, all the Foo2 nodes that are set up to filter in the 
alann area of a particular alann will start beeping. This beeping will continue until the alann 
condition is cleared and the alann is acknowledged. 

AutoDialer Alanns 

An operator with the correct security privileges may set the alann thresholds and also 
acknowledge these alarms. 

The Auto-Dialer alann is generated by the PLC and a computer dedicated to running a software 
package called WIN911. This software package is capable of paging people's pagers with a 
numeric code as well as calling inside and outside the lab using the telephone system with a 
voice synthesized message. The Auto-Dialer is preprogrammed with a list of "experts" who can 
deal with the particular systems' problem that created the alann. The Auto-Dialer will continue 
paging and calling people serially on this list until someone acknowledges the alann or the alann 
condition ceases. 

The Auto-Dialer is what really makes unattended operation practical.at D0. 
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DAOAlanns 

All the PLC data from all process systems will be available to the programmers that program the 
D0 DAQ system. Once this data is picked sorted the programmers will likely set up a set of 
alarms. This asswnptionis based on last run's experience. The infrastructure for this data 
transfer is well defined and in progress of being implemented. The data sets remain to be 
defined. 

96 



D0 Run 2B Silicon Detector Technical Design Report v3.0 

CHAPTER 6 - READOUT ELECTRONICS 

6.1 Overview 

The readout system for the Run 2B silicon detector will be based on the new SVX4 chip and the 
existing Run 2A silicon data acquisition system. Sensors are connected to the outside world 
through hybrids with the SVX4 chips, and an external path consisting in tum of low mass jlUIlper 
cables, junction cards, twisted-pair cables, adapter cards, and high mass cables followed by 
Interface Boards, Sequencers and VME Readout Buffers. A brief overview of the main 
ingredients of the readout system is presented in this section. Conservative solutions allowing for 
the fastest implementation ofnecessru:y changes were favored among different design options. 

The SVX4 chip, designed as a joint D0 & CDF project, will be able to function in SVX2 mode 
and, therefore, will be compatible with the Run 2A readout electronics as discussed in detail in 
the next section. The chips will be mounted on hybrids. In the outer layers, the hybrids will be 
glued directly onto the silicon sensors. This allows for wire bonding directly from the chips to 
the sensors. The readout concept for staves in Layers 1 through 5 is shown in Figure 62. A 
"double-ended" hybrid design is chosen where chips are mounted on both ends of the hybrid and 
bonded to two different sensors. The hybrids are fabricated using thick-film technology on a 
beIyllia ceramic substrate. All SVX4 chips on the hybrid are daisy chained for readout through 
one low mass digital Jumper Cable to the Junction Card. In Layers 2, 3,4 and 5, the hybrid has 
10 SVX4 chips and there are fuur readout cables per stave: two for axial sensors and two for 
stereo sensors. In Layer 1, 6-chip hybrids are used and there are three readout cables per phi 
segment. 

Layer4-S 
Low Mass Jumper Cable 

Layer 2-3 
Low Mass Jumper Cable 

-------==-----~~------

Layer 1 Low Mass Jumper Cable 

~----~r;::;::=====S.~==:::::::3~ TwistedPair Cable 

Junclion Card 

Figure 62 - Concept ofreadout for Layers 1 through 5 

The innermost layer requires a substantially different design due to its very small radius and 
stringent requirements on the amount of material. For this layer, low mass analog readout cables 

97 



D0 Run 2B Silicon Detector Technical Design Report - v3.0 

will couple the silicon and hybrids as shown in Figure 63. This allows the hybrids and silicon to 
be mounted independently, moving the mass and heat load of the hybrids out of the active 
detector volume. One 2-chip hybrid reads out one silicon sensor. To equalize the length of the 
analog cable between different sensors, the sensor closest to z=O is connected to the closest 
hybrid. Digital jumper cables connect the hybrids to Junction Cards. While the added 
capacitance from the flex cable degrades the signal-to-noise (SIN) ratio, we expect to achieve a 
SIN> I 0 for the SVX4 with analog cable readout even at the end of Run 2B as was explained in 
Section 4.3. Section 6.3 discusses issues related to the analog cables. 

digital 

Layer 0 cable 


analog cables 

// .> @
-,//~ ../.... // / - - ­.. ,,'/ -" .. 

----------. §. 

sensors t== I, / hybrid 

Figure 63· Concept of readoutfor Layer 0 

The total readout cable count is 888 with the cable count per layer given in Table 7. A detailed 
discussion ofthe hybrid and stave electrical properties is presented in Section 6.4. 

Table 7· Cable count per Layer 

Layer Chips per hybrid # readout cables 

0 2 144 

1 6 72 

2 10 % 

3 10 144 

4 10 192 
5 10 240 

twisted 
pair cable 

Junction Card 

- - -
I

--.-/._,-,-,­I i 

A major consideration in the design has been to preserve as much of the existing Run 2A silicon 
data acquisition system as possible and to reuse the associated cable plant. Nevertheless, a few 
modifications are necessary to address two important issues: 

I. The SVX4, produced in 0.25 micron technology will require lower operational voltage, 
2.5 V as compared to 5 V necessary for SVX2. The allowed operational range of 2.25 ­
2.75 V for SVX4 poses significant restrictions on the voltage drop in the power lines. 
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2. 	 Modification of control signals are needed to accommodate the difference between the 
SVX2 chip and the SVX4 chip operating in SVX2 mode. 

Figure 64 shows a block diagram of the Run 2A silicon data acquisition. SVX2 chips are read 
out with approximately 2.5 meter long low mass cables to the passive Adapter Cards located on 
the face of the calorimeter (Horseshoe). Interface Boards are connected to the Adaptor Cards 
with 6 meter long 80 conductor cables and SeNe as distributors of low voltages, bias voltages, 
data and control sequences for the detector. Sequencers on the Platfonn provide clock and 
control signals for the SVX2 chips. The sequencers are also used to read out data from the chips 
and send them to the VME Readout Buffers via optical fibers. Only parts highlighted in gray 
will be modified· for the Run 2B readout system. Adapter Cards and Low Mass Cables will be 
replaced with new components. Some flnnware modifications in the sequencers will also be 
required as discussed in Section 6.11. 

JJ53MeRifN:btc 

Figure 64 - Block diagram ofthe RUT! 2A silicon data acquisition system 

Figure 65 shows the block diagram of the new components for the Run 2B data acquisition 
system The Run 2A philosophy, having each hybrid connected to a single Interface Board 
channel, is preserved. The Interface Board provides all necessary voltages and commWlications 
to and from the hybrid. It also monitors the temperatures and low voltages. However, the 
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2'Jumper -1"·38' HIgh),lu. CuJe 
(3M1118 COMuc1D r) 

New-Mapter 

segmentation of this connection and the fimctionality of the intermediate pieces is different from 
that in Roo 2A. A short low mass jumper cable starts from the hybrid and goes to the back of the 
detector where a passive jooction card is located. The jooction card is connected to a new 
Adapter Card via a 2.4 meter long twisted pair cable. Data lines are driven differentially from 
SVX4 chips to the Adapter Card in contrast to the Roo 2A approach which has single ended 
readout. Downstream ofthe Adapter Card, the lines are single ended. 

Figure 65 - Block diagram ofthe new components ofthe Run 2B data acquisition system 

The Adapter Card is the key new component of the data acquisition accommodating most of the 
necessary changes. It will perform the voltage regulation and will contain simple logic for the 
SVX4/SVX2 conversion as explained in Section 6.9. The Adapter Card is connected to the 
Interface Board with the existing 80 conductor cable. Some changes required for the Interface 
Boards are described in Section 6.10. Sections 6.6, 6.7, and 6.8 contain information about low 
mass Jumper Cables, Jooction Cards and Twisted Pair Cables. 
discussion about low voltage and high voltage supplies and dis
related to the readout performance are presented in Section 6.14. 

Sections 
tribution. 

6.12 and 6.13 have a 
Results of simulations 

6.2 SVX4 Readout Chip 

The readout of the detector is accomplished by the use of the SVX4 readout chip, which is 
presently ooder development. The SVX4 is the last of a series of chips developed for silicon 
sensor readout by the FNAL-LBL collaboration. Earlier versions of such chips were the SVX-B 
and SVX-H (used in the readout of the first silicon vertex detectors of CDF), the SVX-2 (used in 
the present D0 detector), and the SVX-3 (used in the present CDF vertex detector). The SVX4 
design thus draws heavily upon the experience gained from these earlier efforts and incorporates 
many ofthe desired features gleaned from this experience. 

The SVX4 is, like the SVX2 and SVX3, a chip with 128 inputs with a 48 micron pitch, vbich 
receive the charge generated by 128 strips of a silicon detector. The input charge, for a well­
defined period of time corresponding to a single beam crossing, is integrated and deposited in a 
capacitor of a switch-capacitor array called the pipeline. This pipeline has 42 cells, thus allowing 
the successive storage of the charge generated during 42 successive beam crossings. If an event 
is accepted by the Level 1 trigger framework during anyone of the 42 beam crossings, the 
charge of the appropriate capacitor is digitized by an on board ADC, and the resulting digitized 
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data is presented to the data acquisition system. The data can be read in a read-all mode (i.e. in 
its totality), in a zero..suppressed mode (i.e. only channels above a certain threshokl value), or in 
a zero-suppressed mode with neighbors (i.e. in addition to the channels above threshold the 
channels flanking them are also read out). The chip also has a dead-timeless feature, which 
allows for the concurrent acquisition of charge by the integrators and the pipeline while 
digitization is also taking place; this feature - which is the salient difference between SVX2 and 
SVX4 - will not be used by 00. 

The SVX4 will be produced in a deep submicron process (0.25 micron) by TSMC (Taiwan 
Semiconductor Manufacturing Cotpomtion). Such submicron processing leads to a very small 
oxide layer which in turn leads to a highly radiation tolerant device, without having to resort to 
any special manufacturing processing. Chips developed in such process (such as the APV25 
chip for the CMS experiment and the VAl chip for the Belle experiment) have been subjected to 
mdiation doses exceeding 20Mmd with no sign of radiation damage, and will suMve the 
expected doses for all layers of our detector. These submicron process chips require a power 
supply of +2.5 V, which is different from the +5V and +3.5V of the existing SVX2. 

The SVX4 chip, to the extent feasible, is a copy of the SVX3 chip used in the present CDF 
detector. As such it incotpOmtes features that were not used in the SVX2 and are not part of the 
control and readout configuration of the Run 2A silicon data acquisition system. These features 
have to do mostly with the deadtimeless operation mode of the SVX3 and consist mostly of the 
presence of additional control lines and of a dual clock (front- and back-end clocks). The 
question was raised late last year if the SVX4 could be used with the D0 readout system and 
what modifications would be required. As it turned out a simple scheme that remapped our 
control lines to the ones required for the SVX3, which channeled our clock to either the front­
end or the back-end clock depending on the mode of operation of the chip, turned out to be 
adequate. A test board consisting of a single FPGA and simple transceivers was able to perfonn 
the required task, and an SVX3 chip was read by the D0 sequencer board, as seen in Figure 66. 

VRB Chen.. ~II enlbl,-1 

~~---'-'~'-'~---'~'--'------~ 

lro t------~----------------: 

9'.lt---------:::;;tI>"""""""----------------' 

Figure 66 - SVX3 chip performing in SVX2 mode with the DfJ data acquisition system (November 
2000) 

As a result of this successful demonstration, D0 adopted the SVX4 chip being designed by a 

FNAL-LBL-Padova team of engineers and has played an active and significant role in the design 
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effort. A single common chip that will satisfy the needs of both CDF and 00 will be used. The 
remapping shown in Table 8 can be accommodated by the existing 00 Sequencer readout 
module. In addition, the use of internal circuitry of the SVX4 allows the chip to operate in the 
so-called 00 mode. The circuitIy can be turned off via an external wirebond to the digital 
voltage line for operation in the CDF mode. In the 00 mode, using internal gating, the clock is 
sent to the appropriate section (frontlback end) depending on the chip's internal mode. The same 
selector also forces the chip to use the PRDl, PRD2, LIA, and CALSR as inputs from the bi­
directional differential data bus (for 00) mther than their single ended dedicated input pads (for 
CDF). Thus, to be able to use the existing 00 readout sequencers the only major change 
required is a new adapter can:i with transceivers that will adapt the single-ended, SV signals used 
by the sequencer to differential, 2.SV signals used by the SVX4. 

The design of the chip is proceeding at a good pace. Prototype chips have been fabricated; these 
chips included only the preamplifier and the capacitor pipeline. A preamplifier design with 
excellent frequency response, good reset time, good power supply noise rejection, and good 
noise perfonnance has been identified. The overall noise of the analog section (i.e. preamp and 
pipeline combined) has been measured as 4S0e+43e1pF, where the last tenn shows the noise 
dependence on the input load capacitance. The measurement has been perfonned with 100 nsec 
sampling time and 70 nsec preamplifier rise time. These pammeters are close to optimum for 
132 nsec opemtion. Irradiation of the test chip to 16 Mrad with a 60eo gamma my source did not 
show any significant performance degmdation. 

The digital end of the chip (back end) remains to be completed. It is anticipated that the first 
fabrication nm of complete chips (for engineering and evaluation purposes) will take place in 
late 2001, and prototype chips will be available just before the end of 2001. We are in the 
process of setting up test rigs to evaluate these chips, and we are in the process of designing test 
boards and developing test software and procedures. 
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Table 8 -Mapping between SVX2 and SVX4 readout/control lines 

SYXII SYX4 

Mode Mode 
INIT ACQ DIG READ INIT ACQ DIG READ 

BUS 0 BUSOPA BUSOPA Data 0 BUS4 BUS4 BUS4 Data4PARESET RESET RESET PARST PARST PARST 

BUS I NC HIGH Data I BUS3 BUS3 BUS3 Data3RREF-SEL RREF-SEL RREF-SEL RREF-SEL 

BUS2 PIPE­ BUS2 PIPE­ BUS2 PIPE­ Data2 BUSS LlA BUSS LlA BUSS L1A DataSACQ ACQ ACQ 

BUS 3 PIPE BUS 3 PIPE BUS 3 PIPE Data 3 BUS 6 PRDI BUS 6 PRDI BUS 6PRDI Data 6 SREF SREF SREF 

S4CNTR BUS4CNTR BUS4CNTR Data4 BUS2 PRD2 BUS2 PRD2 BUS2 PRD2 Data2RESET RESET RESET 

BUSS BUSS BUSS BUS I BUS I BUS I 
RAMP RAMP RAMP DataS RAMP RAMP RAMP Datal 
RESET RESET RESET RESET RESET RESET 

BUS6 BUS6 BUS6 BUSO BUSO BUSO 
COMP COMP COMP Data6 COMP COMP COMP DataO 
RESET RESET RESET RESET RESET RESET 

BUS7SR BUS7CAL BUS7 BUS 7 BUS 7 
LOAD INJECT Data7 CAIJSR CAUSR BUS 7 Data7 

N/C 

MODEO MODEO MODEO MODEO FEMOD FEMOD FEMOD FEMOD 

MODEl MODEl MODEl MODEl BEMOD BEMOD BEMOD BEMOD 

CHNG CHNG CHNG CHNG CHNG CHNG CHNG CHNG 
MODE MODE MODE MODE MODE MODE MODE MODE 

I TN TN TN TN TN TN TN TN 

BN BN BN BN BN BN BN BN 

CLK CLK CLK CLK FECLK FECLK BECLK BECLK 

CLKS CLKS CLKB CLKS FECLKSAR FECLKSAR BECLKSAR BECLKSAR 

DATA DATA DATA DATA OBDV OBDV OBDV OBDV
VALID VALlD VALlD VALlD 

PRIORITY PRIORITY PRIORITY PRIORITY PRIORITY PRIORITY PRIORITY PRIORITY 
IN IN IN IN IN IN IN IN 

PRIORITY PRIORITY PRIORITY PRIORITY PRIORITY PRIORITY PRIORITY PRIORITY 
OUT OUT OUT OUT OUT OUT OUT OUT 
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6.3 Analog Cables 

In the current design of Layer 0, the analog signals from the silicon sensors are transmitted to the 
hybrid with the SVX4 chips by flexible circuits with fine pitch copper traces, up to 500 rnm long. 
While very attractive because of material and heat removal from the sensitive volwne, this 
approach represents a considerable technical challenge. The addition of the analog cable 
deteriorates the noise performance of the silicon sensors. Procurement of the . flex cables and the 
complicated ladder assembly are other non-trivial issues. Nevertheless, a similar design is used 
by CDF for the readout of the innennost layer LOO in Run2A, which can be considered as a proof 
oftechnical feasibility. 

One of the most important aspects in the design and technical realization of a long analog cable 
is the capacitance between the traces, which has to be as small as possible. Any load capacitance 
will contribute to the noise seen by the preamplifier. Fanning out the cable traces from the 
nominal pitch of 50 micron to a larger pitch, for example 100 micron, after the first few 
centimeters, can reduce the capacitance of the cable. Analytical calculations show that the 
capacitance per unit length can then be smaller by 30-40% if the trace width is kept constant, as 
shown in Figure 67. 

The flexible dielectric substrate of the cable also affects the capacitance. The material of choice 
in high energy applications is polyimide, like Kapton HN with a dielectric constant of 3.5 at a 
frequency of IMHz. This material is radiation hard with good mechanical and electrical 
properties. Other synthesized polyimide materials on the market achieve a lower dielectric 
constant by adding halogens. They are not radiation hard and are not in compliance with CERN 
and Fermilab fire safety regulations. Materials like polyethylene or polypropylenes, although 
used in the flex industry and possessing a lower dielectric constant are also not radiation hard up 
to the 10-15 Mrad leve~ to which the innennost layer of the silicon tracker will be exposed. The 
material choices for the flex cable are, therefore, limited to the standard polyimide. 

strip capacitance to left & right neighbour 

-+- 50urn pitch 

__ 50urn pitch, wI coat 

50um pitch, 25urn 
dielec 

~ 100um pitch 

2 4 6 8 10 12 14 16 18 ~ 50urn pitch, er=2 

trace width (urn) 

0.5.,---------------, 

0.4 +-------=~.,..:::~----I 

Eu 0.3 +--.....""""''---:-:::=--......= ,--...,
i:i:
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Figure 67 -Analytical calculations o/the capacitance per unit length as/unction o/the trace 
width. The capacitance is defined as the capacitance 0/one trace to the left and right neighbor 

trace. The benefiCial effect 0/going to lower trace widths and larger pitch is shown. 
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A 500 mm long Kapton based flex circuit cable with a small pitch of only 50 micron represents a 
major challenge for flex circuit manufacturers. The printed circuit workshop at CERN that 
produced such cables for CDF in 1999 has been reorganized focusing on circuits for the LHC 
experiments and, most likely, will not be available for the Run 2B production. 

Since the manufucturing challenge of such long fine pitch cables was recognized early, D0 has 
started working with potential vendors. Based on good prior experience with high density 
interconnects (lIDI) from Dyconex Inc. in Zurich, Switzerland, we contacted them in May 2001. 
At that time Dyconex was in the process of commissioning a new thermal direct imaging (IDI) 
system for very fine line and space patterning for PCBs and HDls. The new technology exploits 
an IR laser system and an infrared sensitive, thermally activated, liquid photoresist for high 
accuracy imaging and registration. 

D0 placed an order for an engineering sample with Dyconex in June 200 1 with a goal to 
reproduce the CDF analog cable and qualitY Dyconex as a possible vendor. Dyconex will use 
the TDI method to fabricate our ciTcuit sample. As of this date they have collected enough 
experience in test runs and are convinced that the TDI is the appropriate technology choice for 
this task. The first TDI results are encomaging. They could achieve an image transfer of the 
CDF cable layout via TDI with good reproducibility. However, the optimal material for the 
dielectric polyimide substrate was not yet found, since several polyimide foils with adhesiveless 
copper cladding showed signs of delamination after thermal imaging. A 50 micron thick 
polyimide foil with a cast copper layer performed best so far and better material with stronger 
copper adhesion has been ordered. 

Dyconex is planning to achieve ultra fine copper lines with 5 micron trace width which is at the 
technological edge of the TDI method. They are aiming for 6-7 micron trace thickness including 
a I micron Au layer in the bond pad region for improved wire bonding. Figure 68 shows a close­
up of the bond region of a thennally imaged cable from first test runs. The accmacy of the line 
patterning is re.mmkable and Dyconex is confident they will achieve the challenging goals. 

Figure 68 - Closeup ofthe bond pad regions offirst test analog cable. The photograh (courtesy of 
Dyconex A G) shows four different magnifications ofa 50 micron pitch prototype. 
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First samples of two functional prototype cables have been manufactured recently (end of 
September). They will be optically inspected and electrically tested. The final ordered 
engineering sample of 5 - 10 flex circuits with the final gold plated bonding pads and the 
protection coat are due to arrive at Fennilab for evaluation late 200 1. 

As a fallback solution, Dyconex proposed a cable fabricated by using two single-laminated 
Kapton foils, each with 100 um pitch. They will then be adhered together with an offset of 50um 
so that an effective bonding pitch of 50 um is created. We will also leave open a possibility to 
use analog cable from KEYCOM, a vendor targeted by CDF. 

6.4 Hybrids 

This section describes the hybrid design and related electrical issues for the stave design. The 
proposed beryllia hybrids minimize the amount of material in the detector and are a well 
established technique used previously in a number ofexperiments. 

Commonly, the circuits connecting the SVX chips to the low mass jumper cable are called 
''hybrids.'' The hybrids will be based on the fine pitch thick film etched technology successfully 
used by CDF in the innermost Layer 00 for alumina substrates and by the CLEO microvertex 
detector I for beryllia substrates. In our case, the 380 micron beryllia substmte will be used to 
reduce the amount of material in Layers 1 through 5 where the hybrids will be mounted directly 
in the sensitive volume. For Layer 0 which has off-board hybrids at higher 2; the material issue 
is of less importance. However, beryllia ceramic is preferred here because of its significantly 
better thermal conductivity with respect to alumina. Thick film deposition and etching is a 
mature technology allowing for a minimal feature size of 50 micron. Multi-layer designs are 
routinely achievable. We have identified CPT Inc. of San Diego as our potential vendor. 
Despite the fact that they are the only vendor we presently know that will work with such 
be:ryllia hybrids, they have successfully produced similar hybrids for CDF and CLEO and we 
feel confident using them. 

There are four types of hybrids in the proposed design. Two of them are 100chip double-ended 
versions for Layers 2 through 5: one for axial sensors and one for stereo sensors. Others are a 6­
chip double-ended version for Layer 1 and a 2-chip version for Layer O. 

Figure 69 shows possible layouts for the axial!O-chip hybrid and the 6-chip hybrid. 
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Figure 69 - Double-ended hybrid design with two sensors sharing a common readout cable. The 

axial JO-chip hybrid (left picture) and the 6-chip hybrid(right picture) are shown. 

In addition to providing a secure mount for the SVX chips and cable connector, the hybrids also 
have capacitors for bypassing the analog and digital voltages and the detector bias. The low 
mass flat cable connects to the hybrid using an A VX type 5087 connector plug and receptacle. 
These are 0.5mm pitch low profile connectors with a maximum height of 2.7 mm above the 
surface of the hybrid A 50-pin connector will be used for the 10-chip hybrid and a 40-pin 
connector for the 6-chip hybrid. The CDF SVX detector uses similar connectors with a very low 
failure mte. Placement of the connector on the hybrid allows for easy testing of hybrids with and 
without attached silicon sensors during all phases of the hybrid and stave production. This is 
essential for the modularity of the design and quality checking during stave pn:xiuction. The 
extra material introduced by the connector is relatively small and is crossed by particles only 
after two precise measurements in Layers 0 and 1. The 2-chip hybrid for Layer 0 does not have 
room in the mdial dimension for a connector. In this case, the digital jumper cable is soldered 
directly to the hybrid 

The SVX control signals and readout bus lines are routed from the connector to the SVX4 chips 
via 100 micron wide tmces. The tmces stop near the back edge of each chip where they 
tmnsition into gold-plated bond pads. Aluminum wire bonds connect these pads to the bond 
pads on the chips. The power tmces will be routed from the connector on a power plane. and 
there will be a dedicated ground plane in the hybrid. The total number of layers is 6. We are 
also investigating a possibility to route the digital bus under the SVX4 chips as shown for the 6­
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chip hybrid in Figure 69. Traditionally, the bus is routed near the chips, as for the 10-chip hybrid 
layout in the same figure. This new approach allows the reduction of the total hybrid length 

from 55 to 45 mm. 

Since the SVX4 chips have their power bond pads on the side of the chip a small copper on 
alumina circuit board called a "finger" is placed next to each chip, which routes the power and 
ground to the region adjacent to the back edge of the chip. This finger facilitates easy wire 
bonding since its height is nearly the same as the SVX4 height. A second wire bond connects 
each fmger power trace to the hybrid proper. This finger also provides high frequency close-up 
bypassing capacitance for the chip voltages. 

6.5 Cables, Adapter Card and Interface Board Overview 

A primary goal of the Run 2B readout chain design is to preserve as much of the Run 2A 
electronics and cable plant as possible. In particular, we want to keep: 1) the Interface Boards 
(IBs), located at the base of the central calorimeter, that relay digital signals between the 
sequencers and the SVX4 chip, supply both low-voltage power and high-voltage bias, and 
monitor current and temperature; 2) the high-mass cables, consisting of 3M 80 conductor cables 
and parallel coaxial clock cables that run from the IBs to Adapter Cards on the calorimeter face. 
Because of the complexity of these IBs, any required changes beyond the scope of component 
replacements or hand-wired jumpers will likely mandate complete replacement. Also, the space 
for connectors on the IB face is saturated. A required line count into the IB exceeding that 
available on the 80-conductor cables could not be accommodated. 

As described below, the present design aims to preserve the IBs by replacing the Run 2A passive 
Adapter Cards on the calorimeter face with active ones that translate between single-ended (IB) 
and differential (SVX4) signals, and that also regulate supply voltages. The long (up to 2.7 m) 
Run 2A low-mass cables, which do not have differential-signal capability, will be replaced with 
new cables comprised of Twisted Pairs connected by small Junction Cards to new, relatively 
short low-mass Digital Jumper Cables. Feasibility studies showed that 00 could not use the 
Honeywell transceiver chip that CDF uses in its design 2. 

Remaining unresolved issues mostly involve power, bias voltage, and monitoring: 

1. 	 The SVX4 chip demands variable supply currents averaging twice those of the SVX2, but 
this chip can be damaged by over-voltages in excess of 0.25 V. Although the varying 
voltage drop along the high-mass cables will be handled by the regulators on the Adaptor 
Cards, there is an additional variable drop along the mer part of the cable path. Whether 
this will be addressed by brute force (lots of copper), voltage-sensing lines, or a 
combination, is under study. 

2. 	 Layers 0 and 1 require up to 1000 volts of sensor bias. Neither the. high mass cables nor 
thin flex Jumper Cables can reliably stand off 1000 V, so a separate HV wiring path, 
probably without connectors, will be required for these layers. 

3. 	 A better temperature-monitoring scheme, requiring 4 rather than 2 lines per hybrid, is 
desired. 
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6.6 Digital Jumper Cables 

888 Digital Jmnper Cables will carry digital signals and power between the hybrids and the 
Junction Cards, where they connect to the Twisted-Pair Cables. Jumper Cables will be flex­
circuit striplines similar to the low-mass cables used in Run 2A, which minimize the amount of 
material in the sensitive volume. Signal traces -0.15 mm wide will be located on one side of a 
Kapton dielectric, and broad voltage supply and ground traces on the other side. 

The maximum required length of the Jumper Cables depends on the location of the Junction 
Cards; if these are placed at the ends of the support barrels, it is approximately 57 em. However, 
access to the Junction Cards may mandate their placement at larger Izl, requiring Jumper Cables 
up to -100 em long. At least two vendors (Honeywell and Basic Electronics Inc.) are known to 
have capability for flex of this length. Flex width and thickness will be approximately 16 mm 
and 0.25 mm, respectively. Subminiature connectors, A VX series 5087 (0.5 mm pitch), will be 
soldered to pads at both ends for silicon Layers 1-5; for Layer 0 the jumper cable will be 
soldered directly to the hybrid. 

Jumper cables will carry, at minimum, 11 differential signal pairs (22 lines), 5 single-ended 
signals, and two supply voltages and their ground returns. For Layers 2-5 they will also carry 
lines· for sensor high voltage bias and ground and probably lines for voltage sensing. The 
differential signal lines will be configured as pairs of stripline traces over a ground plane, and 
can easily be matched in impedance to the loo-ohm twisted pairs. Although it will be difficult to 
achieve impedance as high as 100 Ohms in the 5 single-ended lines, these signals are slow. 
Reflections in these lines will probably be tolerable, but will be measured extensively in 
prototype setups. 

Jumper cables for Layers 2-5 will have miniature 50-pin A VX connectors on both ends. This 
connector will accommodate the 22+5 signal lines and 12 power connections (3 contacts each for 
2 voltages and their 2 grounds), the 300 V bias line and its ground return (with 3 empty positions 
between), and up to 6 monitoring lines. For the Layer 1, there will be room for only a 40-pin 
AVX connector. Detector bias voltage and its return, and also any required monitoring lines, 
will have to be connected by soldered jumper wires from pads on the flex to the hybrid or 
brought on separate wires. 

6.7 Junction Cards 

Junction Cards have the primary fimction of connecting jumper cables with Twisted-Pair Cables 
that lead to the Adaptor Cards. The allowed size of these cards is approximately 25x50 mm. 
Junction Cards must be mechanically robust and mounted securely, with all attached cabling 
stress-relieved whenever possible. 

The Twisted-Pair Cables can be soldered to the Junction Cards to increase mechanical strength 
and eliminate an expensive connector; Junction Cards will thus effectively be extensions of the 
Twisted-Pair Cables. 
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Connections to the Digital Jumper Cables will be primarily through A VX 0.5 mm pitch 
connectors. The Junction Card for Layers 2-5 has two 50-pin A VX connectors on one side and 
two of the same connectors on the reverse side. The junction card for Layer I has three 40-pin 
AVX connectors on one side, and the junction card. for Layer 0 has six 40-pin A VX connectors 
on one side. In addition to lines on the Jumper Cable from the hybrid, there will also be four 
separate input lines for ''bridge'' temperature sensing from each hybrid. In the case of 4O-pin 
inputs, separate provision will also be required for sensor bias and its ground return, and likely 
also for voltage monitoring (see Jumper Cable section). 

Unresolved issues for the Junction Cards include: 

I. 	Placement - Although it is desirable to mount them on the ends of the support barrels, 
hand access (e.g. for plugging in connectors and/or for making soldered connections on 
the SVX side) may require a location at higher izi, such as the near the present Run 2A H 
disks. 

2. 	 Handling of temperature-sensing (RID) lines - Present plans call for these lines to be 
separate from the digital Jumper Cables,but to arrive at the Junction Cards. How they 
will connect, and whether these signals can be accommodated farther upstream in the 
high-mass cables and in the Interface Boards, has not been resolved. 

3. 	 Additional bypassing capacitors - It is desirable for the Junction Card to include 
additional bypass capacitors for smoothing out A VDD and DVDD voltages, since there is 
limited space for large capacitors on the hybrids. 

6.8 Twisted Pair Cable 

The Twisted Pair Cable, approximately 2.4 meters long, connects the Junction Cards and 
Adapter Cards. The cable is soldered to the Junction Card on one side and is terminated by a 
connector on the Adapter Card side. Mass is not a major physics issue because the cable is 
outside of the tracking volume. The total outer diameter of a Twisted Pair bundle can be as 
small as 5-6 mm 

The twisted pairs were chosen because 11 of the signals used by the SVX4 chip are differential. 
The 5 slower single ended lines will also use twisted pairs. The cable assembly has 2 power 
lines and their returns, 1 HV line and its return, 15 signal twisted pairs, 4 or more temperature 
sensor twisted pairs, and probably 2 voltage sensor pairs. The clock signals can be transmitted 
either via a shielded twisted pair or via two coaxial cables in the same assembly. Three versions 
of the Twisted Pair Cable are envisioned (Layer 0, Layer 1, Layers 2-5) depending on the HV 
and power requirements. The thickness of the power lines depends on whether the "brute force" 
or "regulator" solution is chosen for the problem of voltage drops. If the fonner is chosen, the 
cables get quite heavy, in total about 27 kilograms of copper for each detector half, posing 
mechanical problems. 

A similar dense twisted-pair cable bundle is under development 1:y AXON Cable for the ATLAS 
experiment at CERN. We have discussed with AXON Cable the possibility of producing cables 
for 00; our specifications can be met within reasonable cost. Other vendors will be contacted 

110 



D0 Run 2B Silicon Detector Technical Design Report - v3.0 

6.9 Adapter Card 

The existing passive adapter cards are mounted on the north and south faces of the calorimeter. 

To fit in the available space, their maximum dimensions are 58x83 mm. For Run 2B, these cards 

will be replaced by active Adapter Cards to: I) translate single-ended TTL logic from the 

Interface Cards to differential signals to and from the SVX4; 2) regulate the voltage of the two 

SVX4 power lines. 


A preliminaIy schematic for the Adapter Card is shown in Appendix 6.C. A suitable candidate 

for converting between single-ended and differential signals is the SN65LVDMI677 from Texas 

Instruments, a l6-channel, low-voltage differential transmitter/receiver with internal 100 Ohm 

termination. Initially we also considered an option with a Honeywell transceiver chip on the 

hybrid 2 but in the end preferred a simpler solution with commercial components described 

above. 


Each Adapter Card services two channels. Each channel requires an 80-pin mini D connector 
and two miniature coax connectors to interface with the' 80-conductor high mass cable and clock 
coaxial cables, and two output connectors, yet undefined, with at least 40 pins, on the Twisted 
Pair side. Because ofspace limitations, a daughter card is required for the clock connectors. 

Two supply voltages (A VDD for analog, DVDD for digital functions, each 2.5 volts regulated) 
will be provided to the SVX4, and an additional 3.3 volt supply is required for the active 
components on the Adapter Card itself. All supply voltages will be enabled by circuitry on the 
Interface Board. Both A VDD and DVDD voltages must be regulated to within 250 m V at the 
adapter card. An understanding of the current swings in the SVX4 is required for fmal choice of 
a voltage regulator; the preliminary schematic shows a LTl 087 for this part. Use of sense lines 
may be required ifcurrent consumption between modes changes quickly and significantly. 

Decoupling and filter networks will be required on the 300 V sensor bias lines for Layers 2-5. 
The 1000 V bias for Layers 0 and 1 will not be transmitted, through the Interface Board. 

Adapter Card testing will best be done with the first SVX4 chips. A full test stand with the entire 
upgraded data path should be implemented immediately upon availability of useful chips. Mock­
ups of signal conditions for parts of the SVX4 may be useful in exploring signal levels, supply 
conditioning, and cross-talk levels. 

6.10 Interface Board 

In order to avoid the considernble expense of designing and building new Interface Boards, the 
existing ills must be recycled and all new features for Run 2B must be incorporated into the 
active Adapter Card (AC). As stated in the Overview section above, any required changes 
beyond the scope of component replacements or hand-wired jumpers will likely mandate 
complete replacement. 

The IB detector bias distribution was tested to + 200 V, -100 V (including the switching relay) 
and should be safe for 300 V for silicon Layers 2-5. Bias cables for Layers 0-1 (up to 1000 V) 

---~--......--------------- ­
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carmot go through either the ill's or the existing high-mass cables. Suitable routing is under 
study. 

Required changes on the ill which have been identified to date include: 

1. 	 Replacing data line tenninations (24 resistor changes per channel) 

2. 	 Probable changes in control line tennination, and in the clock equalizer circuit 

3. 	 New set points for current and temperature trips 

4. 	 Reprogramming of 5 PLDs 

5. 	 Changes to priority-out signal threshold and hysteresis (this line was underdriven by the 
SVX2 chip) 

The total nwnber ofchanges is about 200 per interface board. 

6.11 Sequencer 

The fmnware in the sequencer needs to be adjusted for the difference between the SVX4 chip 
operating in the SVX2 mode and real SVX2 chip. The changes are rather straightfOlWard and 
imply remapping of the SVX2 lines to SVX4 lines. The required remapping was shown in the 
section describing the SVX4 chip. 

6.12 Low Voltage Distribution 

, Currently VICOR switching power supplies . 3 are used to provide power for the SVX2 chips and 
Interface Boards. For Run 2B we intend to preserve those supplies and the distribution scheme 
through the Interface Boards. . 

The massive power lines from the VICOR supplies are split between different channels in the 
fuse paneL After the individual protection fuses, the power is distributed to the custom 11 
backplane of 9U x 280 mm custom crates. The J2 and 13 backplanes of the crates provide 
connectors for the cable runs to the sequencers, while 11 contains connectors for low-voltage 
power for each Interface Board and up to eight dependent silicon hybrids, the 1553 connector 
and bus (used to monitor the SVX4 power and current, and hybrid temperature), and a connector 
to bring in 16 bias voltages and returns for eight hybrids. 

We are investigating the feastbility of replacing the 11 backplane. This would have the benefit of 
eliminating the existing fuse panels; these panels are time-conswning to wire,and contain -150 
fuses which experience has shown to be somewhat unreliable due to oxidation of contacts. A 
small nwnber of fuses would still need to be placed for safety reasons on 11 and perhaps on the 
ill (replacing existing ferrite beads there). Another advantage of Jl replacement is that remote 
sense from the external power supplies would go to the Jl bus instead of stopping at the fuse 
panel. We will have more space at the backplane because a 34-pin bias connector can be 
replaced with a smaller one, since the new single sided detectors only need one bias voltage. 
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The feasibility of this scheme must be established, and mechanical and electrical layouts need to 
be done. The Interface Board side ofthe backplane would be unchanged. 

6.13 High Voltage Distribution 

Reliable high voltage operation is crucial to ensure the increased radiation tolerance of the new 
Silicon Tracker. Operation at voltages up to +1000 V is necessmy for the Layers 0 and I and up 
to +300 V for the Layers 2 through 5. Despite the fact that Run 2A silicon detectors require 
operating bias voltages only within ±I 00 V, the specifications of the existing RWl 2A HV power 
supplies are adequate for RWl 2B detectors. More HV channels are needed to bias larger number 
of sensors. The most straightforward upgrade path for the HV system is increasing of the 
number ofthe existing channels. 

The high voltage bias will be applied to the backplane of the single-sided silicon sensors. For 
10-chip hybrids the high voltage will arrive at the hybrid on the Jumper Cable and will be routed 
to a side pin of the A VX connector. Two neighboring pins will be removed to ensure a safe 
distance to the nearest groWld. The bias voltage will be brought b the sensor backplane with a 
foil wrapped aroWld the sensor edge and glued to the backplane with a conductive silver epoxy. 
The foil will be insulated from the sensor edge and from the outside with a 50 micron kapton 
tape. For the Layers 0 and I a separate wire will be used to bring the bias voltage to the hybrid. 
For Layer I the backplane connection will be provided similarly to the 10-chip hybrids while for 
Layer 0 the bias voltage will be fed to a line on the analog cable and then will be connected b 
the backplane of the sensor near the end of the cable. 

For all layers one HV channel is used per hybrid. Therefore, each sensor in Layer 0, two sensors 
in Layer I and two, three or four sensors in Layers 2-5 will share the same HV channel. 
Conducting pieces bridging together two backplanes will provide the connection between the 
sensors when required. The total number of HV channels needed is 888. A possibility of bias 
splitting between two or more hybrids in the outer layers can be considered to reduce the number 
ofHV channels. 

In the RWl 2A system, bias voltages are supplied from a BiRa VME 4877PS High Voltage 
Power Supply System 4. The system utilizes the three HVS power supply types shown in Table 
9. Overvoltage protection is provided through trim potentiometers located on the front panel of 
the modules. 

Table 9 • HVS power supply types used in the DO Run 2A silicon bias voltage system. 

HVStype max output 
voltage, kV 

max output 
current, rnA 

number of 
channels 

HVS55P·l +55 2.3 116 

HVS5.5N·l -55 2.3 152 

HVS2P +2.0 3.2 116 
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Each of the eight VME crates in the Run 2A IN system holds a Power PC controller and six 
motherboards containing eight Bi Ra power supplies each. Power to the VME crates is delivered 
from Lambda power supplies. A Run 2B system with 888 IN channels will require 111 
motherboards, as well as 19 VME crates with controllers and power supplies. 

The Run 2A fanout and breakout boxes will need to be replaced. The fanout boxes a-e used to 
split IN channels between different HDIs and to provide hardware protection against accidental 
application of IN higher than 150 V. The breakout boxes are used to distribute IN to the 
Interface Boards and to transfer temperature signals from tre Interface Boards to interlock 
control systems. 

It was checked that the IN path through the Interface Board and 80-conductor cables can sustain 
up to 300 V and, therefore, can be preserved in Run 2B for Layer lo5 bias distribution. The 
design goal for IN distribution for the inner two Layers is operation at 1000 V. In this case, the 
IN cabling needs to bypass the Interface Board and go directly to the Adapter Card via a 
separate cable. 

6.14 Performance 

Increased luminosity in Run 2B will result in high occupancy in the detector especially for the 
inner layers. This has several implications for the readout performance. Two areas of concern, 
the SVX4 dynamic range and the detector readout time, were addressed in our simulations with 
results presented in this Section. 

The charge-sensitive preamplifier of the SVX4 chip integrates incoming signals and, therefore, 
needs to be reset regularly to prevent saturation. The saturated preamplifier will result in 
inefficiency of the detector. The reset time in SVX4 is equal to several hundred nano-seconds. 
Usually the resets are perfonned during the Tevatron abort gaps, which are periods of time 
within one revolution without collisions. Along with other modifications the high luminosity 
regime of the Tevatron operation in Run 2B will include reduction of the available abort gaps to 
possibly one per revolution. The current 36 bunches x 36 bunches operation allows for 3 abort 
gaps per revolution. 

The full GEANT simulation with the Run 2B geometry discussed in CHAPTER 9 - and realistic 
clustering in the silicon has been used to estimate charge accumulated per strip after 450 
minimum bias events. A scenario of 150 beam crossings before a reset with 3 minimum bias 
interactions per beam crossing was assumed. Figure 70 shows the charge per strip in the 
innennost layer after 450 minimum bias events. The left plot corresponds to the sensors in the 
central (closest to z=O) barrels. The right plot corresponds to the sensors iI the end barrels. The 
central sensors are crossed by a larger number of particles while the incidence angles are 
shallower for the end sensors allowing for a larger deposited charge. As shown by arrows in 
both cases about 1% of strips will receive charge in excess of approximately 100 fe, which 
corresponds to 25 minimum ionizing particles. The dynamic range of the SVX4 chip was chosen 
to be 200 fC, leaving some margin for high luminosity operation. The expected inefficiency 
caused by the preamplifier saturation is expected to be less than 0.1%. 
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Figure 70 - Charge per strip in the innermost layer (labeled layer J in the figure) after 450 
minimum bias events. The left plot corresponds to the sensors in the central, closest to z""'O, 

barrels. The right plot corresponds to the sensors in the end barrels. 

Another important perfonnance issue for data acquisition is the readout time. A p-pbar 
interaction triggered for readout will be accompanied by several minimum bias interactions. To 
investigate a wider range of Level I triggers, several simulated samples were used: minimum 
bias, two jet and WH events. The maximum number of strips per readout cable in a layer was 
determined for each event. This number corresponds to the flowest chain of readout in this layer 
and is relevant to estimate the readout time for the detector and the associated dead time. The 
number of hit strips has been scaled by appropriate factors to account for the closest neighbors 
that nonnally are also included in the sparse mode readout. The factors were determined from 
the cluster size distributions and were typically around 1.7 for the cases without noise and 2.8 for 
the cases with noise. Figure 71 shows the maximmn number of strips per readout cable as a 
fimction of radius for minimum bias events (left plot) and QCD two jet events (right plot). Each 
layer corresponds to two points in those plots from different sublayers. Four different cases were 
considered: without noise for the two thresholds of 4 and 5 ADC counts, and with noise (nns 2.1 
ADC counts) for the same thresholds. The average simulated signal was equal to 20 ADC 
counts corresponding to a SIN ratio of 9.5. Figure 72 shows the maximum number tt strips per 
readout cable as a fimction of radius for WH + 0 minimum bias events (left plot) and WH + six 
minimmn bias events (right plot). 

Comparison of the inner three layers with the highest rates suggests that Layer 1 with 6 chips in 
the readout chain and Layer 2 with 10 chips will operate in similar conditions for all types of 
events. Layer 0 with 2 chips in the readout chain has rates a factor of 2 lower. However, this 
layer will experience the worst radiation' damage and, as a result, a lower SIN. The effect of the 
noise on occupancy depends on the threshold. For the threshold over noise ratio equal to 2.4 the 
deterioration of SIN from 9.5 to 8 increases the maximum number of readout strips by 40010 in 
Layer 0, by 50% in Layer 1 and by 75% in Layer 2, all for two jet events. The largest increase is 
observed in the 100chip readout chain of Layer 2 due to the simple fact that the number of noisy 
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strips is proportional to the mllllber of chips. A lower SIN ratio in the innennost layer 0 can 
easily increase the number of readout strips by a factor of two and make its rate comparable to 
the Layers 1 and 2. As a result of these simulations, we feel it is prudent to daisy-chain only two 
chips in Layer 0 and leave a safety margin to accommodate higher noise occupancy in this layer 
after irradiation. 
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Figure 71 - Maximum number ofstrips per readout cable as function ofradiusfor minimum bias 
events and QeD two jet events 
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Figure 72 - Maximum number ofstrips per readout cable asfunction ofradius for WH + 0 
minimum bias events and WH + 6 minimum bias events. 

The above infonnation is useful for the evaluation of the deadtime. The readout of SVX4 is 
driven by a 53 MHz clock. Two bytes of data per channel (address and amplitude) require two 
clock cycles. This gives a total readout time of an SVX4 chip of about 4 microseconds for a 
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typical occupancy of 100 strips. The deadtime will be detennined by the SVX4 digitization 
time, readout time and the pipeline reset time after the readout. Though the correct calculation 
should combine infonnation from all silicon layers and all levels of the D0 trigger in a queue 
analysis, essentially one buffer structure of the D0 data acquisition makes a simple rough 
estimate possible. The total deadtime can be estimated as 

3 (digitization) + 4 (readout) +4.2 (pipeline reset) = 11.2 microseconds 

At 10kHz Leve12 trigger input rate, corresponding to 100 microseconds between 
Level_CAccept signals, the deadtime will be equal to approximately 11.2%. The deadtime and 
the readout time are acceptable for the D0 data acquisition system and in particular for the 
Silicon Track Trigger at Level 2. 
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6.15 Appendix 6.A 

Preliminary adapter card input connector (80 conductor input cable from the Interface Board). 

Pin # Function Pin .# Function 

I Secondary Bias A 41 NC 

2 GND 42 NC 

3 GND 43 Primary Bias A 

4 GND 44 3.3 V 

5 Temperature A 45 3.3 V 

6 VCALA 46 3.3 V 

7 D7 A 47 3.3 V 

8 D6A 48 2.5 V Unreg A VDD A 

9 D5A 49 2.5 V Unregulated A VDD A 

10 D4A 50 2.5 V Unregulated A VDD A 

11 D3A 51 25 V Unregulated A VDD A 

12 D2A 52 2.5 V Unregulated A VDD A 

13 D1A 53 2.5 V Unregulated A VDD A 

14 DOA 54 2.5 V Unregulated A VDD A 

15 Priority In A 55 2.5 V unreg DVDD A 

16 Mode OA 56 2.5 V unreg DVDD A 

17 Mode I A 57 2.5 V unreg DVDD A 

18 Change Mode A 58 2.5 V unreg DVDD A 

19 DValidA 59 2.5 V unreg DVDD A 

20 Priority Out A 60 2.5 V unreg DVDD A 

21 GND 61 3.3 V 

22 Temperature B 62 3.3 V 

23 VCALB 63 3.3 V 

24 D7B 64 3.3 V 

25 D6B 65 2.5 V Unregulated A VDD B 

26 D5B 66 25 V Unregulated A VDD B 

27 D4B 67 2.5 V Unregulated A VDD B 

28 D3 B 68 25 V Unregulated A VDD B 

29 D2B 69 2.5 V UnregulatedA VDD B 

30 DIB 70 2.5 V Unregulated A VDD B 

31 DOB 71 2.5 V Unregulated A VDD B 

32 Priority In B 72 2.5 V unreg DVDD B 

33 Mode 0 B 73 25 V unreg DVDD B 

34 Mode I B 74 2.5 V unreg DVDD B 

35 Change Mode B 75 25 V unreg DVDD B 

36 DValid B 76 2.5 V unreg DVDD B 

37 Priority Out B 77 25 V unreg DVDD B 

38 Primary Bias B 78 GND 

39 NC 79 GND 

40 NC 80 Secondary Bias B 
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6.16 Appendix 6.B 

Preliminary adapter card output connector pinout 

---------------...--~. 

Pin# Function Pin # Function 

I Primary Bias 21 D2+ 

2 Secondary Bias 22 D2­

3 AVDD 23 Dl+ 

4 GND 24 DI­

5 Sense A + 25 DO+ 

6 Sense A­ 26 DO· 

7 Temperature 27 DV+ 

8 Temperature Return 28 DV­

9 VCAL 29 Priority Out + 

10 NC 30 Priority Out-

II D7+ 31 Clock + 

12 07­ 32 Clock ­

13 D6+ 33 Mode 0 

14 D6­ 34 Mode 1 

15 D5+ 35 Change Mode 

16 D5­ 36 Priority In 

17 D4+ 37 Sense D+ 

18 D4­ 38 Sense D­

19 D3+ 39 GND 

20 D3­ 40 DVDD 
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6.17 Appendix 6.C 

Preliminary schematic for the adapter card 
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CHAPTER 7 - PRODUCTION AND TESTING 

In this section we describe how we plan to build and test detector modules starting from 
individual components am resulting in working detectors on staves. We will try to adapt steps 
used in the very successful production and testing effort 00 organized during the construction of 
the Run2A Silicon Microstrip Tracker. The essential building blocks of a detector module are 
the silicon sensors and the readout hybrids. Each component is tested as described below before 
it is assembled into a module. After the assembly the modules are tested again before they are 
mounted on staves. A detailed description of the stave assembly and installation is included in 
the Section CHAPTER 5 - . Testing of staves and of the full readout system are also included 
below. 

7.1 Silicon Sensor Testing 

To ensure high quality of the silicon sensors 00 plans a series of quality assurance tests to be 
performed by the supplier and by 00. The manufacturer will perfonn the following tests: 

7.1.1 On each sensor 

• 	 Measure leakage current as a function of reverse bias up to 800 V at room temperature 
(T= 21 ± 1°C) and RH < 50%. 

• 	 Visual inspection at a specified magnification for defects, opens, shorts , and mask 
alignment (better than 2.5 J.l.m) 

• 	 Depletion voltage measurement either by the measurement of the capacitance between 
back-plane and the bias ring at 1 kHz frequency as a function of reverse bias, or by 
similar measurement perfonned on a test diode produced on the corresponding wafer. 

7.1.2 On each strip 

• 	 Capacitance value measurement and pinhole detennination 

• Leakage current at Full Depletion Voltage (FDV) and Room Temperature (RT) 

Based on these tests, we define a "bad channel" as follows: 

• 	 Pinholes - current through capacitor> 1 0 nA at 80 V and RT 

• 	 Short - coupling capacitor> 1.2 times the typical value 

• 	 Open - coupling capacitor <0.8 times the typical value 

• 	 Leakage current above 10 nA/strip at FDV and RT 
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Strips with bias and interstrip resistance values outside the limits specified above shall be 
COWlted towards the bad channel list. The total munber of bad channels must not exceed I%. In 
addition, we plan to perfonn the following measurements on the test structure: Poly resistor 
value, sheet and implant R, and coupling capacitor breakdown voltage. 

The corresponding quality control data of the applied tests from the supplier shall be provided 
together with each sensor. Our goal is to keep all the information in a centralized production 
database, as explained in the next chapter. D0 plans b verifY the provided data on every pre­
production sensor (total of 200 sensors) and on 5-10% of the production sensors, which 
corresponds to -220 sensors. Fermilab and three additional off-site sensor-probing sites are 
being set up for this purpose. Each setup consists of a fully automated probe station mOWlted on 
a vibration free table and enclosed in a dark box. Each setup is housed in a clean room 
environment and the probe station is operated using Labview software. The estimated average 
throughput ofeach facility is four silicon sensors per day. 

7.2 Hybrid Production And Testing 

The hybrids are beryllia substrates with SVX4 chips, fmgers, and passive components mOWlted 
on them. The SVX4 chips will be tested as described in Section xx before they are released for 
use in the hybrid production line. The fingers, which are mounted between the chips on the 
hybrid, will also be measured to assure they have the correct dimensions and capacitance values. 
We will investigate the necessity for testing every bare hybrid substrate during production, but 
believe that probe stand setups will be needed at least in the prototyping stages. Once all of the 
components have been released for production, they are sent to a vendor for stuifmg, moWlting, 
and wirebonding onto the hybrid. 

The hybrid is now ready to undergo an initial fimctionality test that includes both electrical and 
mechanical qualification. A thorough visual inspection of the stuffed hybrid will certifY that the 
components were mounted correctly and that the wire bonds were not damaged during shipping. 
Pull tests of wire bonds will be done initially on each hybrid. If no problems are encoWltered, 
the number of pull tests done may be relaxed to a small fraction of hybrids. In addition, 
procedures will be developed to ensure that the hybrids have the required flatness, required for 
mechanical considerations. We may need to glue a backing to the hybrid at this time. 

A testing cable will be connected to each hybrid to facilitate electriCal testing. A short electrical 
fimctionality test will be done in which the hybrid is connected to a stand alone-based test stand 
that will be used to download to the SVX4 chips and read out the hybrid. Hybrids that fail any 
step of the fimctionality test will be sent to the repair team, for diagnosis and repair. Hybrid 
testing and repair is expected to proceed off-site during production to alleviate the load on the 
Fennilab production line. Hybrids that pass the functionality test will be shipped to Fennilab for 
the "bum-in" phase. 

Extensive electrical tests (bum-in) will be carried out on the hybrids over a period of 72 hours 
during which they will be kept powered at room temperature. Pedestal and noise will be 
measured in data and cal-inject mode for each channel. Sparse readout will also be tested 
Acceptable levels of noisy and dead channels and gain will be defined and each of the hybrids 
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graded for further assembly. The burn-in time will be evaluated as production progresses to 
detennine whether it can be shortened. 

7.3 Module Assembly And Testing 

Infonnation about the depletion voltage and the nwnber of bad strips will be provided as input to 
the testing and assembly group and taken into account when choosing sensors for a particular 
detector module. Only those hybrids meeting the desired criteria will be matched to silicon 
sensors and assembled into detector modules. The techniques for assembly of detector modules 
will be similar to those used in the past by many groups, including 00. Sensors will be 
mawalIy aligned with optical feedback from a camera mounted on a coordinate measurement 
machine (CM.:M). Once aligned, the sensors will be glued to one another, directly or. via a 
connecting substrate. Reasonable expectations for this alignment are accuracy t> a few microns. 
The hybrid will be glued directly to the silicon sensors in such a manner that the guard rings are 
not bridged by adhesive, to avoid any performance problems. Methods for this procedure will be 
prototyped soon. 

Wire bonding will then be done between the hybrid and the sensors, and from sensor to sensor 
for the modules with 20 em readout segments. The sensor pitch is such that the hybrid to sensor 
bonding can be done directly from the SVX chips to the silicon sensors without a pitch adapter. 
The total numbers of wire bonds required for layers 2-5 are 353K sensor-to-sensor plus 860K 
hybrid-to-sensor, for a total of 1213K bonds. For the longer modules, the sensor-to-sensor wire 
bonding will be done either before or after the hybrid is mounted. Sensor alignment and sensor­
to-sensor wire bonding could therefore proceed prior to hybrid delivery, should that become a 
production constraint. At several steps of the assembly sequence, the module will be electrically 
tested, repeating the short fimctionality test. Malfimctioning modules at any step of the assembly 
sequence will be sent to the repairs team for diagnosis and repair. We will consider the 
possibility that the .individual modules may require cooling during the diagnostic tests to avoid 
over heating. 

We are investigating the feasibility of using a single fixture for gluing and wire bonding. Adding 
a cover to the fixture would make it serve, in addition, as the testing and storage box. The 
advantage of this approach would be to minimize the handling of the detector modules, thUs 
avoiding possible damage. 

Completed detector modules will be sent to the debugging team to investigate their performance 
under IN bias. Pinholes could develop during wire bonding and can be removed by pulling the 
wire bond between the AC sensor pad and the SVX4 chip preamplifier. Because all our silicon 
modules use single-sided silicon sensors, we expect the debugging of detector modules to be 
much less demanding than the one required by double-sided sensors. Once the detector module 
is operational under high voltage, it will be sent for module burn- in. 

The module burn-in test will use a replica of the setup and software utilized during the hybrid 
burn-in test, with a few additions: first, the modules will re cooled so that they effectively run at 
a temperature of about 5 to 15 degrees Celsius, depending on detector type. Second, the sensors 
will be biased at 5V above their depletion voltage as determined from sensor testing. The 
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infonnation obtained from the module bum-in test on the number of dead and noisy channels, 
and leakage current at depletion voltage, will be used to assign an electrical grade to detector 
modules before they are assembled into staves. 

A small fraction of detector modules that pass the bum- in test will be sent to the laser test, where 
they will be placed on an x-y movable table, biased and illuminated with a highly-collimated 
pulsed lR laser, providing a detailed test of each strip of the detector module in a functional 
setting. 

Our goal is a production rate of 10 detector modules per day. We need a total of 144 LO, 71 Ll, 
336 10/10, 120 10/20, and 216 20/20 detector modules, and assume 10% additional modules of 
each type will be needed to complete the tracker. We expect the bottleneck for the production to 
be the wire bonding, although availability of appropriate size CMM machines and glue setting 
times are also potential problems. Based on our Run2A experience, we estimate that we will 
need a maximum of half an hour per detector module to make the silicon-to-silicon and silicon­
to-hybrid bonds using the fast 8090 bonders. We assume that one 8090 bonder will be available 
to D0 for 14 hours per day, which would allow us to produce 28 modules per day. Assuming a 
75% efficiency, we arrive to our estimate of a maximum production rate of 20 modules per day. 
We feel comfortable aiming at a steady production rate of half our absolute maximum capacity, 
i.e. 10 modules per day: This number is consistent with the number of CMMs available and the 
number of fixtures assumed for each module type, as detailed in the Mechanical section. 

7.4 Production Testing Readout Stands 

All the tests performed on readout hybrids and detector modules will use essentially the same 
type of test stand, based on the Stand Alone Sequencer Board (SASeq), developed at Fermilab. 
The SASeq based test stands were developed during Run 2A independently from the full D0 
readout system. These were relatively inexpensive, which allowed us to replicate. them in large 
quantities and distribute them at various locations at Fermi1ab and at Universities, long before 
the final version of the full readout system was available. Using an easily reproducible, 
relatively inexpensive version of the readout system proved crucial to the success of the 
production and testing effort. Essentially, two types of test stations were built: bum-in stations, 
that could operate 16 devices (hybrids or detector modules) at once, and one-SASeq test stand 
that could read out only two devices at once. A detailed description of the systems can be found 
in OOnote 3841. We plan to refurbish the existing Run 2A testing stations by reprogramming 
the stand-alone sequencers (SaSeq) and replacing the adapter cards that interface the hybrids 
either directly to the SaSeqs or through the Interface Board, which must also be replaced or 
modified. The existing two bum-in stations will be utilized for hybrid bum-in and will provide 
for a capacity of32 hybrids simultaneously. 

To achieve the peak production rate, we are planning on a detector bum-in capacity of 80 
modules per day. A I-to-4 relation between maximum production rate and detector bum-in 
capacity existed during Run 2A, and was appropriate. We will therefore build two new module 
bum-in stations, each with a capacity of 40 modules. Each bum-in station will provide 
individual cooling and high voltage to each detector module. An interlock system is needed to 
shut down power in case of high humidity or high temperature, in order to avoid damage to the 
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large number of detector modules being tested at once. At the early stages of the production, one 
ofthe module bum-in stations can be used to bum-in hybrids. 

Software for the fast functionality, bum-in and laser test was developed for the production 
testing effort during Run2A and will be modified to accommodate the new readout hybrids and 
module geometry. Detailed bookkeeping of the status and location of each detector module 
during production is crucial to the task. Detailed infonnation about characteristics of sensors and 
SVX chips is also needed. We plan to set up a production testing database that would be used as 
the centralized location for storing infonnation linked to the project. 

7.5 Module Installation 

Fully tested detector modules will be installed in staves, as described previously. The short 
electrical functionality test will be repeated on biased detector modules after their installation on 
staves to assure no damage occurred during the handling. We are investigating the need for 
cooling the detector modules during this operation to avoid overheating. 

Completely tested U to L5 detector modules will be installed on staves while the detector 
module production continues. We are therefore planning on a storage capacity of 25% of the 
total number of detector modules (Plus 10% spares) for layers 2 to 5. We expect the LO and Ll 
detector module production will be very advanced before the modules are installed on the 
support structure; thus we are planning on having the ability to store the totality of the detector 
modules (Plus 10010 spares) for layers 0 and 1. 

A final fast functionality test" of biased detector modules will be perfonned after the final readout 
cables are connected to the staves. 

7.6 Full System Electrical Test 

We plan to test the full readout chain with a small nwnber of full staves through all of the 
components of the final readout chain. The goal of this test is to understand the full readout 
system and perfonn modifications well before the system needs to be operated in the collider. 
The same idea was behind the so-called 10% test during the production of the Run2A detector. 
At that time, a large number of components that were eventually installed in the detector were 
used for the test. Because we are reusing a fair amount of components for Run 2B, we cannot 
plan on a large-scale full system test like the one we had during Run2A. The cost of the 
equipment is too high. Nevertheless, we believe that a smaller scale full system test is 
imperative. We therefore plan to test between 2 and 4 staves with the full readout chain 
Appropriate cooling will be provided to the staves to test the components for structural as well as 
electrical integrity when run at the actual operating temperature. This will ensure that the stave 
performance is as expected at their nominal operating temperature. 
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CHAPTER 8 - SOFTWARE 

This section describes the software needed for comrmsslOnmg, calibration, momtonng and 
online readout of the detector. The offline software effort will follow on from the present Run 
2A effort and is not described in this document For this online software effort, we will use the 
system developed for Run 2A and upgrade it appropriately for Run 2B where needed. Here we 
describe this system. 

The requirements to the software are mainly determined by the hardware that is used The SVX 
amplifier chip requires a set of parameters like the amplifier bandwidth, a threshold for zero 
suppression and various ADC settings. The delay for the readout is set at the Sequencer 
Controller module. Each module requires an individual set of parameters. These parameters are 
downloaded after power up. Special data taking modes, e.g. calibration runs, require a different 
set of parameters. In addition some parameters might change with time. The most important 
example is the threshold for zero suppression, which changes with fluctuations of pedestal and 
noise. Constant nIOnitoring ensures that the download parameters are still correct. It is also 
necessary for ensuring a constant high data quality and the safety of the detector. 

The main components of the SMT online software are the ORACLE database, Graphical User 
Interfaces for control and monitoring, the Secondary Data Acquisition for calibration and 
monitoring, and Examine programs, which are part of the offline fiameworlc but are used in the 
online context. 

The Online Database for SMT consists of three parts, the Hardware Database, the Electronics 
Database and the Online Calibration Database. The Hardware Database contains the defmition 
of EPICS process variables (see below). These are required for communication with hardware 
modules. In addition alann infonnation is stored which is used for monitoring and the 
Significant Event System (SES). The Electronics Database contains the complete mapping of 
the hardware. Every type of readout module has its own table. An individual module is 
represented by a row in this table. A representation of single channeJs of modules allows the 
necessary multiple references between readout modules. The database contains the hardware 
identification for the modules as well as all the parameters necessary to operate the module. A 
history mechanism allows one to keep track of changes to the downloaded parameters. One then 
has knowledge of the parameters that have been used at any time during the data taking period. 
The Online Calibration Database contains the basic calibration data for each readout channel per 
calibration run as well as summary infonnation per SVX chip per calibration run. In addition a 
status word is assigned to each of the readout channels. These databases are implemented using 
ORACLE, which is software maintained by the computing division at Fermilab. 

The Graphical User Interfaces (GUIs) include EPICS as well as other control and monitoring 
interfaces. EPICS (Experimental Physics and Industrial Control System) is used to communicate 
with the hardware. A VME single board computer (power PC MV23xx series) maintains a 
database of symbolic names which are mapped to one or more hardware addresses. A host 
computer can access these symbolic names via an EPICS client The EPICS clients and servers 
then communicate via the Ethemet network. This system allows an easy implementation of a 
centralized control and monitoring system with distributed hardware. 
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The MIL1553 standard is used to communicate with non VME modules. A custom built VME 
module, the 1553 Controller, is used to access the 1553 bus. The 1553 bus is a robust 
communication link widely used in commercial and militaIy aircraft. EPICS is used to 
communicate with the 1553 devices. 

EPICS allows periodic sampling of the hardware. Threshold values are used to issue warning or 
error messages to the Significant Event System (SES). This allows a distributed monitoring of 
variables locally withml the need for a central host. In principle it is possible to implement an 
immediate response to a monitor value that exceeds a set limit directly on the local machine. 
Messages of the SES are regularly monitored by the shift crew. These messages are archived as 
well. 

The programming language used to interface the database and the hardware is Python. Python 
has several advantages: 

• 	 Python is an Object-Oriented Language. It therefore allows the use of modem 
programming techniques. 

• 	 Python is a script language. It is compiled to a compact, byte-oriented stream for 
efficient execution. Program development has fast tum around cycles. 

• 	 Python has a convenient to use TcJ/fk library. The programming of GUIs is simple and 
fast. 

• 	 Python also has a freely available interface to ORACLE databases. 

• 	 A Python wrapper around the C-interface to EPICS has been developed by 00. 

Because of these advantages Python has been the choice to develop GUIs for interaction with the 
database and with the hardware. One of he disadvantages is that the execution speed suffers 
from the fact that Python is a script language. 

A GUI has been developed to interface both the ORACLE database and the hardware. The 
database is used to determine the mapping of the readout electronics. Each module is 
represented by one GUI entity. Each entity has two functionalities: 

• 	 The parameters for a specific module that are stored in the database can be modified. 

• 	 The hardware registers ofthis module can be accessed. 

In addition to providing an interface to single readout modules, global functions acting on a 
complete readout crate are implemented. These include: 

• 	 Complete initialization ofa readout chain. 

• 	 Recording ofa pedestal event. 

• 	 Recording ofa pulser event. 
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• 	 Event display. 

• 	 Reset ofthe VME readout crate. 

• 	 Switching to the readout ofa test pattern. 

• 	 Status scan ofthe bias voltage. 

• 	 Switching the power ofthe readout chips off. 

• 	 Processing ofcalibration runs. 

• 	 Status display ofall modules belonging to one crate. 

Single modules and complete segments of the readout crate can be disabled. In this way every 

readout component can be tested individually during commissioning. 


Additional GUIs are also available: 


• 	 Monitoring ofvoltages, currents and temperatures ofall the silicon detectors. 

• 	 Monitoring and Control of the bias voltage of the silicon. Each silicon detector has one 
or two bias voltages that have to be set individually. A database with the IN parameters 
exists. 

• 	 Monitoring oftemperatures ofthe Interface Boards. 

• 	 Monitoring and Control ofthe low voltage power supplies. 

• 	 Monitoring and Control ofthe VME single board computers. 

• 	 Security monitoring (water leaks, fire, cooling). 

Any EPICS variable can be queried with a frequency of up to 10Hz. Those values are stored on 
disk. Voltages, currents and ternperatures for all the silicon detectors are stored that way. In 
addition, voltages and currents from the power supplies are monitored. A tool to retrieve and to 
display this infonnation exists. 

The calibration of the silicon detectors is done using the Secondary Data Acquisition (SDAQ) 
system. SDAQ is integrated in the 00 DAQ framework. It uses the DAQ components 
Coordinator (COOR), Data State Manager (DSM) and Data Merger (DM) but is distinguished 
from the Primary Data Acquisition by t:be fact that the Level 3 Trigger is not used. The data 
collection and data analysis is done locaIly for every readout crate on the single board computer, 
the Input/Output Controller (lOC). The summary of the calibration result, i.e. pedestal and gains 
and the conesponding uncertainties for each SMT channel, is sent at the end of the calibration 
run to the Data Merger. From there on the data can be handled like normal data. The SDAQ 
Supervisor is a program that handles the conununication between COOR, the Data Merger and 
the various IOCs. EPICS is used for conununication with the IOCs. The calibration result is 
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ultimately received fiom the Data Merger by the Calibmtion Manager which writes the data into 
the ORACLE database. 

The opemting system used on the IOC is VxWorks. VxWorks is a real time opemting system 
that is supported by Fermilab. The SDAQ program running on the IOC can be split into two 
parts: the SDAQ Calibmtion and the SDAQ Monitororing system. During a calibmtion nul the 
SMT readout receives triggers fiom the Trigger Fmmework. This ensures that triggers cannot 
occur while the SVX is reset and takes care of the synchronization between several readout 
cmtes and the synchronization of the SVX clock to the accelemtor clock. A 64-bit DMA tmnsfer 
is used to tmnsfer the data fiom the VRBs to the IOC. 

It is possible to examine the data while the data collection is ongoing. For this purpose a server 
process is nmning on the IOC which upon request sends out data to any client. Histoscope, a 
Fermilab histogramrning package, is currently used to display the data. Data can also be 
tmnsferred via EPICS. 

The SDAQ progmm calculates pedestals, gains and their uncertainties for each of the channels at 
the end of a calibmtion nul. The result S sto~ in the database. A sepamte process uses this 
information to calculate significant pammeters for each readout chip: the threshold for zero 
suppression, the number of noisy strips, and the number of dead strips. Those results are stored 
in the dltabase as well. The calculated threshold can be used as download pammeter for the next 
data taking period. 

The same SDAQ program is used for monitoring while a normal Primary Data Acquisition nul is 
ongoing. In this mode the VRB transfers the data of one of its readout channels into a VRB 
internal Monitor FIFO. A prescale can be set to adjust the mte of monitor events. The 8KByte 
large FIFO can be read out either through the VME back plane or through an auxiliary port. The 
data is collected and analyzed by the IOC. Monitoring the occupancy allows a determination of 
when a new threshold needs to be found. Additional dead channels are determined as well. A 
message is sent to the Significant Event System if a pammeter reaches a limit. Additionally 
surnma:ry information is written on a regular basis to the database. Upon request, complete 
histogmms for specific channels are tmnsferred to a client. 

The oflJine monitoring is implemented with "Examine" processes, which allow one to fully 
reconstruct a small number of events. Apart fiom occupancy histogmms this allows a SMT 
specific event display, Landau distributions of cluster charges and the reconstruction of tmcks 
and vertices. 
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CHAPTER 9 - DETECTOR PERFORMANCE 

9.1 Overview 

The D0 Run 2B group performed a detailed simulation of the Rtm 2B silicon microstrip tracker. 
The simulation included a full Geant simulation of the tmderlying physical process, data-tuned 
models of detector response, and complete reconstruction of simulated events, including pattem 
recognition, within the D0 Run 2B software framework. Quantitative calculations of 
occupancy, impact parameter resolution, momentmn resolution, and b-qumk tagging efficiency 
verifY substantial improvements in performance over the presently opernting Rtm 2A silicon 
detector. These:fu11 Geant results are presented below. 

In addition, qualitative "reality checks" were also performed using the Fermilab MCF AST 
package 1 • These studies were essential for iterating on geometries to optimize the design and 
comparing it to the Run 2A detector. MCF AST assumes perfect pattern recognition, and is most 
use:fu1 for studying resolutions and acceptances under varying conditions. We studied: 
occupancy, distance of closest neighboring hits, efficiency of reconstructing B-hadron decays, 
impact parameter resolution, vertex resolution, and decay length significance. In addition, with 
another toy MC model we optimized the ganging of sensors for staves. A summary of the results 
for the distance of closest neighboring hits is presented here and the detailed discussion of these 
results is found in 00n0te-3911. 

For logistical reasons, the layout used for the Geant simulation was frozen in August 2001. The 
minor differences between simulated layout and lDR baseline design are summarized in the next 
section. 

9.2 Silicon Geometry In The Simulation 

The Rtm 2B silicon detector is modeled as a barrel tracker consistIng of six concentric 
cylindrical layers, numbered from 0 to 5 in going from the innermost rndius of 19 mm to the 
outermost rndius of 164 rnm, respectively. Pseudornpidity covernge extends from -2.5 to +2.5. 
Each layer consists of two sub-layers that preserve a six-fold symmetry for the silicon track 
trigger. Layers 0 and 1 were simulated with axial silicon detectors only, while layers 2 through 5 
contained axial-stereo pairs of single-sided detectors in each sub-layer. Figure 73 shows an x-y 
view of the Run 2B silicon detector geometry as implemented in the simulations; and Table 10 
gives positions, dimensions, and stereo angles ofthe detector modules used for this work. 
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.......................~-~...--.......-------..­

Figure 73 - Geometric layout used in Geant simulation ofRun 28 silicon detector. 
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Figure 74 - Layout ofan axia/~stereo module. 

Barrel modules are assembled end-to-end on long staves placed on carbon fiber support cylinders 
that lie parallel to the 2iaxis of the detector. Staves hold five modules each in layers 0-3 and six 
modules in layers 4-5. The design of the Run 2B silicon detector requires axial modules and two 
kinds of ~stereo "sandwiches". The axial type is simulated as a silicon plate of 1.48 em 
width, 7.84 em length and 300 JlIll thickness. A sandwich silicon module consists of two 
equivalent silicon sensors, one axially oriented and the other rotated with respect to the beam 
axis. The radial distance between the two silicon planes in the sandwich is 2.3 mm, and the 
angle of the rotation is ±2 degrees. The size of the silicon ladders in the sandwiches is 5 em x 10 
em X 300 J.l1ll. An x-z view ofa +2 degree version is shown in Figure 74. 

Low mass readout cables are modeled as copper plates of 1 cm width that go out of the edge of 
first and third silicon modules in every layer. 

Table 10 - Parameters ofthe Run 20 silicon tracker used in the GEANT simulation. 

1.90 / 2.34 
3.17 1 3.54 
5.42 I 6.77 
8.93 / 10.11 

Layer Radius (em) Sensor Piteh Stereo angle# ofsensors in Sensor Length 
(em) (degrees)z (1Jm) 

7.84 50 0/010 
50 0/010 
60 -2/+210 
60 -2/+210 
60 -2/+212 
60 -2/+212 
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The main difference between the simulated layout . and TDR baseline Run 2B silicon detector 
design is in the number of sensors along the beam in layers 0 and I. This leads to an 
underestimate of the nI coverage compared to what should be achievable in Run 2B. The TDR 
mechanical design also implements multiple stereo angles for the silicon detectors assembled 
into the modules: 2.50 for Izl<30 em and 1.250 at Izl>30 em. Other differences also include a 
different readout pitch for layer 1 which is simulated with 50 J.1It1 pitch as opposed to the 58 J.1It1 
pitch for the baseline design. No major differences are expected between results from the 
simulation and those to be achieved in the final design; this is now being checked with a more 
refined detector model. 

9.3 Simulation Of Signal, Digitization And Cluster Reconstruction 

Geant simulates hits in the silicon sensors, and a modified 00 Run 2A package OOSim2 package 
digitizes signals. Input for OOSim consists of a bank of GEANT hits, each of which is described 
by entIy/exit positions and energy deposition in the silicon Silicon dE/dx is simulated via 
explicit generation of cS-rays that resulted in a Landau distribution of deposited energy. No 
additional fluctuations in energy loss were considered. 

The total deposited energy is converted into the number of electron-hole pairs using a coefficient 
C=2.778xI08 GeV-1

• Charge collection on strips is computed from a diffusion model with the 
standard drift and Hall mobility of the charge caniers in silicon evaluated at the nominal silicon 
operating temperature. Charge sharing between strips through intennediate strip wiring is 
determined by inter-strip capacitance, readout-ground capacitance, and the input capacitance of 
preamplifier, values ofwhich are taken from Run2A measurements. 

Electronic noise is added to the readout strips after hits have been digitized. Parameters for mise 
simulation were extracted from the readout electronics noise parameterization and silicon 
detector prototype studies for Run 2A3. This set of parameters leads to a SIN ratio of 16: I, and 
this value is used for all tracking perfonnance studies. For (£cupancy studies the average noise 
was simulated for each channel according to Gaussian distribution with 0=2.1 ADC counts that 
decreases the signal-to-noise ratio to 10: 1, again consistent with the Run 2A data. A similar 
signal-to-noise ratio is expected for the end of Run 2B (see the section on sensors). Only those 
strips above a threshold of4 ADC counts are saved for cluster reconstruction. 

The choice of the threshold for the readout and cluster reconstruction represents a trade-off 
between efficiency of the cluster reconstruction and noise suppression. Figure 75 shows the 
probability to read out a strip as a fimction of strip energy deposition in minimum ionizing 
particle (MIP) equivalents, and to have a fake hit due to electronic noise as fimction of the 
readout threshold One can see that a readout threshold of 6 ADC counts leads to 20% 
probability of losing a strip that collects 1/3 MIP while significantly suppressing the noise 
contribution. 

Reconstruction of one-dimensional clusters was perfonned using a modified package for Run 2A 
cluster finding. The clusters are defined as a collection of neighbor strips with total charge more 
than 12 ADC counts. Only those strips registering above 6 ADC counts are allowed in the 
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c1uster. The position of the cluster is calcuJated with a center of mass algorithm independent of 
the cluster size. 

r
0. 

7S 

Figure 75 - Probability to have a hit on strip with different fraction ofMJP's charge. 

9.4 Analysis Tools 

Occupancy and position resolution studies utilize a modified Run 2A D0 SmtAnalyze package 
that allows access to raw and digitized Geant hits and reconstructed clusters. Pattern recognition 
was perfonned using the D0 Run 2A Histogramming Track Finder4 (HTF) modified for Run 2B­
specific geometric features. The H1F algorithm is based on pre-selection of hit patterns 
("templates") in both the silicon detector and the D0 fiber tracker with particular r-q, and Z-l1 
properties. Hit patterns are further cleaned and fitted using a standard Kahnan filtering 
technique. The separation of r-q, and stereo measuring detectors in the Run 2B silicon detector 
by a finite gap required modification to H1F as the precise z position of hits could be detennined 
only after the actual track direction was found. After suitable adjustment, HTF demonstrated the 
good performance seen for Run 2A. All results assume no degradation in fiber tracker 
performance between Run 2A and Run 2B. 

9.5 Performance Benchmarks 

Basic tracker performance was studied with 2000 event single muon samples generated with 
transverse momenta of 1, 5, and 50 GeV/c. The primary vertex was fixed in the transverse plane 
at x=y=O; and z was distributed about zero with a 15 em Gaussian width. 
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For estimation of the physics perfonnance, representative signal channels have been chosen and 
simulated with zero or six minimum bias (MB) events overlayed. Pattern recognition, track 
reconstruction in jets, and b-tagging efficiency were studied by examining associated production 
of Higgs with a Wboson. The Higgs boson mass was chosen to be 120 GeV/c2, and the Higgs 
was forced to decay to a bb pair. Z-boson production followed by decay to light quarks was used 
to estimate the fake rate of the b-tagging algoritlnn. Minimum bias events were generated with 
PYTIllA using a set of parameters tuned to CDF nUl 1 minimum bias datas. Samples of at least 
2000 events were processed through the full simulation chain for all studies, with larger samples 
of5000 events used for luminosity and occupancy studies. 

9.6 Results 

9.6.1 Occupancy 

Occupancy in the innennost layers is one of the most important issues for the Run 2B silicon 
detector operation and performance. Four concerns related to occupancy impact the design. The 
first, radiation damage limits the lifetime of the sensors and its dependence on radius, is 
discussed in detail in the section devoted to sensors. Second is the number of hits per module to 
be read out per event, which can cause excessive dead time if too large. The relationship 
between number of hits and charge collection per strip is addressed in the electronics section. 
The other concern is that a high occupancy in the innennost layer might lead to a significant 
fraction of wide clusters formed by overlapping tracks that may worsen spatial resolution. The 
occupancy is also an important factor in the pattern recognition. 

Occupancy has been studied in detail using the samples of WH events both with and without six 
additional minimum bias events, and with pure minimum bias events. In all cases, electronic 
noise was added to physics events. Minimum bias events were used to estimate the average 
occupancy as a function of radius. Peak occupancies occur in the WH with six superimposed 
minimum . bias events and were estimated by looking at the silicon module with the highest 
number of frred strips. The highest local occupancy occurs within a jet. If this value is too high, 
both pattern recognition and impact parameter performance will be degraded, resulting in a loss 
ofb-tagging efficiency and consequent physics reach. 

Average occupancy in minimum bias events with and without noise as a function of radius is 
shown in Figure 76. The plot clearly demonstrates that the average occupancy due to physics 
processes in minimum bias events is of about an order of magnitude less than that due to noise in 
the system. The occupancy caused by hits from real particles drops with radius as expected, and 
the noise occupancy practically does not change with radius. This behavior is in part due to the 
relatively low threshold used for the study. 
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Figure 76 - Mean occupancy asfunction ofradius in minimum bias events without noise and with 
average noise. 
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Figure 77 Mean occupancy as function ofz-position ofa silicon module at different radii. Higher 
barrel number corresponds to higher z values. 
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Figure 77 represents the ~dependence of the average occup~cy for WH events without noise in 
the system. It decreases by 50010 for layer 0 away from z=O. At large z, two silicon modules in 
layers 2 through 5 are bonded to each other ("ganged") to minimize cable count. Occupancy for 
these layers clearly increases in the outer barrels mere ganging is applied, but not to a level that 
hanns detector performance. 
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Figure 78 - Mean occupancy in layer 0 without noise and with average noise as afunction ofthe 
readout threshold. 
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Figure 79 Peak occupancy without noise and with average noise at different readout thresholds as 
function ofthe radius. 
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Dependence of the average occupancy on the readout threshold is shown in Figure 78 for WH 
events without pile-up. A reduction factor of 1.8 in the average occupancy can be obtained by 
using a threshold of 5 ADC counts. An additional reduction factor of two can be achieved by 
using the readout threshold of 6 AOC counts. This does not significantly affect the signal 
readout efficiency while the SIN ratio is higher than 10: 1; but losses of efficiency would be 
expected for smaller SIN ratios. 
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Figure 80 - Peak occupancy in WH events without pile-up and with 6 minimum bias events as 
function ofthe radius. 

Peak occupancy as a function of radius for b-jets in WH+O MB events is shown in Figure 79. At 
small radii (less than 5 em), peak occupancy drops from 8% in layer 0 to 6% in layer 1 b. For 
larger radii occupancy is nearly independent of radius since the size of the b-jet is smaller than 
the area of a module. Dependence of the" peak occupancy on luminosity is shown in Figure 80. 
At the higher luminosities corresponding to an additional 6" MB events peak recupancy increases 
by a factor 1.5 in all layers compared to low luminosity case. 

9.6.2 Cluster size and spatial resolution 

Spatial resolution plays an important role in the impact parameter resolution and in pattyrn 
recognition. Factors detennining spatial resolution include detector pitch, presence of 
intennediate strips, signal-to-noise ratio, the clustering algorithm, Lorentz angle, and direction of 
the track. 

The importance of two-track resolution in reconstructing b-quarks jets can be immediately 
appreciated from Figure 81. The results shown in this figure have been obtained using the 
MCF AST simulation referred to above. This figure shows the fraction of tracks from Bdecays 
in WH events which have a nearest neighboring hit within a given distance as a function of 
radius near z = 0.0 em. The neighboring hit can be from any other track. The plot is taken from 
a sample of events with no extra minimum bias events. Adding in five minimum bias events did 
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not change the plot, showing that close neighboring hits arise from within the B-jet itself. 
Fractions for three different distance windows are shown. At the smallest radius (2.0 em), more 
than 50% ofthe tracks have nearest neighbors within 300 microns. 
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Figure 81 -Fraction oftracks that have a nearest neighboring hit within a given distance as a 
function ofradius near z = 0.0 em, for three different distance windows. 

The two inner layers are equipped with 50 /Jlll pitch sensors, and the outer four layers contain 
sensors with 60 /Jlll pitch. Figure 82 shows the fraction of clusters as a function of number of 
strips for single muons in the inner and outer layers. Intermediate strips cause two-strip clusters 
to dominate, leading to an intrinsic single cluster resolution of about 6 /Jlll. Fractions of one-, 
two- and three-strip clusters are shown in Table 11 together with expected spatial resolutions. 
Resolutions derived from one- and three-strip clusters are given in Figure 83 and Figme 84, and 
are approximately the same for inner and outer layers. No mis-alignment of the silicon detectors 
was assumed. 
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Figure 82 - Cluster size distribution in layer 0 with 50p.m readout pitch and layer 3 with 60p.m 
readout pitch. 
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Figure 83 - Spatial resolution derived/rom the clusters in the two innermost layers with readout 
pitch 0/50 p.m. 
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Figure 84 - Spatial resolution derived/rom the clusters/rom/our outer layers with readout pitch 
0/60p.m. 

142 



00 Run 2B Silicon DeteCtor Technical Design Report v3.0 

Table} } - Position resolutions for various cluster sizes. 

Layers 0,1 Layer 2-5 

lNumberof 1 2 3 1 2 3 
~trlps 

IFraction of 0.1 0.6 0.23 0.2 0.64 0.13 
lusters 

lResolution 6.8 5.3 6.7 8.2 5.5 8.1 
kJ,un) 

Figure 85 and Figure 86 show distributions of the nwnber of strips in clusters for WH and WH 
events with pile-up. The average nwnber of strips per cluster for physics events is higher than 
for single muons. 
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Figure 85 - Cluster size (number ofstrips) in WH events without pile-up. 
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Figure 86 - Cluster size (number ofstrips) in WH events with an additional 6 minimum bias 
events. 
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Figure 87 - Hit position resolution in WH events obtained with non-shared clusters. 
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Figure 88 - Hit position resolution in WH events obtained with shared clusters. 

Clusters fonned by more than one track are denoted as "shared clusters". Cluster sharing leads 
to worse spatial resolution, reduced ability to find tracks close together, and a drop of impact 
parameter resolution and b-tagging efficiency in the end. The spatial resolution for clusters 
produced by one track is about 7 IlIll (Figure 87) while the hit position resolution in the inner 
layers for WH events for shared clusters is about 27 IlIll (Figure 88). Figure 89 shows the 
probability for N tracks to share a reconstructed cluster as a function of N. One can see that this 
distribution is wide, and the fraction of multi-track clusters fonned by more than two tracks is 
about 90%. The average number of tracks in shared clusters is 6.5, leading to the observed 
serious degradation of spatial resolution for these cases. Another way of saying this is that the 
peak at small track separation evident in Figure 89 is due to having many tracks close together in 
a relatively small number of events. This high multi-track correlation effect does not easily 
reveal itselfin simple parametric Monte Carlo studies perfOImed with tools such as MCFast. 
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Figure 89 - Average multiplicity ofthe tracks which form a shared cluster. 

The fraction of shared clusters is shown in Table 12 for WH and WH events with pile-up for 
different layers. The largest cluster sharing of about 6% is obseIVed in layer O. The fraction of 
shared clusters decreases with radius for the inner layers and is ahnost constant for the outer ones 
since the separation oftracks in b-jets increases modestly over the silicon detector volume. 

Table 12 - Percentage ofshared clusters vs. layer for WH events with and without six minimum 
bias events overlaid. 

LOa LOb Lta Ltb L2a L2b L3a L3b L4a L4b LSa LSb 

WHevents 5.3 4.5 3.5 3.0 2.3 2.2 I.3 1.4 1.1 0.96 0,9 1.0 

WHwith6 .. 
bias 5.9 4.7 3.5 3.2 2.5 2.1 1.5 1.4 1.1 1.0 0.9 1.0 

9.7 Physics Performance Of The Run 2B Tra~ker 

As discussed earlier in this document, the main Run 2B physics goal is the search for the Higgs 
boson. Other important investigations will center on top-quark properties, precision 
measurements of Wboson mass and width, b-physics, and searches for supersymmetry and other 
new phenomena. All physics would benefit from improved track reconstruction efficiency and 
momentum resolution in a Run 2B tracker with an upgraded silicon detector. However, higher 
b-tagging efficiency keys new physics discovery potential in 00. 
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The following sections summarize the track reconstruction efficiency, accuracy of the track 
parameter measurements, and b-tagging efficiency obtained from studies ofWH events. 

9.7.1 Single track performance 
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Figure 90 -pT-resolution as afunction ofpTfor single muons in Run 2A (without disks) and Run 
2B. 

The PT resolution o(pr) for single muons is shown in Figure 90, together with O(PT) calculated 
for the Run 2A tracker. In order to make the two geometries more similar and thus provide more 
consistent comparison in the forward hi-region, the It and H-disks were taken out of the Run 2A 
simulation. The resolution in Run 2B is expected to be 1.5 times better than the existing tracker. 
The main reason for that improvement is the larger number of precision measurements per track:, 
particularly at larger III I. 

Reconstruction efficiency as function of 111 I is shown in Figure 91. It is fairly flat up to n1=1.5 
for all transverse momenta. Because tracks at larger 11 miss the fiber tracker altogether and 
cannot produce the minimum four hits required for silicon-only tracking, the reconstruction 
efficiency begins dropping above III 1=1.5, falling to 90010 by 111 1=2. 
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Figure 91 - Reconstruction efficiency as function of? ofmuons with p T=1,5, and 50 Ge Vic. 

Impact parameter resolutions in the transverse plane and z-direction are important for heavy­
flavor tagging, primaIy vertex reconstruction (especially at high lwninosity), and detection of 
secondaJy vertices. At high momenta (pr>lOGeV), resolution is determined to a large extent by 
the measurements in layer O. At smaller momenta, it depends on multiple scattering and 
therefore the material distribution in the tracker. Transverse impact parameter resolution as 
fimction of PT of single muons is compared to that in Run 2A in Figure 92. Improvement by a 
factor of 1.5 is expected for 0'(<10) over the whole Pr region. This can be understood as being due 
to the closer (to the interaction point) first measurement in the Run 2B silicon detector and to the 
larger number of precision measurements. Indeed, for a simple two layer detector with 
measurements of hit resolution O'meas at radii Rinner and ~uter, the impact parameter resolution is 
simply O'(<1o)-O'meas(1 +Rinnerl Router). ,The ratio Rinnerl Router is 0.27 in Run 2A and 0.11 in Run 2B. 
This geometric change accounts for almost all of the impact parameter resolution improvement. 

The transverse impact parameter resolution 	0'(<10) as function of hi is shown in Figure 93 for the 
Run 2B tracker and for the Run 2A tracker without disks. For Run 2B, a slight degradation in 
0'(<10) is observed for low-PT tracks with increasing jllj; for high-PT tracks the distribution of 
transverse parameter resolution vs. III j is flat. These behaviors are expected ftom the enhanced 
contnbution ofmultiple scattering at large IIIIand small PT 

Dependence of the longitudinal impact parameter resolution on PT is shown in Figure 94. 
Because of the absence of three-dimensional measurements in layer 0 and the relatively 
worsened z-resolution obtained with T stereo detectors compared to the 90° detectors in Run 2A, 
the resolution in longitudinal impact parameter resolution in Run 2A degrades to 280 Jl111 for 
high-Pt muons. 
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Figure 92 - Transverse impact parameter resolution as function ofpTfor single muons. 
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Figure 94 - Longitudinal impact parameter resolution as a function ofp T for single muons. 

9.7.2 b-tagging performance 

B-tagging is the main tool for searches for the Higgs boson and many supersynunetric objects, as 
well as for top physics. The main goal of 1>tagging methods is to reject jets produced by light 
quarks and gluon jets while preserving a high efficiency for tagging of the b-jets. Pre-selection 
of b-jets is based on the relatively long lifetime of B hadrons. Rejection of charm jets is limited 
by the finite lifetime of charmed hadrons, and rejection of gluon jets is bounded by contributions 
from gluon splitting to heavy quarks at branching fractions of a few percent. Experimental 
limitations for ideal b-tagging arise from inefficiencies of the track reconstruction in jets, impact 
parameter resolution and secondary vertex resolution. 

The overall track reconstruction efficiency in jets together with the corresponding fake track rate 
is presented in Table 13 for WH events at low and high luminosities. There is slight degradation 
in the track finding efficiency at high luminosity, but the fake track rate is negligible in both 
cases. The average track reconstruction efficiency in jets Etr-j is consistent with that for Run 2A. 

Table 13 - Track reconstruction efficiency andfake track rate in jets in WH events without pile-up 
and with 6 minimum bias events. 

s,r-] Fake rate 

WH + 0 min bias events 84% 0'(),,10 

WH + 6 min bias events 81% 0.1% 
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Figure 95 - Track reconstruction efficiency in b-jets asfunction ofthe /?/ ofthe jet. 

Figure 95 shows Etr.j as fimction of the jet nI for WH+OMB and WH+6MB events. The behavior 
of Etr.j in jets is similar to the single-track perfonnance. It is high ( -88%) in the central region 
and quickly degrades beyond the fiber tracker boundary to -60% at tll=2. The relative drop in 
efficiency for higher 111 I is more pronounced in jets than observed for isolated muons. That can 
be explained by the fact that the more energetic jets at higher 111 I produce higher track 
multiplicity, making pattern recognition more complicated Taking into accooot that b-quarks 
from Higgs boson decays and top decays produce mostly central jets, one can expect the overall 
perfonnance to be dominated by a track reconstruction efficiency in jets of85-88%. 

A signed impact parameter (SlPtag) method6 was used to evaluate b-tagging perfonnance. A 
SIPtag requires that: 

• 	 Tracks lie within a cone LlR < 0.5 around the jet axis; 

• 	 Selected tracks have Pr > 0.5 GeVIc, good reconstruction quality, and at least two hits in 
the silicon; 

• 	 At least two tracks have an impact parameter significance S= <i>/a(do»3 or at least three 
tracks have S> 2. 

To estimate the "true" b-tagging efficiency the numbers of b, c, and s and light quarlcs with E>20 
GeV and In I<2 were counted; and their parameters were compared to those of tagged ~jets. If a 
tagged jet was within a cone distance LlR<0.5 about one of the light quarks, the flavor of that 
quark was assigned to the jet. 
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The b-tagging efficiency Eb is defined as the ratio of the number of jets with assigned b-flavor to 
the total number of b-quarks in the considered acceptance. The mistagging rate is defined as the 
ratio of the number of b-tagged jets originating from light quarks to the total number of jets 
produced by light quarks in the considered (E, T) )jet acceptance. 
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Figure 96 - b-tagging efficiency asfunction of IN ofthe tagged jet. 
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Figure 97 -Mis-tagging rate asfunction of I?I ofthe taggedjet. 

Figure 96 shows the b-tagging efficiency Eb vs. hi of the reconstructed b-jets in WH +0 MB 
events. The average Eb per jet of 69010 is 19% higher than in Run 2A. This is a consequence of 
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the improved impact parameter resolution due to the presence of layer O. The b-tagging 
efficiency is above 70010 for 1111<1, reflecting the high track reconstruction efficiency in jets in 
that region. It decreases with increasing nl to 45% at n1=2. Dependence of the mis-tagging rate 
on the jet Irll was studied using Z-boson decays to light quarks; it is shown in Figure 97. The 
mis-tagging rate varies between 1% and 2% over the whole hi region. This is roughly two times 
better than the expected Run 2A perfonnance. 

Figure 98 - b-tagging efficiency asfunction ofthe energy ofthe taggedjet. 
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Figure 99 - Mis-tagging rate as function ofthe energy ofthe tagged jet. 
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Dependencies of the b-tagging efficiency and the mis-tagging rate on recons~cted jet energy. Ij 
are shown in Figure 98 and Figure 99, respectively. The best perfonnance m terms of b-taggmg 
is expected for jets with ~ ..... 70-100 GeV. The rise of efficiency above ISO GeV is not 
statistically significant Due to insufficient statistics, the mistagging rate is estimated only up to 
140 Ge V and is demonstrated to be about 1.5 % in the whole considered energy scale. 

Probabilities to tag an event with one or two b-jets are shown for Run 2A (estimated from Z. 
boson decays to bb) and Run 2B (from WH events) in Table 14. 

Table 14 - Probabilities to tag an event with one or two b-jets. 

lRun lA lRun lB 
P(nb> 1) 168% 80% 

P(nb~l) ~1% 13S% 

One can see from the table that an essential improvement in the selection of events with b-tagged 
jets can be achieved with the Run 2B tracker as compared to the existing tracker. Taking into 
account the lower mis-tagging rate obtained in the Run 2B geometry, one can conclude that the 
signa]-to-background ratio in all analyses involving b-jets will be significantly better in the next 
nut 

Because of the slight degradation of the track reconstruction efficiency in jets with increasing 
luminosity, the b-tagging efficiency per jet (Eb) deteriorates from 69% without pileup to 66% 
with an additional six minimum bias events. This leads to the slightly decreased values P(Ilb ~ 
1)=76% and P(Ilb ~ 2)=33%. Mis-tagging rates were not seen to increase significantly at higher 
luminosity. 

9.8 Conclusions 

The Run 2B silicon detector demonstrates good physics perfonnance in a realistic simulation that 
includes detailed physics and detector response modeling and full pattern recognition. The 
physics perfonnance studies prove that the proposed silicon design meets the requirements of the 
physics program of00 Run 2B. 

The choice of small-degree stereo detectors leads to a significant decrease in ghost tracks and a 
consequent improvement in pattern recognition. The additional layer S at radius R=16 em helps 
to improve PT resolution for non-central tracks. The new ayer 0 at a small radius results in a 
factor of 1.5 improvement in impact parameter resolution. As a consequence the single b­
tagging efficiency per jet improves by 1 ~Io compared to that obtained with Run 2A; and the 
percentage of events with two b-tagged jets will be 14% higher than in Run 2A at a fixed mis­
tagging rate. 

Predictions made for discovery limits of the Higgs boson in Run 2B were based on the 
assumption that 00 would have the same perfonnance as in Run 2A. The proposed silicon 
detector is shown to deliver even better perfonnance for high-PT processes. 

IS4 



D0 Run 2B Silicon Detector Technical Design Report v3.0 

I "MCFast Docmnentation Version v5_1", P. Avery et ai, http://www-patfual.gov/mcfast.html. 

2 http://www-dO.fual.gov/newdO/dOatworklcomputingIMonteCarloisimulationidOsimhtml. 

3 1. Ellison and A. Heinson, ''Effects of Radiation Damage on the D0 Silicon Trncker", D0 note 
2679, July, 1995. 

4 A. Khanov, R Demina "Histogrnrnming Trnck Finding Algorithm Perfonnance Study", D0 
Note 3845. 

5 R Field, "The Underlying Event in Hard Scattering Processes", http://fhth3l.fual.gov/runiimc. 

6 A. Khanov, R Demina "Histogramming Track Finder: The impact parameter b-tagging 

perfonnance", 00 Note 3855. 

155 

--------------------------- ...-~-- .. --..­

http://fhth3l.fual.gov/runiimc
http://www-dO.fual.gov/newdO/dOatworklcomputingIMonteCarloisimulationidOsimhtml
http://www-patfual.gov/mcfast.html


D0 Run 2B Silicon Detector Technical Design Report - v3.0 

CHAPTER 10- BUDGET 

The scope and timescale for building the D0 Run 2B silicon detector will require a tremendous 
amount of effort from the members of the collaboration as well as the engineers and technicians 
associated with them. The collaboration set up a Run 2B silicon study group in 2000 to start the 
specification and design stage for a new silicon tracker. Participation by many groups aided in 
forming a conceptual design and developing it to the point were we can now submit it as this 
TDR During this time, a considerable effort has gone into simulations of the physics processes, 
thermal and mechanical studies, as well as electrical design studies. We have also benefited by 
analyzing the successes and failures in the Run 2A silicon detector design, the production of 
ladders, and their perfonnance. The D0 Run 2B silicon group has also been aided by joint 
discussions with CDF. For instance, in the Fall of 2000, the readout chip was chosen to be the 
SVX4 chip so as to make a joint CDF -D0 chip. Joint discussions between the collaborations are 
formalized through a Silicon Run 2B Task Force which was setup by the Laboratory. We will 
continue to utilize this resource to help expedite the construction of our detector. 

The Run 2B silicon detector project has been analyzed and put in a Work Breakdown Schedule 
(WBS). A cost estimate has been carried out based on this WBS structure. The Materials and 
Supplies (M&S) budget is summarized in Table 15. The total project cost is estimated to be 
slightly over $8M, with a contingency of about $3.4M. The readout system accounts for the 
largest fraction of the budget with $3.6M. This cost includes $0.5M for SVX4 chips, $0.7M for 
hybrids, $1.1M for cables, and $0.75M for various data acquisition cards. In addition $0.55M is 
budgeted for power supplies. There are three types of cables each accounting for about one-third 
of the cable cost: analog cables for layer 0, digital jumper cables which run from the hybrid to 
the junction card, and twisted pair cables which run from the junction card to the adapter card. 
The total silicon sensor budget is $2.2M. More than 2700 production sensors will be purchased 
as well as the necessary prototypes. The mechanical budget includes the costs for producing the 
layer 0 and 1 support structure at $0.4M, the layer 2-5 support infrastructure at $0.5M, and the 
beatnpipe for $0.225M. 

WBS 1.1 SILICON TRACKER 
WBS 

1.1 

ITEM 

SILICON TRACKER 

MATERIALS & SERVICES (M&S) 

Ullit # Unit M&s 

Cost TOTAL 

!cONTINGENCY 

% Cost 

TOTAL 

Cost 

1.1.1 Sil{cqll·~. 2'44400 31 70332( 294772( 
I? kmio,qS~ ~.1i'7S211 47 

SO 
n 

1.692.004 

80S 845 
nlln~n 

5.129.52, 

1.13 

14 

'l~O#4FQbrkiiiloiJ 
DeieclQf' dSseinblv lind TeitIIHr 

. 1608700 
.t?Onnn 

2414.54 
S67.05{ 

1.1.5 1~lolkj" 90000 47 42.500 132.50( 

1/\ Sol!wDre ... .. .. (I nnn .,., 
lL400 62.40( 

1.1 SILICON TRACKER 8060620 42 3.393119 11453739 

Table 15 - M&S Cost Estimate 
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A successful proposal for an NSF Major Research Instrumentation grant was submitted in 
Februaty of 2001 for this project. This grant will be managed by a consortium of 8 University 
groups: The University of Kansas (KU), Brown, California State University at Fresno (CSUF), 
Kansas State University (KSU), Michigan State University (MSU), State University of New 
York at Stony Brook (SUNY-SB), University of lllinois at Chicago (UlC), and University of 
Washington (UW). Foreign collaborators at CINVEST A V in Mexico and Moscow State 
University provided a substantial portion of the necessary matching fimds. These groups, along 
with Fennilab, will fonn the core for the necessary manpower needed for the project. The 
Principal Investigator is Alice Bean (University of Kansas) who is also th: Deputy Project 
Manager for the Run 2B silicon project. The grant provides for $1.68 million dollars from the 
NSF and almost $800K of matching money from the institutions involved to be fimded over a 
three year period starting August 15, 2001. The fimds from this grant will be managed under the 
Run 2B silicon project. 

The timeline for completion of this project is vel)' tight. In order to take advantage of the 
luminosity that the Tevatron will deliver, and be competitive with the LHC, we need to install 
the silicon detector into 00 in calendar year 2004. The group has proceeded to produce a 
resource loaded schedule in order to see how these deadlines can be met. To meet this schedule, 
silicon sensors will need to be ordered in late 2001 and delivered by mid-2003. Prototyping for 
all components needs to be completed by summer of 2002. The SVX4 chip development 
schedule calls for final delivery of chips in mid 2002 with prototype chips available by the end of 
2001. These prototype chips will allow testing procedures to be finalized and hybrid design and 
prototyping to proceed. Module assembly and construction will start in the fall of 2002 to be in 
full swing during 2003. 
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CHAPTER 11 - SUMMARY 

A design effort within D0 has been proceeding for the past two years to provide a new silicon 
detector capable of exploiting the physics potential available with the Tevatron Run 2B. The 
design studies for this new silicon detector were earned out within a set of boundary conditions 
set by the Laboratory. Even though these are significant, the new detector presented in this 
document is designed to have better performance than the Run 2A detector. The proposed 
silicon detector has a 6 layer geometry arranged in a barrel design. The detector will be built in 
two independent half..modules split at z=O. The six layers, munbered 0 through 5, are divided in 
two radial groups. There are a total of 2184 silicon sensors in this design, read-out with 888 
hybrids containing 7440 SVX4 chips. For comparison, the Run 2A silicon detector has 793K 
readout channels while the Run 2B one will have 952K readout channels. The Run 2B silicon 
detector is designed to allow for faster construction due to fewer and simpler parts than the Run 
2A device. With the new detector we will have better stand-alone silicon tracking. We have 
optimized our design to the extent possible to obtain a detector that is superior to the Run 2A 
detector and that will allow us to be well placed for the possibility ofdiscovering new physics. 

The physics perfonnance studies prove that the proposed detector design meets the requirements 
of the physics program of D0 Run 2B. The choice of small-degree stereo detectors leads to a 
significant decrease in ghost tracks and thus improved pattem recognition. Layer 5 at a mdius of 
16 em helps to improve the ~ resolution for non-central tracks. The new layer 0 at small radius 
results in a factor of 1.5 improvement in impact parameter resolution. As a consequence, the 
single b-tagging efficiency per jet improves by 19010 compared to that obtained with Run 2A; and 
the percentage of events with two b-tagged jets at fixed mistag rate will be 14% higher than in 
Run 2A. Predictions made for discovery limits of the Higgs boson in Run 2B were based on the 
assumption that D0 would have the same perfonnance as in Run 2A. The proposed detector is 
shown to deliver even better performance for high-pr processes. 
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APPENDIX A - RUN 2B PROJECT MANAGEMENT 

Most of the structure of the project management for Run 2B has been put in position during the 
past few months, with personnel assignments for the uppermost tier having been in place since 
June of this year. The current organization chart is shown in Figure 100. Jonathan Kotcher from 
Brookhaven National Laboratory is the Project Manager, with his selection having been 
approved by the Fennilab Directorate. Richard Partridge from Brown University is the Deputy 
Project Manager, with a term of one year. He will assist in all aspects of project development 
and management, with a special emphasis on guiding and overseeing the physics studies and 
simulations as the designs reach fiuition. Much of the focus of the Run 2B upgrade is related to 
electronics and triggering elements. Marvin Johnson of Fennilab has agreed to serve as the 
Technical Coordinator, bringing an important set of skills and experience to many of the sub­
projects we are pursuing. Bill Freeman of Fennilab will oversee the Run 2B Project Office, 
through which all upgrade schedule and cost development, accounting, and tracking will be 
managed. 

The silicon sub-project organization is well established. Marcel Demarteau from Fermilab has 
agreed to serve as Silicon Sub-Project Manager, and has served in this capacity since June, 2001. 
Alice Bean from the University of Kansas is the Deputy Silicon Sub-Project Manager, and will 
serve for a term of one year. This latter assignment was made in early July. Further sub­
divisions of the silicon sub-project, with their personnel assignments (where known), are shown 
in Figure 100. These sub-headings consist of mechanical; sensors; electronics; 
assembly/production; quality assurance, testing, and bum-in; simulation; and radiation 
momtonng. The few outstanding assignments will be made as preparations for detector 
fabrication become more intensive. The silicon management structure was developed over the 
summer, and the sub-project is maturing into an efficient, well-coordinated effort. 

The remaining portions of the project at WBS level 2 are divided into the three trigger levels ­
Levels 1, 2 and 3 - the online system, and installation and infrastructure. Each of these 
subsystem managers, including the silicon sub-project managers, reports directly to the project 
management All personnel assignmeIts have been made at this level of the project, with the 
exception of that overseeing installation (this is commented on below). Hal Evans (Columbia 
University) and Darien Wood (Northeastern University) are managing the Level 1 trigger sub­
projects. The Level 2 trigger is being managed by Robert Hirosky (University of Virginia) and 
Jim Linnemann (Michigan State University). Gerald Blazey (Northern Illinois University) and 
Paul Padley (Rice University) oversee the Level 3 system, and Stu Fuess (Fennilab) and Paul 
Slattery (University of Rochester) the upgrades to the online system. This mix of personnel 
represents a sought after balance between adopting new, fresh approaches on the one hand, and 
maintaining the historical base and some measure of technical continuity on the other. Evans, 
Wood, Hirosky, and Padley, while new to their roles as D0 WBS Level 2 sub-project managers, 
have each made very significant contributions to the experiment in past years in leadership roles 
in the hardware, and in various aspects of the software and physics. Linnemann, Blazey, Fuess, 
and Slattery were sub-project managers at different levels in the previous upgrade; their 
participation is of particular utility in maintaining continuity in the sub-projects they are 
overseeing. 
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We note that most of the issues related to installation and infrastructure for this upgrade are 
associated on the mechanical side with the staging, insertion, and alignment of the silicon 
detector into the bore of the solenoid, and on the electrical !ide with a relatively minor but finite 
amount of new infrastructure that will be needed to accompany the upgraded trigger hardware. 
With Run 2 now scheduled to last six or more years, long-tenn maintenance has also become 
more of a concern. At the moment, these issues are being developed and overseen within the 
associated sub-projects. Should it be decided as the project becomes more clearly defined during 
the coming months that a separate WBS Level 2 sub-system is needed to address these problems 
more directly, we will make the appropriate manpower assignments to the installation and 
infrastructure sub-project. In anticipation of this possibility, we have begun discussions with the 
principals who might be asked to oversee this effort. 

Management positions associated with the various sub-projects at WBS level 3 are as shown in 
the organization chart. While most of the assignments have been made, three under the Level 1 
trigger heading remain to be filled. These include the Level 1 calorimeter trigger upgrade, the 
Fiber Tracker Trigger (SIFT) chip replacement for 132 nsec running, and a possible upgrade to 
the Levell tracking trigger to aCCOmniodate high luminosity data taking. We are following the 
recently submitted recommendations of the Run 2B Trigger Upgrade Task Force as we define 
and finalize these projects. Intial design work and, in the case of the SIFT replacement, an initial 
chip submission, are underway in all of these cases, as are discussions with potential contributing 
institutions (from both the United States and France) and possible sub-project managers. We 
direct the reader to the Trigger Conceptual Design Report for more details about the status of 
these and other WBS Leve13 trigger sub-projects. 

An understanding of the role, charge, md scope of responsibility of each of the principals chosen 
to lead the various portions of the upgrade project has been reached between the relevant parties. 
More detailed descriptions of these and other roles will be contained in writing in the Project 
Execution Plan, which is being prepared for submission on November 15 to the Laboratory. We 
also note that the Run 2B upgrade described here includes Run 2A trigger sub-projects that have 
not yet been completed. The project management structure shown was created in order to help 
ensure coherent, centrally managed oversight of all projects required for the accwnulation of 17 
pb'l or more during the whole of Run 2 - Run 2A + 2B. Successful completion of all of the sub­
projects is essential for attaining our physics goals; we therefore believe it is essential to treat 
them all on an equal footing from the outset as the new project is defined. Further details on this 
issue can be found in the introduction to the Trigger Conceptual Design Report. 
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