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ABSTRACT 

The conceptual design of a large superconducting solenoid suitable for a magnetic detector 
at the Superconducting Super Collider (SSC) was done at Fermilab. The magnet will 
provide a magnetic field of 1.7 T over a volume 8 m in diameter by 16 m long. The 
particle-physics calorimetry will be inside the field volume and so the coil will be bath 
cooled and cryostable; the vessels will be stainless steel. Predictibility of performance 
and the ability to safely negotiate all probable failure modes, including a quench, are 
important items of the design philosophy. Our conceptual design of the magnet and 
calorimeter has convinced us that this magnet is a reasonable extrapolation of present 
technology and is therefore feasible. The principle difficulties anticipated are those 
associated the the very large physical dimensions and stored energy of the magnet. 

INTRODUCTION 

A large solenoid is being considered as part of a detector for an experiment to be 

performed on the Superconducting Super Collider (SSC). The conceptual design of a 

solenoid suitable for such a detector was done at Fermilab and some preliminary 

specifications have been developed. Some of the requirements placed on the SSC 

detector magnet by the nature of 20 TeV proton-proton interactions are similar to those 

for other large diameter solenoids found at high-energy physics laboratories around the 

world, but others are remarkably different. One significant difference in the detector is 

that, unlike collider detectors for LEP at CERN and the Tevatron at Fermilab, both 

electromagnetic and hadronic calorimetry for the SSC detector will be inside the bore of 

the magnet. As a result, the coil and cryostat do not have to be "thin" in terms of 

radiation or absorption lengths. We have chosen to adopt a bath-cooled, cryostable coil 

design and to use stainless steel rather than aluminum for the helium and vacuum 

vessels. We believe that these choices will contribute greatly to the reliability and 

predictability of the magnet system. 

Our magnet design provides a magnetic field of 1.7 T over a cylindrical volume 8 m m 

diameter and 16 m long. An iron yoke will reduce the excitation required and will 
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assist in providing muon identification and a redundant momentum measurement of the 

muons. The stored energy in the magnetic field is 1.4 GJ. 

The calorimeter and central tracking chamber for the detector will occupy a volume 8 

m in diameter by 16 m and will weigh about 5000 metric tonnes. This weight could 

be transmitted to the floor of the detector hall either through the vacuum vessel of the 

magnet cryostat or through an independent support structure. The calorimeter would 

be split at the longitudinal center for supports to minimize lost pseudorapidity coverage 

by the tracking and calorimetry. We have decided on two independent calorimetry 

support structures each 8 m long--the trussed cylinder shown in Fig. 1. This structure 

1s a stainless steel weldment with a radial thickness of 250 mm. The cylinders are 38 

mm thick, while the truss web is made of 12 mm plates. The deflection of the 

structure when loaded with the calorimeter modules was calculated with a finite element 

analysis to be about 30 mm; it would be attached to the iron yoke at both ends. The 

calorimeter modules would rest on rails along each side of the truss structure and could 

be installed from either or both ends. 

We have adopted a fabrication and assembly plan in which eight 2-m long coil and 

vacuum vessel modules are fabricated and individually tested with liquid helium. These 

modules are then assembled into two 8-m cryostats, each with a liquid helium storage 

dewar. These coil-cryostat assemblies are then lowered into the experimental hall and 

mounted to the iron yoke. 

A more detailed scenario for this plan is: (1) The coil is wound in 2-m long modules 

about a vertical axis, and each module closed to form a liquid helium vessel. (2) The 

coil-helium vessel module is installed inside a 2-m outer vacuum vessel module, with 

liquid nitrogen cooled thermal shield attached, by a temporary support system. (3) The 

vacuum vessel is then closed with a temporary inner vacuum shell and annular heads. 
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Fig. 1. Calorimeter support structure. (a) cross section geometry, (b) structure with 

module rails and Hillman rollers and support arms to iron yoke. 
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(4) The current lead chimney is completed and the cryogenic lines connected to a 

temporary supply of liquid nitrogen and helium. (5) The 2-m module is cooled, filled 

with liquid helium, and tested to an appropriate current. (6) Four coil-outer vacuum 

shell modules are assembled and bolted together to form an 8-m cold mass supported in 

an 8-m outer vacuum shell with a radial-axial separated-function support system. (7) 

The inner vacuum shell and thermal shield are inserted and the closure welds made. 

(8) The helium storage dewar and connecting piping are then attached to this 8-m 

cryostat assembly. (9) The two 8-m assemblies could be cryogenically and electrically 

tested at this point. (10) These finished 8-m assemblies, each weighing about 800 

metric tonnes, are lowered into the underground detector hall and secured to the iron 

yoke in a way that allows for a 20°C thermal contraction of the 8-m vacuum vessel. 

Figure 2 shows an 8-m assembly. 

The parameters adopted for this conceptual design report are given in Appendix A. 

Backup calculations related to conductor sizing, quench behavior, coil charging and 

discharging are given in Appendix B. We realize that further, more detailed 

calculations and reliability-cost optimizations will probably result in final design 

parameters somewhat different from these. However, we believe that these, usually 

conservative, parameters are useful in determining the engineering feasibility of the 

magnet. 

QUENCH PROTECTION AND CONDUCTOR SPECIFICATION 

In order to accomodate a calorimeter 8 m in diameter, the inner diameter of the inner 

vacuum shell is 8.9 m. Cryostat shell thicknesses, the radiation shield, insulating 

vacuum space and electrical insulation occupy 337 mm (13.5 in) so the inner diameter 

of the first layer of the superconducting coil is 9.574 m. To reduce the liquefaction 
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Fig. 2. Eight-meter assembly. 
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demand on the helium system, we chose an operating current of 5 kA. All eight 2-m 

coil modules are connected in series electrically so that the same current flows in each. 

Each 2-m coil module has a pair of gas-cooled current leads which will be used for 

testing the module. The current lead chimneys will permit four 2-m coil modules to be 

connected in series with superconducting bus in liquid helium. We believe that it 1s 

essential that the coil survive a 5-kA quench without damage. We have chosen to 

provide this protection through the use of an external 0.1 [l fast discharge resistor and 

by specifying a conductor current density consistent with an adiabatic maximum hot 

spot temperature following a quench of 90 K. The current density was calculated with 

the simplistic, very conservative heat balance method: 

where J0 = conductor (copper) current density at the operating current 

L = coil inductance = 112 H 

R = fast discharge resistor 0.1 [l 

L/R = maximum fast discharge time constant 

7 = conductor (copper) density [kg/m3] 

C(ll) = conductor (copper) specific heat [J /kg-K] 

p(ll) = conductor (copper) resistivity [rl-m] 

1120 s 

110 = superconducting-normal transition temperature - 10 K 

llm = adiabatic maximum hot spot temperature 

With llm - 90 K and copper with RRR 

A/mm
2

. 

100, J 0 - 1.07 x 107 A/m2 10.7 
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The conductor for the magnet will be built up with a Nb-Ti/Cu monolith or cable 

soldered into additional copper stabilizer. The dimensions of the conductor for all eight 

coil modules are 16 mm x 18 mm, a current density at 5 kA of 10. 7 A/mm2. The 

specified short sample rating at 4.5 K and 2 T is 10 kA. With a current density in the 

superconductor of 3 x 109 A/m2, the copper to superconductor area ratio will be about 

140. The full surface heat flux at 5 kA with a copper resistivity of 1.55 x 10-lO [l-m 

is 9.4 mW /cm2. The operating current is 61% of short sample along the load line, a 

temperature margin of about 2.2 K. About 150 km, 92 miles, of conductor, weighing 

about 625 tonnes, is required for the magnet. 

Normal discharge will be through a slow discharge resistor, with the power supply 

reversed so the discharge is at constant voltage. Eddy current heating during a slow 

discharge is less than 100 W. There is, however, a significant heat load due to eddy 

current in the coil and helium vessel during a fast discharge, with peak or initial values 

approximately 700 W in the coil modules and 1500 W in the helium vessels. Since the 

modules are in series electrically, the current will decay the same way in all modules. 

However, this eddy current heat load could initiate a more or less simultaneous quench 

in each module in the event of a fast discharge. A fast discharge will therefore be 

initiated only when a quench is detected. A simplified electrical schematic of the 

magnet system is shown in Fig. 3. 

DESIGN OF THE COIL-HELIUM VESSEL MODULE 

Magnetostatic calculations showed that a central field of 1.7 T could be achieved if each 

of the eight coil modules provided an excitation of 2.81 megampere-turns. We designed 

each 2-m coil module to have seven layers of 88 turns for a total of 616 turns. At 5 

kA this provides 3.08 MAt, about 10% more than the calculation indicated were 

necessary, a safety factor necessary because of uncertainties in the calculation. 
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Fig. 3. Electrical schematic: FDR, fast discharge resistor; FDS, fast discharge switch 

(normally closed, opened to initiate a fast discharge); SDR, slow discharge resistor; SDS, 

slow discharge switch (normally closed, opened to initiate a slow discharge); VCL, vapor 

cooled leads; P.S., power supply 
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We chose 2.62-mm G-10 buttons on a string as the turn-to-turn insulation and 5-mm 

slotted G-10 sheets between layers. The ground insulation is 75 mm of slotted and 

channeled G-10 and Kapton. 

The conductor is layer wound the "hard" way, beginning at the outside, or eighth 

layer, on a coil form made up of the outer shell and annular flat heads of the helium 

vessel. We visualize the coil form to be stationary with a vertical axis of rotation. 

The winding fixture carries a conductor spool, a reel of turn-to-turn insulation, and 

cleaning and insulation applying equipment. It rotates in a horizontal plane and 

traverses the vertical axis, applying a radial preload. Compression bars at the ends of 

the coil apply an axial preload to each layer as it is wound. The lead-in bus enters 

and exits the coil pack through channels in the ground insulation. We hope that the 

conductor can be procured in about 2.5-km lengths so that the only splices are between 

layers. 

Figure 4 is a cut-away view of the coil. The coil module will be closed by welding the 

inner shell, modularized circumferentially, to the coil form. The lead-in bus passes out 

the chimney of the module, which also serves as the return flow pipe and the quench 

vent. 

The 2-m coil-helium vessel module was designed in accordance with the Boiler and 

Pressure Vessel Code of the American Society of Mechanical Engineers (ASME). The 

vessel was designed to be evacuated and for an internal gauge pressure of 0.7 MPa (100 

psig). The outward radial design pressure of the outer shell was 1.2 MP a (175 psig) to 

permit the shell to react a portion of the radial electromagnetic pressure. The inner 

and outer shell thicknesses are adequate to carry the axial electromagnetic force from 

the coils to the axial supports. 
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Fig. 4. Axial cross section of coil, helium and vacuum vessels: 1, inner and 2, outer 

vacuum shells; 3, assembly joint (if required); 4, inner and 5, outer helium vessel shell; 

6, radiation shield; 7, coil module attachment; 8, liquid helium supply pipe; 9, helium 

return/vent pipe; 10, chimney to storage dewar; 11, coil winding; 12, conductor; 13, 

insulation; 14, axial preload bar. 
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We have not considered in depth the question of tolerances on the coil-helium vessel 

module. We have, however, provided generous vacuum spaces on either side of the 

module (100 mm on the inside, 300 mm on the outside) to accomodate the out-of

roundness of the modules and vacuum shells. 

We propose to use a thermosiphon, as was used on the Aleph solenoid at LEP and the 

Mirror Fusion Test Facility solenoids at Livermore, to provide a flow of liquid helium 

through the coil package. Each of the coil-helium vessel modules will have a separate 

line from the storage dewar to supply helium which is 100% liquid to the bottom of 

the module. 

DESIGN OF THE RADIATION SHIELDS 

Liquid nitrogen cooled shields will reduce the radiation heat transfer from the vacuum 

vessel to the liquid helium system. The shields will be mounted to the inner and outer 

vacuum shells with low conductivity supports which allow the shields to contract when 

cooled. The shields are made of either copper or aluminum sheets with a cooling tube 

attached. The size of the cooling tube and the number of parallel circuits are 

determined by the 0.13 MPa (19 psi) pressure difference available from the subcooled 

liquid nitrogen circulating system. 

A flow of subcooled liquid nitrogen will be maintained through the series-parallel circuit. 

The pressure and temperature of the liquid entering the magnet are 6 atmospheres and 

77.5 K; the liquid leaves the magnet at 4.7 atmospheres and 89 K. 
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DESIGN OF THE SUPPORT SYSTEM 

Four coil modules are connected together forming one 8-m cold mass to be supported 

inside each 8-m vacuum vessel. The support system could have been either combined 

function, where the load bearing members support both the axial and radial components 

of the total body force, or separated function with two types of members, one to 

support the axial component and another to support the radial component. The 

combined function style is attractive because by properly adjusting the angle between 

the support and the axis the force due to thermal contraction can be eliminated. 

However since the supports are at this angle a large buckling force is generated when 

reacting the axial decentering force. A separated function system with radial and axial 

members does not have this disadvantage and we have therefore chosen it. Another 

advantage of a radial-axial system is that the members can be much longer, which 

greatly reduces the conduction heat load to the helium system. The support system 

provides axial stiffness by using a number of axial members, either 24 or 48, located at 

intervals around the outer circumference of the cold mass. Radial stiffness is provided 

by a set of approximately tangential members, in a plane normal to the axis, around 

the circumference at each end of the 8-m cold mass. 

We have decided that the support system should be adequate to permit operation of the 

magnet with one of the eight coils at zero current. This will allow the magnet and the 

detector to be operated, but at reduced field, should one of the coil modules fail. This 

could be important since it will be necessary to completely disassemble the detector to 

repair or replace a failed coil module. 
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We have also decided that for reliability the support members should be metallic, 

probably Inconel 718, and designed with an appropriate safety factor. We used the 

Specification for the Design, Fabrication and Erection of Structural Steel for Buildings of 

the American Institute of Steel Construction (AISC) as the source of allowable stress 

and column loading formulae. Each support member has spherical bearings on each 

end. 

The 2-m coil-helium vessel modules will have temporary supports installed for testing. 

These supports will be removed when the coil modules are connected together to form 

the 8-m cold mass. 

The warm ends of all support members will be attached near the ends of the vacuum 

vessels to avoid transmitting the electromagnetic loads and the weight through the 

vacuum shells. The cold ends of both the axial and the radial members are attached 

to the cold mass on its outer diameter. Each support member has two heat intercepts, 

one cooled by liquid nitrogen and another in the cold-end attachment block in a liquid 

helium thermosiphon circuit. 

CALCULATION OF MAGNETOSTATIC FIELDS AND FORCES 

The general purpose finite element program ANSYS (copyright Swanson Analysis 

Systems, Inc.), with two- and three-dimensional magnetostatic capabilities, was used to 

calculate the magnetic field, Lorentz forces, and the stored energy for different coil and 

iron geometries. Initial calculations were done assuming steel of infinite permeability; 

the final results are with finite permeability. The computational results are summarized 

in Appendix A, while the method and the details are given in Appendix D. A two

dimensional axisymetric model was found to be adequate for much of the analysis, but 

a three-dimensional model was used to compute the radial decentering force. 
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Figure 5 shows the value of the axial field component as a function of z with r = 0, 

Bz(O,z), with each of the eight coils energized to 2.81 MAt and with one of the coil 

modules deenergized. 

When installed on the iron yoke, each 8-m cold mass has an axial body force on it 

which depends on the gap between the coil and the iron end wall and on the amount 

of re-entrant iron in the end plug. For a given set of coil-to-coil spacings and with all 

eight coils equally energized this force can be theoretically eliminated by the proper 

choice of end wall and plug geometry. In our case, with intercoil gaps of 138 mm, a 

midplane gap of 568 mm and 2.81 MAt per coil, the axial force on each 8-m cold mass 

was calculated to be negligible if the coil-to-iron gap was 300 mm and if there was no 
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Fig. 5. Field on solenoid axis for various coil failure scenarios. Coil 1 is the outermost 

coil, coil 4 is nearest the axial mid-plane. 
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re-entrant iron in the end plug. With one of the coils deenergized there 1s an axial 

force on the cold mass which depends on which coil is deenergized. Table 2 in 

Appendix D gives this force for different deenergized coils, with the other seven at full 

excitation. The maximum value of this axial force, 54.2 MN, about 12 million pounds, 

occurs with the outermost coil module deenergized. The axial support system is 

accordingly designed for a force of 54.2 MN (12 Ml bf). 

There are five ways that the two 8-m cold masses can be axially decentered with 

respect to each other and the steel yoke. We calculated the axial force on each 8-m 

cold mass for these decentering cases with all eight coils equally energized. The 

maximum force will occur when both 8-m cold masses are displaced toward the 

midplane. The radial decentering force constant is 8 kN/mm (45,600 !bf/in). From 

experience with the solenoid at the CDF at Fermilab we have chosen an axial and 

radial misalignment or the equivalent, due to non-uniform iron properties, of 25 mm. 

This results in an axial decentering force of 12.4 MN (2.8 Ml bf), which is much less 

than the design specification of the axial support system. The radial decentering force 

with a 25-mm misalignment is 0.2 MN (45,000 !bf), which is also much less than the 8-

m cold mass ( 664 tonnes, 1.46 Mlbf) to which the radial support system is designed. 

LIQUID HELIUM STORAGE DEW AR 

A horizontal, 5000 L liquid helium storage dewar, located above the iron yoke, is 

connected to the four coil-helium vessel modules in each 8-m assembly through a 

chimney manifold as shown in Fig. 2. This manifold contains four gas-cooled current 

leads and has the provision for connecting the current leads in series in liquid helium. 

A vent pipe to relieve the individual modules in the event of a quench or loss of 

insulating vacuum is part of the interconnect manifold. The liquid vessel is designed m 
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accordance with the ASME Boiler and Pressure Vessel Code for a gauge pressure 0.7 

MPa (100 psig). 

MANUFACTURING, ASSEMBLY, AND TESTING CONSIDERATIONS 

The stze and weight of the 8-m solenoid assemblies will preclude its fabrication and 

assembly at a vendor's off-site facility. A preliminary inquiry (Appendix D) indicates 

that a 2-m coil-helium vessel module or even a completed 2-m module could be 

fabricated elsewhere and transported to the Waxahatchie site by barge and truck. It is 

unclear whether the cryogenic testing of the 2-m modules would take place at a 

vendor's facility or on site. A large hall will be provided on the SSC site for the 

assembly and cryogenic testing of the 8-m modules. The hall will require at least a 

200 tonne crane with a hook height of at least 12 m. The access shaft from the 

surface to the detector hall will be about 14 m in diameter. 

REFRIGERATION SYSTEM 

The refrigeration plant will be located at ground level, while the magnet will be about 

50 m below ground on the Texas SSC site. The plant will supply liquid helium to the 

two storage dewars atop the detector. A cold compressor will be used if necessary to 

maintain the liquid in the dewars at about 30 kPa and 4.5 K. Sub-cooled liquid 

nitrogen will be forced through the various shield and intercept circuits by a circulator 

pump at detector hall level. 

The cold mass of each 8-m assembly is about 650 tonnes; a cooldown time of about 

two weeks is desirable. Energy must be extracted at an average rate of about 50 kW 

to cool down an 8-m assembly in 300 h. It is likely that a separate cooldown 

refrigerator will be used. 
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The parameters of the refrigeration system are given m Appendix E. 

CONCLUSION 

We concluded, as a result of this preliminary study, that the magnet is a reasonable 

extrapolation of superconducting magnet technology. The optimization of parameters 

through more detailed study might result m a more cost-effective design, but we believe 

we have established the feasibility of the magnet. 
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Appendix A: Solenoid Parameters and Dimensions 

GENERAL 

Overall inner diameter 

Overall outer diameter 

Radial thickness 

Overall length 

Design operating central field 

Stored energy at 1.7 T 

Total weight of coils and cryostats 

COIL 

Number of coil modules 

Nominal length of coil module 

Active length of coil module 

Calculated excitation per module for 1. 7 T 

Maximum operating current 

Turns per module 

Turns per layer 

Layers per module 

Excitation available per module 

Total self inductance 

Ground insulation on ID 

Ground insulation on OD 

Turn-to-turn insulation 

Layer-to-layer insulation 

Approximate length of conductor per module 

Approximate total length of conductor 

8.900 m, 29.20 ft, 350.4 in 

11.272 m, 36.98 ft, 443.7 m 

1.186 m, 3.89 ft, 46.7 in 

16.250 m, 53.31 ft, 639.8 m 

1.7 T 

1400 MJ 

~ 1600 tonnes (metric tons) 

8 

2 m 

1.812 m, 5.94 ft, 71.34 in 

2.81 MAt (same for all 8) 

5 kA 

616 

88 

7 

3.08 MAt at 5 kA 

112 H 

75 mm, 2.953 m, G-10 

75 mm, 2.953 in, G-10 

2.62 mm, 0.103 in, G-10 
buttons on string 

5 mm, 0.197 in, slotted G-10 

18.4 km, 11.5 miles 

147 km, 92 miles 
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CONDUCTOR 

General 

Overall dimensions 

Peak field at conductor 

Short sample current specification 

Cu:SC area ratio 

Conductor (Ncopper) current density at 5 kA 

Specification of stabilizer copper 

Copper RRR, completed coil, 2 T 

Copper resistivity at 4.5 K & 2 T 

Full surface heat flux at 5 kA 

Critical current margin 

Critical field margin 

Cryostable current margin 

Fraction of short sample along load line 

Temperature margin 

QUENCHING 

Fast discharge resistor 

Nominal fast discharge time constant 
(inductance/fast discharge resistance) 

0/"J2(t) dt N (o.5)J0
21/R 

0/"r
2(t) dt 

Maximum hot spot temperature 

Initial (max.) eddy current heating m coil 
during fast discharge 

Energy deposited in coil during fast discharge 

Cu/Nb-Ti cable, soldered 
to additional copper 

18 mm x 26 mm, 
0.71 in x 1.02 in 

1.8 T 

10 kA, 3 x 109 A/m2 

at 4.5 K and 2 T 

N140 

1.07 x 10
7 

A/m2 N 11 A/mm2 

CDA 101, ASTM B170-1 

100 

-10 1.55 x 10 11-m 

9.4 mW/cm2 

1.1 

1.94 

4.48 

0.611 

2.26 K 

0.10 a 

1120 s 

6.41 x 1016 A 2-s-m-4 

N14000 x 106 14000 MIITS 
' 

90 K 

697 W (8 modules) 

390 kJ (8 modules) 
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Initial (max.) eddy current heating in helium 
vessel during fast discharge 

Total inital eddy current heating 

Energy deposited in helium vessel during fast 
discharge 

Total energy deposited in liquid helium during 
fast discharge 

Liquid helium boiled during fast discharge 

CHARGING AND SLOW DISCHARGING 

Power supply voltage 

Constant voltage charge rate 

Charge time with constant voltage 

Slow dump resistor 

Slow discharge time constant 

Exponential slow discharge time, 5 - 3.75 kA 

Linear slow discharge time, 3.75 - 0 kA 

Total slow discharge time from 5 kA 

Eddy current heating--100-V charge--8 modules 

Eddy current heating--slow discharge--8 modules 

1481 W (8 modules) 

2178 w 
' 

829 kJ {8 modules) 

1219 kJ 

475 L 

100 v 

0.893 A/s 

93 min 

0.02 [] 

5600 s 

1600 s 

5600 s 

7200 s, 2 h 

87 W, 488 kJ, 190 L LHe 

87 W-max, 381 kJ, 150 L LHe 

ELECTROMAGNETIC FORCES WITH IRON YOKE 

With all 8 coils energized to 1. 7 T, 2.81 MAt 

Axial force on 8-m cold mass 

Max axial compressive force 
in 2-m coil module 

Max radial pressure 

Max axial stress in conductor 

Max axial decentering force, with 25 mm 
axial offset 

Radial force constant 

Negligible 

13.3 MN, 3 Mlbf 

1.16 MPa, 168 psi 

2 MPa, ~ 300 psi 

12.4 MN, 2.8 Mlbf 

8 kN/mm, 45.6 klbf/in 
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With 7 coils energized to 2.81 MAt, one coil deenergized 

Max. axial force on 8-m cold mass 

Specification for axial support system 

Specification of radial support system 

54.2 MN, 12.2 Ml bf 

54.2 MN, 12.2 Ml bf 

0.2 MN, 45 kl bf in any 
direction plus 664 tonnes, 
1.46 Mlbf cold mass 

ELECTROMAGNETIC FORCES WITHOUT IRON YOKE 

Max. testing current (current giving axial 
conductor stress equal to maximum 
with eight coils) 

4.06 kA 

DIMENSIONS OF COIL-CRYOSTAT-VACUUM VESSEL 

Radial dimensions 

Inner vacuum shell, ID 

Inner vacuum shell, OD 

Inner vacuum shell thickness 

Inner radiation shield, 0 D 

Inner radiation shield thickness 

Inner LHe shell, ID 

Inner LHe shell, OD 

Inner LHe shell thickness 

Inner ground insulation thickness 

First conductor layer, ID 

Layer insulation thickness 

Last (eighth) conductor layer, OD 

Outer ground insulation thickness 

Outer LHe shell, ID 

Outer LHe shell, OD 

Outer LHe shell thickness 

Outer radiation shield, OD 

8.900 m, 29.20 ft, 350.4 in 

8.958 m, 29.39 ft, 352.7 in 

29 mm, 1.142 in 

9.108 m, 29.88 ft, 358.6 m 

1 mm, 0.039 in 

9.308 m, 30.54 ft, 366.5 in 

9.424 m, 30.92 ft, 371.0 in 

58 mm, 2.283 in 

75 mm, 2.953 m 

9.574 m, 31.41 ft, 376.9 in 

5 mm, 0.197 in 

9.998 m, 32.80 ft, 393.6 in 

75 mm, 2.953 in 

10.148 m, 33.29 ft, 399.5 in 

10.288 m, 33.75 ft, 405.0 in 

70 mm, 2.756 in 

10.888 m, 35.72 ft, 428.7 in 
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Outer radiation shield thickness 

Outer vacuum shell, ID 

Outer vacuum shell, OD 

Outer vacuum shell thickness 

Module interconnection region, OD 

Axial dimensions 

Vacuum vessel, overall length 

Vacuum vessel annular head thickness 

2-m module, outside length 

2-m module annular head thickness 

2-m module inside length 

Push bar thickness 

Ground insulation thickness 

Turn-to-turn insulation thickness 

2-m coil length, conductor-to-conductor 

Intercoil gap, conductor-to-conductor 

Midplane gap, conductor-to-conductor 

Yoke gap, conductor-to-iron 

CALCULATED WEIGHTS 

2-m coil module, cold mass 

Coil form (outer LHe vessel shell and 
annular heads) 

Axial push bars 

Insulation 

Conductor 

Inner LHe vessel shell 

Total module cold mass 

1 mm, 0.039 in 

11.038 m, 36.21 ft, 434.6 m 

11.102 m, 36.42 ft, 437.1 in 

32 mm, 1.260 in 

11.272 m, 36.98 ft, 443.8 m 

8.000 m, 26.25 ft, 315.0 in 

35 mm, 1.378 m 

1.950 m, 6.40 ft, 76.8 in 

35 mm, 1.378 in 

1.880 m, 6.17 ft, 74.0 in 

20 mm, 0.787 m 

24 mm, 0.945 in 

2.62 mm, 0.103 in 

1.812 m, 5.945 ft, 71.34 in 

138 mm, 5.433 m 

568 mm, 22.36 in 

300 mm, 11.8 in 

42.27 tonnes 

0.65 tonnes 

19.11 tonnes 

78.00 tonnes 

25.88 tonnes 

165.91 tonnes 
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2-m vacuum module 

Radiation shields 

Outer shell 

Total 2-m coil and vacuum module 

Inner vacuum shell (8 m) 

Vacuum vessel annular flat heads 

Total 8-m assembly, w/o support system, 
storage dewar and interconnecting piping 

1.22 tonnes 

16.88 tonnes 

184.01 tonnes 

50.61 tonnes 

20.46 tonnes 

807 tonnes 
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Appendix B: Backup Calculations for Parameters in Appendix A 

SUMMARY: This appendix contains preliminary calculations, references, and 
remarks backing up some of the numbers cited in Appendix A. 

COIL 

1. Active length of coil module 
12m = 1812 mm, from Jim Krebs 

2. Calculated excitation per module for 1.7 T 
From Bob Wands, module2current density 

Jcoil = 7.312 MA/m for B(O,O) = 1.7 T 

m)(0.212 m) 

2 
NI(calc, 2 m, 1.7 T) = Jcoil 12m llR = (7.312 MA/m )(1.812 

= 2.81 MAturns 

3. Maximum operating current 
If the as-wound coils all contain the number of turns specified 

below, the calculated excitation will be attained with 4.56 kA. The power 
supply will be capable of 5 kA and therefore N10% extra amp-turns. All 
conductor, stability and quench issues will be calculated at 5 kA. 

4. Turns, turns per layer, layers 
Total of 616 turns, 88 turns/layer x 7 layers, to provide the 

calculated excitation at 4.56 kA. 

5. Excitation available per coil module 
NI(available) = 616 turns x 5 kA - 3.08 MAturns 

6. Total self inductance 
L(16 m) = 2E/I2 = (2)(1400 MJ)/(5 kA) 2 = 112 H. Because 

all eight, 2-m coils are in series electrically, the current is always the same in 
all modules we ignored the various mutual inductances. 

7. Turn-to-turn insulation 

0.103 in 
Thickness = (1/87)[1812 mm - (88 x 18 mm)] 2.62 mm -

8. Layer-to-layer insulation 
Thickness = (1/6)[212 mm - (7 x 26 mm)] - 5.0 mm - 0.197 

in 

9. Length of conductor in module 
Length (2m) N [11' (9.5 m/turn)](616 turns) =18.4 km 

10. Total length of conductor required 
Assuming eight, 2-m modules, i.e. no spares, and no cutting 

loss, 
Length (16m) = 8 x 18.4 km = 147 km = 92 miles 
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CONDUCTOR 

11. Overall conductor dimensions 
Keep the same conductor as before, but fewer turns per layer 

and correspondingly thicker turn-to-turn insulation. 

12. Peak field at the conductor 
Bob Wands has found that the highest fields occur at the coil 

I.D. at the longitudinal mid-point of the modules, where the field has only an 
axial component. The total field at the outside-longitudinal--inside-radial 
corner is about 1.3 T. 

13. Short sample conductor specification 
9 2 The superconductor current density of 3 x 10 ~m c~me 

from Al Mcinturff in 1988. An Outokumpu brochure gives 4 x 10 A/m at 
3 T and 4.2 K. The choice of 10 kA at 2 T is sort of arbitrary, based 
partly on the requirement for the CDF conductor (10.4 kA @ 1.5 T). 

14. Cu: SC area ratio 
3 

Ase = 10 x 10 A/3 x 

AT = 0.018 x 0.126 m2 

-4 2 
Acu = 4.65 x 10 m 

109 A/m2 = 3.33 x 10-6 m 2 

-4 2 = 4.68 x 10 m 

Acul Ase = 4.65 x 10-
4 

/3.33 x 10-
6 

= 141 

15. Conductor-copper current dens!W 2 7 2 2 
2 = 5000 A/4.68 x 10 m = 1.07 x 10 A/m =1070 A/cm N 

11 A/mm . It is interesting to note that A WG 16 (¢1 = 0.0508" = 1.29 mm) 
coppe'2 wire is rated for 10 A in household use, a current density of 7.6 
A/mm. 

16. Copper RRR 
Although the RRR of typical superconductors can reach 250 in 

the drawing process, the spooling and winding strain will reduce that. The 
magnetoresistance effect will increase the resistivity, and decrease the RRR, by 
about a factor of two at 2 T. 

17. Copper resistivity 
We used the value at 273 K from t1!'0 Superconducting 

Machinery Handbook at an 
1
IJ-RR = 100, 1.55 x 10- 11-m. An ORNL 

reference gives p = 1.48 x 10- at 2 T for annealed OFHC copper. 

18. Full surface heat flux 
2 Heat flux = I p/2(ab)(a + b) [Design Note #18]. We used 

1=5000 A, -lO 
p = 1.55 x 10 11-m, a = 1.8 cm, b = 2.6 cm. The heat flux is so low 
that the wetted fraction does not matter very much. 
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19. Critical current margin 
We adopted the General Dynamics definition of this, found in 

their MFTF report GDC-LLNL-84-001, p. 11-14: 
Crit.C.M. = [(Ic - 10 p)/10 p]Bop' 

We constructed the B-1 short sample curve (Fig. 1) on either 
side of the 10 kA/2 T point using the Outokumpu data sheet (Fig. 2). 

Crit.C.M. = [(10.5 - 5 kA)/5 kA]l.8T = 1.1 = 110% 

20. Critical field margin 
The GDC definition: 

Crit.F .M. = [(Bc [(5.3 - 1.8 T)/1.8 
T]5kA = 1.94 

21. Cryostable current margin 
Again the GDC definition: Cryo.C.M. = [(Is - 1

0
p)/1

0
p]Bop' 

GDC defines the cryostable current I (page 9-290 as the 
current which gives a surface heat flux equal to the sminimum film boiling 
recovery f!px. Van Seiver, "Helium Cryogenics", p. 219, gives the MFBF = 
0.3 Wicm . For the 18 x 26 mm conductor at 5 kA, the heat flux is N 0.01 
W/cm. Then 

2 2 2 
Is = (0.3/0.01) 1

0
p = 30 1

0
p and Is = 5.48 I

0
p -

27.4 kA. 

Cryo.C.M. = [(27.4 - 5 kA)/5 kAJ1.8T = 4.48 

These three margins were 0.10 (10%) for the MFTF solenoids. 

22. Fraction of short sample on load line 
The operating point (5 kA, 1.8 T) is 0.611 (61.1 %) of the way 

along the B load line, which intercepts the short sample curve at (8.3 kA, 
2.9 T). max 

23. Temperature margin 
On the B load line the point (8.3 kA, 2.9 T) is at 4.2 K, 

the point (0,0) is at 10 Ye~ We assumed a linear decrease of (I,B) along the 
load line. The operating point is 0.389 (38.9%) of the way from 4.2 to 10 K. 
The maximum temperature at which the coil will remain superconducting at 
the operating point is 4.2 + 0.389(10 - 4.2) K = 4.2 + 2.26 K = 6.46 K. 
The temperature margin is 2.26 K. 

QUENCHING 

24. Fast discharge resistor 
The value of the FDR was chosen to give an initial terminal 

voltage of 500 V during a fast, non quenching discharge from 5 kA. The coil 
is center tapped to ground (Design Note #31) so the maximum terminal 
voltage to ground is 250 V. 
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25. Nominal fast discharge time constant 
The value is simply the coil inductance divided by the FDR, 

rFD = 112 H/0.1 0 = 1120 s. This will be the time constant for a fast, but 
non-quenching discharge. The time constant for a quenching discharge will 
doubtless be less than this over most of the discharge because eddy current 
heating in the coil will cause the resistance to grow quickly enough that the 
coil resistance, RQ(t), enters into the equation for the time constant, r = 
L/[RD + RQ(t)]. 

26. U(em) = 0J
00

J
2

(t) dt 

Reference: Wilson, "Superconducting Magnets", p. 201, 219 

7 2 The value115alc'21ated_/rom U(8 ) = (0.5)J2r D = (0.5}(1.07 x 
10 ) (1120) = 6.41 x 10 A -s-m is a mi&\mum since t~e quenching time 
constant will be less than 1120 s. 

27. of"r2(t) dt -- MIITS 
This is simply AcuU(Om) 

28. Maximum adiabatic hot spot temperature, 0 
From Wilson, "Superconducting MllP;nets", Fig. 9.1, p. 202: 

" 
" 

Po (0-m) 

-10 
1 x 10_10 
5 x 10 

1.55 x 10-10 

om (K) 

85 
120 
90 

The value at 1.55 x 10-lO 
points. 

n-m is a linear interpolation between the other two 

29. Initial/maximum eddy current heating in conductor during fast discharge 
Reference: Design Note #25 

P(t){conductor, 2-m module} = (N/Rc)(Aeff dB/dt) 2 

With N = 616, Re = 1.55 (6.4 µO) = 9.92 µn, Aeff = 0.78 m2 

P(t){conductor, 2-m module} = 37.8 x 106 (dB/dt)2 

P {cond, 2-m} = maximum power in th~ conductor of 1 2-m module 
m = P0{cond, 2-m module} = (N Aeff /Rc)(dB/dt)0 

6 2 = 37.8 x 10 (B0/r) = 87.1 W and 

P m{conductor, eight 2-m modules} = 697 W 

E{cond, 8 x 2-m} = energy deposited in conductor during fast discharge 
= (r/2)P m = 390 kJ 
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3a. Initial/maximum eddy current heating in helium vessel during fast discharge 
Reference: Design Notes # 2a and 25 
During any discharge 2 P(t){He vessel} = (M dI/dt) /R{He vessel} 

During a fast, non-quenching disc~arge, the maximum power occurs at ta 
Pa{He vessel} = (Mia/rFD) /R{He vessel} 

For an 8-m He vessel M = a.a28 H, Ia = 5aaa A, r FD = 112a s, R{8-m He 
vessel} = 21.1 µO 

P {8-m He vessel} = 74a.5 W, P {2 x 8-m He vessel} 
m m 1481 w 

E{2, 8-m He vessels} = (rFD/2)P m = 829 kJ 

31. Total energy deposited into coils and He vessels during a fast discharge 
E{total} = 39a + 829 kJ = 1219 kJ 

32. Liquid helium boiled during fast discharge 
A simple-minded calculation is to apply the energy deposited into the cold 

mass to boiling LHe at one atmosphere, dividing the energy by the heat of 
vaporization, 1219 kJ / 2.56 kJ /liquid liter = 4 75 liquid liters. If the gas from this 
quantity of boiloff liquid is removed from the magnet system to the refrigerator 
without raising the pressure/temperature, then this method and value is correct. If 
this is not the case, then part of the energy goes into raising the internal energy 
(temperature) at constant volume. The rate at which liquid is boiled is actually an 
exponential function of time. Furthermore, a fast discharge will almost surely 
initiate a quench, in which case the rate at which heat is added to the helium and 
cold mass will obviously be greater than for a non-quenching fast discharge. We 
have not attempted to do the comprehensive calculation of the pressure in the 
helium vessel as a function of time after initiation of a fast discharge or a quench 
or the rate of venting of helium after the reliefs open. 

33. Quenching after initiation of a fast discharge 
To investigate whether a quench will be initiated by the eddy current 

heating in the conductor, We considered the heat flux from the surface of the 
conductor in a 2-m module, at the time of m~imum eddy curre~ heating, 

Q/ A = 87.1 W /2(1.8 + 2.6 cm)(18.4 x 10 cm) = 5 µW /cm , 
which is in the nucleate boiling regime and a normal spot will collapse rather than 
propogate. However, the heat flux to a 2-m helium vessel (185 W) will either boil 
away or blow out the liquid helium surrounding the coil and it will probably 
quench--I'm guessing that the gas remaining within the coil won't sustain even this 
low heat flux. 

CHARGING AND SLOW DISCHARGE 

34. Power supply voltage and current 
A charging voltage of 10a V (5a V to ground) gives a linear charge time 

of about 1.5 hours. In order to provide a linear charge to the operating current of 
5 kA, the power supply will be capable of 6 kA which it will deliver just as the 
coil reaches the operating current (5 kA through the coil and 1 kA through the 
fast discharge resistor). The supply will be rated at 6aa kW. The steady state 
power would probably be a few volts at 5 kA. 
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35. Charge rate at constant voltage 
V = L (dI/dt); dI/dt = V /L = 100 V /112 H = 0.893 A/s 

36. Charge time with constant voltage 
Charge time = 5000 A/0.893 A/s = 5600 s = 93.3 min 

37. Slow discharge resistor 
A slow discharge consists of two time segments. During the initial, 

exponential portion the terminal voltage drops exponentially from an initial value to 
75 V, the maximum rever~e voltage possible from the 100-V power supply 
(reference: John Stoffel). The coil current is also decaying exponentially from 5000 
A during this time. The SDR was chosen so the intial discharge voltage would be 
the same as the charging voltage, so SDR = 100 V / 5000 A = 0.02 a. During the 
exponential portion of the slow discharge the coil current decays from 5000 to 3750 
A (75%10). 

The second portion of the slow discharge is linear at a constant voltage of 
75 V. At some low current the reverse power supply voltage will droop, but we 
have ignored this and assumed a linear discharge from 3750 to 0 A. 

38. Slow discharge time constant 
r SD = L/SDR = 112 H/ 0.02 a = 5600 s. 

39. Exponential slow discharge time, 100 to 75 V, 5000 to 3750 A 

In general I(t) = 10 exp(-t/r80). At t = t 1, I(t)/I0 = 0.75, so 

-(t1/5600) = ln(0.75) and t 1 = 1611 s. 

40. Linear slow discharge tirhe, 3750 to 0 A 
From t 1, I1 = 3750 A to t 2, I2 = 0 

dl(t)/dt = V(t)/L = 75/112 = 0.67 A/s and (t2 - t 1) = 3750/0.67 

41. Total slow discharge time, from 5 kA 
t2 = tl + (t2 - tl) = 1611 + 5600 s 7211 s - 2 h 

42. Eddy current heating--general 
Power 2 

5600 s 

P(t){8-m He v~sel} = [M dI(t)/dt] /R{8-m He vzssel} 
= M V(t)/L] '/~{8-~ He vessel} = [(0.028/112) /21.1 x 10-6] v2(t) 
= 0.00296 W /V ') V (t) 

P(t){2, 8-m He vessels} = (0.00592) v2(t) 

P(t){2-m coil} 6 37.8 x 106 (dB/dt)2 
2 

::: 37.8 x 10 6 [~1.7 T/5000 ~) dI/dt] 
= (37.8 x 10 ) 0.1156 f, 19i° )[V(t)/Lj2 

= [(37.8)(0.1156 /(112) I v (t) 

= (0.000348 W /V2) v 2(t) 

P(t){8, 2-m coils} = (0.00279) V2(t) 

P(t){total} = (0.00871) v2(t) 
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Energy 
E = fP(t) dt 

43. Eddy current heating during constant 100-V charge 
P{2, 8-m He vessels} = 59.2 W 
P 8, 2-m coils} = 27.9 W 
P total} = 87,1 W 

E{total} = (87.1 W)(5000 A/0.893 A/s) - 488 kJ = 190 L LHe 

44. Eddy current heating during slow discharge 
Exponential portion, t0 = 0 to t 1 = 1611 s; V 0 - 100 to V 1 - 75 V 

P 0{2, 8-m H~ vessels} = 59.2 W 
P0{8, 2-m c01ls} = 27.9 W 

P 1 {2, 8-m H~ vessels} = (0.00592)(75)2 = 33.3 W 
P 1{8, 2-m c01ls} = 15.7 W 

1 1 2 E0 1 {total} = 0f P(t) dt = (0.00871) of V (t) dt 
' 
- (0.00871) 0f 1 V 0 

2 exp(-2 t 1/r) dt 

- (0.00871)V 0
2 (-r/2) [exp(-2t1/r) - exp(-2t0/r)] 

- (0.008711(10000)(5600/2)[1 - exp(-2 x 1611/5600) 
- 244 kJ 1 - exp(-0.572)] 
- 244 kJ 1 - 0.563) = 107 kJ 

Linear portion 
P 1 2 {total} = 33.3 + 15.7 W = 49 W 

' 
E1,2{total} = (49 W)(5600 s) = 274 kJ 

Entire discharge 
Pm{total} = P 0{total} = 59.2 + 27.9 W = 87.1 W 

E0 2{total} = 107 + 274 kJ = 381 kJ = 149 L LHe 
' 

45. Summary of eddy current heating 

Charge Fast Discharge Slow Discharge 
v 100. (const) 500. (exp) 100. (exp) 75. (const) max 

P {2, 8-m 
m vessels}--W 59.2 (const) 1481. (exp) 59.2 (exp) SS.3 (const) 

P {8, 2-m 
m coils}--W 27.9 (const) 697. (exp) 27.9 (exp) 15.7 (const) 

P {total}--W 87.1 (const) 2178. {exp) 87.1 (exp) 49.0 (const) m 

Energy--kJ 488. 1219. 107. 274. 
381. 

LHe boiled--L 190. 475. 149. 

(const) and (exp) indicate constant or exponentially decaying values 
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Fig. 1. Short-sample curve and load line 
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Appendix C: Magnetic Field and Force Calculations 

ABSTRACT 

The preliminary design of a large detector for the high energy physics 
program of the Superconducting Super Collider (SSC) is centered about a large 
superconducting solenoid magnet producing a field of 1. 7 T over a volume 8 
meters in diameter by 16 meters long. Reliability is emphasized due to the 
difficulty of performing any maintenance or replacement after installation. An 
important factor in determining reliability is the accuracy with which the 
solenoid field and electromagnetic forces can be calculated. The ANSYS 
general purpose finite element program, with 2-d and 3-d magnetostatic 
capabilites, was used to calculate magnetic field, Lorentz forces, and stored 
energy for the proposed solenoid geometry. Axial forces resulting from failure 
of individual coils were found to be much greater than those expected from 
initial axial offset of the solenoid from the magnetic center of the iron. 
Radial decentering forces were found to be negligible in comparison with the 
overall solenoid weight. Comparison of the 2-d and 3-d finite element results 
for field and forces in normal operation showed good agreement. 

INTRODUCTION 

The ANSYS general purpose finite element program has been used 
previous!; in the analysis of superconducting detector and accelerator 
magnets1• . This paper will examine it's use in the 2-d and 3-d analysis of a 
proposed SSC large detector solenoid, with an emphasis on the effects of mesh 
refinement and iron characterization on the resulting forces for various normal 
and upset conditions. 

MAGNETOSTATIC ANALYSIS WITH ANSYS 

Magnetostatics belongs to a large class of engineering problems which 
respond to solution of the Laplace and Poisson equations for potential 
distribution. Heat conduction, seepage through porous media, and torsion of 
prismatic shafts are examples of other common problems of the same class. 
The finite element method is well established as a stable and accurate method 
of solving these problems. 

Two-dimensional magnetostatics is solved by the vector potential 
approach in ANSYS3, and is exactly analogous to 2-d heat conduction. The 
3-d problem, however, presents special difficulties in a finite element solution, 
one of which is the three nodal degrees of freedom required by a vector 
potential formulation. To reduce the degrees of freedom and preserve the heat 
conduction analogy, ANSYS uses a reduced scalar potential formulation in 
which the field intensity H is calculated in two parts. The first part is due 
to source currents and is found from integration of the Biot-Savart law. The 
second part is the induced magnetization and is found from a finite element 
formulation3•4 . This can lead to numerical cancellation problems when the 
induced magnetization and current source contributions are nearly equal, as 
occurs in highly permeable regions. 

Lorentz forces on current sources and the Maxwell stress tensor forces 
on ferromagnetic regions are calculated from the field solution. In the 2-d 
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case, ANSYS calculates and stores the Lorentz forces during the solution 
phase; these can then be listed directly during post-processing. The Maxwell 
stress tensor forces can be calculated by the user in the post-processing phase 
by defining a path through the air around a ferromagnetic region. ANSYS 
then performs the necessary integration to calculate the forces. 

The calculation of forces in 3-d varies depending on the way in which 
the current sources are modeled. Standard source shapes such as bars, arcs, 
and coils can be input in terms of a few geometric parameters, which are then 
used for the Biot-Savart integration. The sources do not exist as finite 
elements, and the program does not calculate and store Lorentz forces for 
them. However, the user can perform the Lorentz force calculations using the 
post-processor and the field solution. 

Complex 3-d source shapes may be modeled with finite elements which 
carry a specified current. The program calculates the Lorentz force on each 
element from the field solution and element current density. Regardless of 
source definition, forces on ferromagnetic regions can be calculated by a 
method of virtual work during the solution phase, and retrieved during post
processing. 

Although ANSYS has recently added full 3-d vector potential and 
difference scalar potential elements, these were not available at the time this 
analysis was done. 

THE PROPOSED SSC DETECTOR SOLENOID 

An axisymmetric cross section of the proposed SSC detector solenoid 
is shown in Fig. 1 and consists of eight superconducting, pool-boiling coils, 
each 1.8 meters in magnetic length and 5 meters in radius. Four coils are 
assembled into an 8-m assembly, with the two assemblies independently 
supported in the magnet iron. 

The magnet iron is octagonal in cross section, and includes endplugs 
which can, if necessary, be designed to extend into the bore of the outermost 
coils. 

OBJECTIVES OF THE ANALYSIS 

The objective of the analysis was to determine: 

1. The correct current density for real iron to produce a central 
field of 1.7 T, 

2. The amount of endplug "re-entry" into the bore of the outermost 
coils to eliminate axial force for nominal assembly, 

3. The decentering forces resulting from initial installation offsets 
of the solenoid from the magnetic center of the iron. 

4. The maximum safe test current for single coil without iron, 

5. The maximum stored energy and inductance, 
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Solenoid Axis 

8-m Assembly B 

I 

Coil 4 ~ 
Coil 3~ 

8-m Aeeembly A Coil 2 ~ 
Coil l~ 

Section 'X-X' 

Fig. 1. SSC detector solenoid. 

6. The axial forces resulting from the failure of a single coil 
module and consideration of the possiblity of designing for 
operation with less than eight coils energized to full current, 
and 

7. Verification. 

TWO-DIMENSIONAL FINITE ELEMENT MODELS 

All of the analysis objectives except the radial decentering force may 
be met with a 2-d axisymmetric finite element anslysis. A typical mesh is 
shown in Fig. 2. This mesh, using elements which are a maximum of 0.5 
meters on a side, results in approximately 200 cp seconds/iteration on a 
VAX3200 workstation. Up to 20 iterations were required by some runs to 
achieve convergence with real iron. The full model was necessary for coil 
failure and axial decentering analyses; during normal operation only one half of 
the solenoid need be modeled. 
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Fig. 2. 2-d axisymmetric finite element model. 

Operating current for 1. 7 T central field. The current required for a 
central field of 1. 7 tesla was found for meshes with element sizes varying from 
1 meter to 0.125 meters. Runs witJe infinit'21y permeable iron showed that the 
necessary current density was 7.3(10 ) A/m . For the proposed 616 turns of 
conductor in each coil, the superconductor operating current was 4560 amps. 
The central field varied by less than 0.1 % over the range of element sizes 
considered. Later runs used a real B-H curve for typical 1020 magnet iron 
with both 0.5 and 0.25 meter element sizes, and the central field decreased by 
about 0.5% from the infinitely permeable iron results. 

Re-entrant iron to minimize axial force. Results of runs with infinite 
iron permeability showed that the endplug iron should end approximately 0.3 
meters outside of the bore of the outermost coil in order to minimize the axial 
force for a "perfectly" installed 8-m assembly. Refined models with real iron 
verified this result. 

Axial decentering forces. These forces can result from installing the 
8-m assemblies offset axially with respect to the magnetic center of the iron 
yoke. Five load cases were considered, using real iron and an element size of 
0.5 meters. The results are summarized in Table 1. The maximum force was 
found for the case of a 25 mm displacement of each of the 8-m assemblies 
toward the center of the solenoid, and was 12400 kN. 
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Table 1. Axial Decentering Forces 

Load Case and Axial Offset Force on 8-m assembly 

1. 8-m assembly A: 25 mm 11600 kN 
8-m assembly B: nominal 10200 kN 

2. 8-m assembly A: 25 mm 12400 kN 
8-m assembly B: 25 mm 12400 kN 

3. 8-m assembly A: 25 mm 10700 kN 
8-m assembly B: -25 mm 4000 kN 

4. 8-m assembly A: -25 mm 2700 kN 
8-m assembly B: -25 mm 2700 kN 

5. 8-m assembly A: -25 mm 11600 kN 
8-m assembly B: nominal 8900 kN 

Note: Positive offsets and forces are toward solenoid midplane 

Maximum test current for coil. The coils will be tested without iron, 
and so will be subjected to large compressive forces. The maximum test 
current was established by finding the worst case operational compressive force, 
and calculating from a finite element model of a coil in air the current which 
will produce that force. In normal operation, the maximum force occurs in 
the coils at the ends of the solenoid, and is 13300 kN. ~ finit~ element 
model of a single coil shows that a current density of 1(10 ) A/m gives a 
maximum coil force of 6300 k~. Scaling this force gives a maximum test 
current density of 6.5(10 ) A/m , or 4060 amps. 

Maximum stored energy and inductance. The stored energy from the 
two-dimensional models was calculated in the post-processing phase by 
performing a numerical integration over the volume of the conductor region of 
the product of the magnetic potential and the current density. The 
inductance can then be calculated from the stored energy and the total 
current. The stored energy for normal operation was found to be 1400 MJ, 
while the inductance was 112 H. 

Axial forces due to coil failure. The coils may be individually 
energized, and the magnetic field and axial forces resulting from running the 
magnet with a failed coil were calculated. Figure 3 shows the variation of the 
field with coil failure. Resulting axial forces are shown in Table 2. The 
maximum axial force of 54200 kN occurs on 8-m assembly A when coil 1 fails. 

THREE-DIMENSIONAL FINITE ELEMENT MODELS 

The calculation of the radial decentering force on an 8-m module 
assembly requires a 3-d finite element model of one-half of an 8-m assembly 
(Fig. 4). There are approximately 9000 nodes and elements, and one iteration 
of the model requires 6100 cp seconds on a V AX3200 workstation. 
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Fig. 3, Field on solenoid axis for coil failure scenarios. 

Table 2. Maximum Axial Force on 8-m Assembly 
Due to Individual Coil Failure 

Failed Module Model Characteristics 
(see Fig. 1) 

16 

Inf. mu, 0.5 Inf. mu, 0.2 Real iron, 0.50 
mm element mm element rmn element 

Coil 1 54200 kN 54200 kN 53800 kN 
8-m assembly A 8-m assembly A 8-m assembly A 

Coil 2 23400 kN 23400 kN 23350 kN 
8-m assembly A 8-m assembly A 8-m assembly A 

Coil 3 -15300 kN -15400 kN -15000 kN 
8-m assembly B 8-m assembly B 8-m assembly B 

Coil 4 -37000 kN -36900 kN -36700 kN 
8-m assembly B 8-m assembly B 8-m assembly B 

Note: Positive force is toward solenoid midplane 
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(Air elements removed 

Fig. 4. 3-d finite element model. 

Radial Decentering Force. This force was found by displacing the coil 
centroids by 25 mm along the x-axis of the model. The coil elements were 
also displaced by 25 mm so that they were coincident with coil definitions. 
The virtual work option was used for force calculation. The results of the 
model showed that the radial decentering force resulting from a 25 mm offset 
from magnetic center was 200 kN. 

VERIFICATION 

Some analytical calculations can be made with which FEA results can 
be compared. For example, the original coil dimensions and currents were 
established by approximate hand calculations, and the FEA provided reasonable 
refinements of these for the present design. Stored energy, calculated by the 
assumption of uniform 1.7 T central field, is 1600 MJ, comparing with 1400 
MJ from the FEA. 

Another good indication of modeling accuracy is comparison of 2-d 
and 3-d FEA results for identical loadings. 

Comparison of 2-d and 3-d FEA results. A 3-d model with 1/16th 
azimuthal symmetry was given the same current density as the 2-d model with 
infinitely permeable iron and an element size of 0.5 m. Figure 5 shows the 
absolute difference of the axial field as calculated by the two models. 
Agreement was within 0.03 T at all points, and much better near the center 
of the solenoid. 
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Fig. 5. Difference in axial field for 2-d and 3-d models. 

The forces on the coils were extracted from the 3-d model through 
the post-processor by taking the cross product of the current density and the 
radial component of the B-field. These forces were compared with those from 
the 2-d model and found to agree to within 7% for all modules. 

CONCLUSION 

The 2-d and 3-d magnetostatic analysis of the SSC solenoid was a 
straightforward application of the ANSYS program. The largest axial force of 
54200 kN on an 8-m assembly was found for a coil module failure scenario. 
Radial decentering forces were negligible. These results canpes be used to 
establish the design forces for the 8-m assembly support systems. 
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Appendix D: Ground Transportation of Solenoid Modules 

130 WEST GRANO LAKE BOULEVARD 
P.O. BOX No. 227 
WEST CHICAGO_ IL 60185-0227 

Suburban: (312) 231-5200 
Ct'licago: (312} 287-0104 

FAX: f312) 231-0318 

BELDING 
CORPORATION December 9, 1938 

Mr. Bob Shovan 
Fermi National Accelerator Laboratory 
M S 318 
P. o. Box 500 
Batavia, IL 60510 

Reference: Moving eight (8) coils 
33 ft. in diameter - 7 ft. high 
Weighing 100 tons each 
From the water at Galveston, Texas 
to Waxahachie, Texas 

Dear Mr. Shovan: 

Our people believe that the State of Texas would cooperate 
in every way possible to allow this move to be done. Their 
suggestion is as follows: 

Rather than Galveston, go up the Brasos River at Freeport to 
Columbia. This stretch has been navigable for barging nuclear 
products and heavy reactors in the past. We would offload 
in Columbia, and move up Highway 36 to Sealy. 

Then: move West on interstate #10 to Brookshire, then North 
on Route 359 to Sauney Stand; North on Route 6 to Hearne; 
then North on Route 14 to Mexia. 

From Mexia, take Route 171 Northwest to Brandon; then North 
on Route 77 to the site at Waxahachie. 

Possible cost for this move: 

Engineering fee to the State of Texas, which would 
include examining bridges and possibly moving light 
and telephone wires for proper clearances: $25,000 

OVER 110 YEARS OF SERVICE TO INDUSTRY 

Moving ana Jn.staffi1r9 Heavy Equ1pment and Machinery 

AWAAO WINNf/. 

~-....... .;. ...... . 
~~ .......... -... -. 
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Page TWO 

Mr. Bob Shovan 
Fermi National Accelerator Lab December 9, 1988 

Actual road improvements, cost of moving poles, 
bracing bridges or ramping other approaches,etc. $50,000 

Cost for moving each piece Approximately $30,000 

I hope this information will be helpful to you. Please 
call us at any time for help. 

Sincerely yours, 

BELDING CORPORATION 

'4ding 
Chairman of the Board & CEO 

el 
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Appendix E. Refrigeration System Parameters and Backup Remarks 

PARAMETERS 

LIQUID NITROGEN CRYOGENIC SYSTEM 

Cooling mode 

Average fluid temperature 

Total flow rate 

Number of circuits 

Expected heat load 

LIQUID HELIUM CRYOGENIC SYSTEM 

Cooling mode 

Number of circuits 

Module flow rate, gas fraction 

Support intercept flow rate, gas fraction 

Heat load per 8-m assembly 

Volume of LHe in coil modules 

Number of storage dewars 

Capacity of storage dewars 

Total heat load of magnet system 

Specified refrigerator capacity 

COOLDOWN REFRIGERATOR 

Total cold mass 

Cooldown system 

Cooldown time 

forced flow of subcooled liquid 

83 K 

410 g/s 

IO to 12 

5 kW 

thermosiphon 

14 

25 g/s at 1% 

50 g/s at 7% 

gas by weight 

gas by weight 

115 W + 18 L/h 
(one pair of current leads) 

NI0,000 L 

2 

5000 L each 

230 W + 36 L/h 
(two pairs of current leads) 

1600 - 1800 w 

1328 tonnes 

LIN-GHe HTX, with turbo 
expander 

15 to 20 days 
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BACKUP REMARKS 

LIQUID NITROGEN CRYOGENIC SYSTEM 

1. Cooling mode 
Reference: Design Note #10. The LIN cooling system is basically a copy 

of that planned for the SSC ring magnet system, in which the LIN supply is 77-K, 
6-ata subcooled liquid and the return 89 K and 4.7 ata. Flow is maintained by 
liquid circulators (pumps) with a pressure ratio 6/4.7 = 1.28. 

2. Average fluid temperature 
= (77 + 89)/2 = 83 K 

3. Total flow rate 
Reference: NBS Technical Note 129 

h(77 K, 6 ata) = 29.000 J /g h(83 K, 4.7 ata) = 41.228 J /g 

Assuming a heat load of 5 kW for the magnet system, 
flow rate = 5000 Jfs /(41.228 - 29.000) J/g = 409 g/s 

4. Number of nitrogen cooling circuits 
On each 8-m assembly: (1) inner radiation shield, (2) outer radiation 

shield, (3 & 4) end radiation shield and radial support intercepts, (5) axial support 
intercepts. The LHe dewar might have its own circuit (6). 

5. Expected heat load 
Reference: Design Note 31, paper at IISSC-89. 
A value of 50 W is given for the 16-m magnet system in this design 

note, substantiating calculations are not available. 

LIQUID HELIUM CRYOGENIC SYSTEM 

6. Cooling mode 
We chose a thermosiphon as was used for the MFTF solenoids and the 

Aleph solenoid at CERN /LEP. 

7. Number of circuits 
On each 8-m assembly: (1 -4) coil modules, (5) axial support intercepts, (6 

& 7) radial support intercepts. 

8. Module flow rate/gas fraction 
Reference: Design Note #24, paper at ICEC-12; also DN #26 (ASC) and 

DN #31 (IISSC). These are the only reference documents on this subject. DN 
#24 gives 23 g/s with <1% by weight, DN #26 and 31 give 25 g/s with <1% 

9. Support intercepts flow rate/gas fraction 
Design Note #24 gives 50 g/s at <7% gas by weight, DN #26 and 31 

give only the 7%. 
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SSC DETECTOR SOLENOID DESIGN NOTE #10 

Preliminary LN2 Shield Cooling 

M.E. Stone 

January 26, 1988 
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SSC DETECTOR SOLENOID DESIGN NOTE #18 

TITLE: Quench Safety I: Choice of Current Densities 

AUTHOR: R.W. Fast 

DATE: Apr. 6, 1988 

CONCLUSION 

A 4-m coil module, with a conductor current density of N3000 A/cm2, will 
be safe against a quench and will have a sufficiently low surface heat flux. A 
2-m module with NSOOO A/cm2 will be safe on quench, but the surface heat 
flux is a bit high. A current density of 1600 to 1800 A/cm2 will permit the 
coil modules, of whatever size, to be electrically connected into 8-m units. 
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SSC DETECTOR SOLENOID DESIGN NOTE #20 

TITLE: Charge/Discharge Times, Eddy Current Power and Energy 

AUTHOR: R.W. Fast 

DATE: Apr. 26, 1988 

SUMMARY: A charge voltage of N30 V will permit the magnet to be 
charged in about 3 hours with an eddy current power of a few watts in each 
2-m coil/LHe vessel module. The eddy current heat load during a fast dump 
(R D = 0.1 D, r = 600 s) is 645 W per 2-m coil module, which would 
pr~ably quench the module. I propose that the coil be discharged through 
R'FD only if a. quench is detected; otherwise it would be discharged through a 
slow dump res1Stor (RsD = 0.01 D, .,. = 6000 s, PE'(max) = 6.5 W). 
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publication in the conference proceeding•. 

CONCEPTUAL DESIGN OF A SUPERCONDUCTING SOLENOID FOR A 
MAGNETIC SSC DETECTOR 

R.W. Fast, J.B. Grimaon, R.D. Kephart, H.J. Krebs, M.E. Stone, D. Theriot, 
and R.H. Wands 

Fermi National Accelerator Laboratory, Batavia, Illinois, USA 

The conceptual design of a large superconducting solenoid suitable 
for a magnetic detector at the Superconducting Super Collider 
(SSC) has begun at Fermilab. The magnet will provide a 
magnetic field of 2 T over a volume 8 m in diameter by 16 m 
long. The particle-physics calorimetry will be inside the field 
volume and so the coil will be bath cooled and cryostable; the 
vessels will be stainless steel. Predictibility of performance and the 
ability to safely negotiate all probable failure modes, including a 
quench, are important items of the design philosophy. Although 
the magnet is considerably larger than existing solenoids of this 
type and although many issues of manufacturability, transportability 
and cost have not been completely addressed, our conceptual design 
has convinced us that this magnet is a reasonable extrapolation of 
present technology. 

INTRODUCTION 

A large solenoid is being considered as part of a detector (Fig. 1) for experiments 
performed on the Superconducting Super Collider (SSC). The conceptual design of a 
solenoid suitable for a detector has begun at Fermilab and some preliminary 
specifications have been developed. The field volume proposed to perform proton-proton 
experiments with the SSC is 8 m in diameter and 16 m long; a field of 1.5 to 2 T is 
desired. The magnet will have an iron flux return yoke at a field of 1.5 T. A 
significant feature of this detector is that all the calorimetry will be inside the bore of 
the magnet. This feature impacts the design of both the calorimeter support system and 
the superconducting coil in a major way. Another feature of the detector that 
influences the design of the magnet is its location in a detector hall 100 to 150 m 
below the surface. 

The calorimeter and central tracking chamber for the SSC detector will occupy the 
entire field volume and will weigh about 5000 tonnes. This weight could be transmitted 
to the floor of the detector hall either through the vacuum vessel of the magnet coil or 
through an independent support structure. The calorimeter will be split at the 
longitudinal center for instrumentation cabling. Taking advantage of this, we have 
designed two independent calorimeter support structures, each 8 m long, supported to 
the iron yoke at both ends. The stainless steel weldment consists of two cylinders with 
a web of tru11es between; it has a radial thickneH of 250 mm. The calorimeter 
modules will rest on rails along each side of the structure and can be installed from 
either or both ends. 

Because the calorimetry is inside the bore of the solenoid it is not necessary that the 
coil and vessels be thin in terms of radiation and absorption lengths. We therefore 
chose a cryostable, bath-cooled coil, able to withstand quenching without damage. The 
conductor !s copper stabilized; the helium and vacuum vessels are stainless steel. We 
have located as many of the active elements as possible in an aboveground service 
building; the power supply, dump switches, pumps and control valves. 
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For the purpose of this conceptual study, we have adopted a fabrication and assembly 
scenario as follows: (1) The coil is wound in 2-m long modules about a vertical axis, 
each module forming a liquid helium vessel. (2) Four coil modules are stacked 
vertically and bolted together to form an 8-m cold mass; electrical interconnections are 
made in liquid helium pipes along the top. (3} The outer vacuum shell, with a liquid 
nitrogen cooled thermal shield attached, is lowered over the cold mass and the supports 
attached to each end. (4) The inner vacuum shell-thermal shield subassembly is 
vertically inserted and the flat annular heads welded in place. (5) The aHembly is 
then rotated to a horizontal axis and a 50()(}.L helium storage dewar attached. (6) The 
two 8-m assemblies are cryogenically and electrically teated. (7) The 500-tonne 
assemblies are then lowered into the detector hall and secured to the iron yoke in a 
way that allows for a 20°c thermal contraction of the 8-m vacuum vessel. Figure 2 is 
a cross section of the coil and cryostat. 

CONDUCTOR AND QUENCH PROTECTION 

The inner diameter of the superconducting coil was chosen as 9.5 m, which provides 
adequate space for vessel shells, insulating vacuum and clearance to the calorimeter 
support structure. We chose to operate at a current of 5 kA and to electrically 
connect four 2-m coil modules in aeries with superconducting bus. Table 1 gives some 
of the operating parameters of the magnet. We believe that it is essential that the coil 
survive quenches without damage. We will provide thia protection through the use of 
an external fast dump resistor and by specifying a rather low conductor current density. 
The parameters associated with a quench are given in Table 2. Because of the large 
heat load due to eddy current in the helium vessel, a fast dump will be initiated only 
when a quench is detected. A normal discharge will be through a slow dump resistor, 
with the power supply reversed so the discharge is at constant voltage. 

We selected a built-up conductor with a Nb-Ti/Cu monolith or cable soldered into 
additional copper stabilizer. The conductor dimensions are 16 mm x 18 mm. With a 
short sample rating of 10 kA at 3 T a.nd 4.5 K and a current density in the 
superconductor of 3 x 105 A/cm2, the copper to superconductor ratio will be about 90. 
The •frface heat flux with a. copper RRR of 100 and 25% surface wetting is 0.05 
W/cm. 

COIL-HELIUM VESSEL MODULE 

Each 2-m coil module has seven layers of 93 turns for a. total of 651 turns. We chose 
G-10 buttons on a string as the turn-to-turn insulation, slotted G-10 sheets between 
layers and slotted and channeled G-10 and Kapton as insulation to ground, giving a 
packing factor of 0.65. The conductor ia layer wound the "easy" way, beginning at the 
outer layer, on the inside of a coil form which makes up the outer shell and flat heads 
of the helium vessel. The winding fixture applies the radial preload; compression bars 
at one end of the coil apply the axial preload. The coil module will be closed by 
welding the inner shell to the coil form. 

The 2-m coil-helium vessel module is designed for a gauge pressure of O. 7 MP a (100 
psi). The inner and outer shells are also designed for the axial electromagnetic force. 
The radial electromagnetic pressure of 1.6 MPa (230 psi) is partially resisted by the 
conductor and partially by the outer shell, depending on the stiffness of the coil. The 
vessel is adequately relieved for a losa of insulating vacuum or a quench. 

We propose a thermosiphon to provide a flow of liquid helium through the coil package. 
Each of the coil-helium vessel modules hu a supply line from the storage dewar leading 
to the bottom of the module. These lines are very well insulated ao they contain only 
liquid helium. Two return and vent lines lead from the top of each module to the 
a tor age dewar. 
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When inet&!led in the iron yoke, each 8-m cold man has an axial body force on it 
which depends on the geometry of the end wall and reentrant end plug. For the one 
coil configuration studied thua far, c&!culatione with a cylindrically symmetric iron flux 
return indicate Ahat this force is a minimum without reentrant iron, being about 7.3 
MN (1.64 x 10 lb) toward the symmetry plane. The axial force constanl is 149 
MN/m (8.S x 10~ lb/in) and the radi&! force constant ia 8.8 MN/m (S x 10 lb/in); 
from experience with the solenoid at the Collider Detector-Fermilab we have chosen an 
axial and re.dial misalignment or the equivalent, due to non-uniform iron properties, of 
25 mm. The aupport 1y1tem is not designed for independent charging or operation of 
the two 8-m coil modules; bumpers limit axial travel if only one module is energized 
because of a control ll}'Btem failure. 

The aystem to aupport the 8-m cold mua in the vacuum vesael ~ould have either 
aeparate elementa to react the axial and radial force component• or combined-function 
elements. We have tentatively choeen the latter. We believe that the aupporta should 
be meta.Ilic, poaibly Inconel 718, with apherical bearings on each end. The attachment 
points on the vacuum vessel are near the enda to avoid carrying the electromagnetic 
forces through the vacuum ahella. Each support will he.ve an intercept cooled by a 
forced flow of 1ubcooled liquid nitrogen at about 80 K and a liquid helium intercept in 
a thermosiphon circuit independent of the coil module circuit. 

REFRIGERATION SYSTEM 

The refloigeration plant jg located at ground level, with vacuum jacketed linea going 
down to the detector hall. The helium pl&nt supplies liquid to the storage dewan on 
top of the detector. Bece.uae of the depth of the detector hall a cold compreHor la 
uaed to maintain the liquid in the dewars e.t about 30 kPe. (4.S psig) and 4.5 K. For 
the proposed electrical insulation acheme and resulting flow paths through the coil, the 
helium supply and return lines can be aised to provide a thermoaiphon flow rate 
through each 2-m coil module of at least 23 g/a with a return gu fraction leea than 
1 % by weight. The flow rate through the support intercept circuit will be about SO 
g/• at a gu fraction of 7% or lea. The total expected heat load to the helium system 
jg 360 W plua 36 L/h (540 W equivalent). The 4.5-K helium rel'rigerator will probably 
have a capacity o 1600 to 1800 W. Sub-cooled liquid nitrogen at an average 
temperature of 83 K is forced through the various shield and intercept circuits by a 
circulator pump at detector hall level. The tot&) heat loe.d to the nitrogen ayatem is 
expected to be 6 kW. 

The total cold mau (two 8-m uaembliea) ii about 800 tonnes; &D overall cooldowu time 
of about two weeks ii desired. A separate cooldown rel'rigerator, conailting of a helium 
to liquid nitrogen heat exchanger and a iurboexpander, providing 400 g/• ,or H K 
helium gu can achieve this. 

CONCLUSIONS 

It appean ~ the diameter of thill detector aolenoid will preclude ita fabrication at a 
vendor'• olf-aite facility, although some componenta &nd subauembllea, e.g. the coil form, 
could pouibly be fabricated elaewhere and ahipped by barge and helicopter. A large 
hall will be neceaaary on the SSC site for the coil winding, the closure welding of the 
coil-helium vessel modules, the ueembly of the 8-m modules and the testing with the 
rel'rigerator. The hall will require at least a 100 tonne crane with a hook height of at 
least 12 m. The acceH shaft from the surface down 100-150 m to the detector hall 
will have to be about 14 m in diameter. 

We concluded, aa a result of this preliminary study, that the magnet i11 a reuonable 
extrapolation of aupereonducting magnet technology. Additional work on techniques for 
ita manufacture including cost and time estimates are still needed. The optimization of 
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para.meters through more detailed 1tudy might result in a more coat-effective deeign, 
however at this point in the effort we 1ee nothing that would preclude the construction 
of 1uch a magnet. 
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Table 1. Operating Parameters 

Center-line axial field = 2 T 
Operating current = 5 kA 
Total 1tored energy at 2 T = 1 GJ 
Charge time = 100 min with 50 V 
Slow dump resistor = 0.01 D 
Operating temperature = 4.li K 

VERTEX 

2 6 

2 

Table 2. Quench Para.meters 

Self-inductance = 60 H 
Fut dump voltage = 500 V 
Fut dump resistor = 0.1 D 
Maximum hot 1pot temperature = 100 JC 
Stabilizer current density = ~ A/cm 
Fut dump eddy current hea load = 650 W 
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Fig. 1 SSC detector with large superconducting solenoid. 



ft_ DETECTOR 

I 

I 

Fig. 2 Axial croa 1eetioa of coil, helium and Yacuum YeHel1: 1, Inner and 2, outer vacuum 1hell; 3, u1embl7 joint {if 
required); 4, Inner and I, outer helium -1 shell; e, radiation 1hleld; 7, cold mus support; 8, coil module attachment; O, 
liquid helium aupply pipe; 10, helium return/vent pipe; 11, chimney to storage dewar; 12, coil winding; 13, conductor; 14, G-
10 insulation; 16, uial preload bar; 18, elec&rlcal interconnect pipe. 
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SSC DETECTOR SOLENOID DESIGN NOTE #25 

TITLE: Conductor and Coil Parameters for Coils in Series 
Electrically; Eddy Current Heating 

AUTHOR: R.W. Fut 

DATE: Aug. 11, 1988 

SUMMARY: This coil design hu 93 turns per layer and 7 layers. The 
conductor is 18 mm axially ~ 26 mm radially. The conductor 
current density is 1068 A/cm , giving a maximum adiabatic 
hot spot temperature of 100 K. The eddy current heat loads 
are given below. 
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SSC DETECTOR SOLENOID DESIGN NOTE #26 

SSC Detector Solenoid {Paper delivered at tAe 
1988 Applied Superconductivity Conference and accepted 
for pu6lication in the conference proceeding•.) 

R.W. Fast et al 

Sept 26, 1988 
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SSC DBTZCTOB. SOLZNOm 

R.W. Fan, J.B. Grt-. R.D. "Kepban. H.J. X..bo, ML Stau. E.D. ThcioC, uul B..B. Wuulo. 

Formi Na&nal AcalorUor Lll>onimT 
Pon Olllce Bax IOO 

Bala'lia, lllbiolo eolllO 

A detector utilisin1 a a11puconductinc 1ol•:a.oid la 
being diacuued for the 6uperca1lductlnc Supu CoWder 
(SSC). A .....Cul field volume or I m diamoi.r z 18 m 
lengih at 1.5-2 T (•1 GJ at 2T) ls reqaiHcl. Ii hu 
bOOD decided the& all or the parilcle phJWlca calorimeily 
will be imida Iha bore or tho IOlanoid ud &hi ihan .. 
no need for the coil and. cryoetat to be "thla" ln 
radiation leacih1. AD Iron rob wlll rodnca lh• 
excitation required and will proride muon ida.tiftc&tion 
uul a reclnadaal momoa-_, or iha lllllODll. 
We han dneloped a conceptual duip to m .. t th ... 
reqniremeail. The mapei will un a coppv-eiabl111ed 
Nb-Ti coadncior ·~ for a CfJOOiable pool boWnc haai 
fimc --0.025 W /cm • A thermDliphon from a etora1• 
v-1 abon iha crJ1>1i&* will be ued io prneni bubble 
1tagnation in the liquid helium baih. The oparailnc 
curreni, current den•ity, coil 1ubdlTl1ion and. dump 
noiiRor have bOOD chma io -"" ilW iha coll will 
be undama1ed 1hould a quench occur. The axial 
el""'1"om&gDeii forco will be rucied br mnalllc 111pport 
linb; iha 1ta1Dlmo 1""'1 coil cue will npporl iha racllal 
f'orce. The 6000 metric tona of calorimetl'J' will be 
1upport1d Crom the iron J"Oke throa1b a tru11ed 
CJ!indrical 1hoil llrndDn lepUail rrom iha c,.,..,.iai. 
The coil ud c-, racllailoD lhlold and •ialnl- vacnum 
v-1 wonld be fabrlcalad and crrocealcallT I- u 
lwo 11-m 1ecilou. Th•• would be lowarod into Iha 
and iiOUDd ezperima.lal hall uul lnalalJed lnio iha iroR 
n.,. rcil1rD rob '° pnmda iii.a required 18-m lmgih. 

The SSC will ha ... 1iz lnilraciion reclom which, 
depending on Ibo le.boraiofJ localloa, coald be u d
u 120 meiara. A lar1• 1upucoaducliac 1olanold ls 
beia1 comillaK u a pari or • daiacior radllty ror ..... 
or ihe inier&c1IOD halls. Flpn 1 la iha SSC ~r. 
Th• calori:lmirr a.a.cl ca.Val trac.lda1 chamLaa, whldL 
will be locatecl inside the 1o'zoid, reqain a fWtl TDhrma 
8 m in diamaier bJ 18 m lmlc· The ftold In iha "
will be 2 T; iha field In iha iroR ft"" "'1lnl :rake will 
be •1.1 T. Locatin1 iha •alorlmHrT lnlarllal lo Iha 
tolaoid ellmlg•*w the DMd to laaft a "thla" coll uul 
CfJQOiU In - al pdJdlcm llalclU; - ....,. ihanl'on 
emploJ a Cf11lliUle pool balll:q coll. 

The nqnlnd ftold volame will be pnnldad bJ two 
1olaaoidl, uch 0.1 m la cUam.*8r and I m la llllgila. 
cODDacild In oariao alacirlcallJ wllh a ._ p-
1upplJ. Each 1-m 1lllit will coal&ln tom ldatical :&-m. 
lone liquid hellnm/coll modnlu. The modulu are 
machanicall7 couacWd aacl 1bn a commoa •ac•11111. 
nmeL Hohm lo RPPW by ihemollphau lo &ll 1-m 
&IHIDblJ rrma & liOHC8 Y-1 loc&ild OD top or the 
iron, with each or tlla f'ov mod•I• ha..ta1 lb o
hellum IUPPIJ ud rcil1rD plplq. 

The ca'llimllrJ ud llm: - iroll will be eplll at 
lhe loacliudlnal uailf and Iha halveo eaa be IDOTad 
i..udepada.tlJ; then:f'on, we wU1 uae two 1-m 1..,po.rt 
11n1ci11no '° 1uppan tho IOOO _., ,_ al cd I · 1 
ud ccainl lncltlac chamber. Tlma are noichas In iha 

Maaucripi received A"""' 22, 11111 

inllL for .._ ror lho IUpporil ud for baalr tdion 
cabJ... The 1uppon ·- an immedlpte'f iuld• 
Iha 1oianoidl bul ua compl1i1IJ ladapaadal or Iha 
UJOOioi and T&enum 1hali. Tho ands or eaca llnclVe 
wlll be 111pporied rrom lho Iron. Tlaa ••ppori 

-· COlllillln& or -1r1c .-- o1a11 CJll:adwitll. a v-cl web, haTiq a r&di&l thlcb- of II cm 
uo -led io have a dalllci!cm or •I cm ,,._ loaded 
with Iha lracklac chamber• and calorlmaQT. '11>• 
~will ren OD rails and C&a be inl•led rtom 
ellhar encl. 

OpwB Protection 
Fov %-m modulu are co1U1.ected ln •eri• with the h:t': ad"Jcllng bu ~ Iha modalel bas In llquid 

QID flllad iniercoDuctinc pipa. It la *ial ihat 
Iha coil svriTe quench• wilhoul damap aa'1 lo ihlll 
aui a low cureai d1D1llJ and an IZbnlal rut dump 
--- Thlo..-wuc1-alobe0.l 
D lo limll ih1 dlscharc• nliac• io 100 V &C1010 1h1 
IGmlnalo. The eddr c1ln91li heatlnc bl both iha coil 
and haUum T-1 dmlllc a fui d1111lp la a:p nled lo be 
•1100 W f'or an 1-m lllOlllblJ. Tb.lo mlsb.t be nllldal 
lo quach iha c:ail uui IO lha diochup will be ihzoqh 
Iha - d- noiiRor onlJ Ir a DOllllal - lo ~ 
The hlshen lampvaiva reached in iha coil du lo • 
q-ch will be 100 It. A dl1char1a ror &llT other 
- will be lhruaP, a 0.112 D llaw d- nliltar wlih 
tlle power 1applT reTeraed to m&l11.t&la a coutant 
clllchup ...,~ The l'01&lina chup or ,....,, cc i1-, 
wl&h 100 V - tho lei I •lo, would be 100 - aa'1 
lluo addJ CVHlll hui load woald be H W - l•m 
-1>1J. F1pn 2 lo iii.a oh!cirical vb I 
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Flpn 1. SSC Delocior: 1, maoa lracldas; 2, nm: rehnl lroa; 3, coil -iotr; 4, $000 L hellam dewar; $, 
calorimeter 111ppori 1tracture; e, e&JorimeMr; 7, c•tnl traetm1 chamben; 8, coil 1a.pporu; 9, support 1Vu:tun 
iwlpn. 

VCL 

B•m COIL ASSEMBLY 
&OH 

&OH 

FDR 
O.Ul 

sos 

SOR 
0.02.Q 

FDS 

P.S. 
IOOV 
llkA 

Flpn 2. Elocldcal s;-·•lc· FDJI., ran d- neillar, FDS, rut damp owilch (NC, ·- io hlWaie a l'ut 
dmap}; SDll, ..... dmap reoinor, SDS, ..... d- IWilch (NC, o- io biltlale & aiow dmap); VCL, .,_ -W 
leedo; p .S~ - nppiJ'. 
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Whldinc will be done with . lhe coil &Xia YenlcaL. 
The wincllq r- will pl'01'ide the radill pre.load and 
a Hrim of comprmDm ban a& one end of ucA coil cu 
be hldiYldually adjaaled lo pl'01'ide a circumf-llally 
wiliorm axial praload. Thee• axial compreoalon ban 
are adj111table only dvill1 -i>ly. After -dln1, Iha 
inner shell of tho helium YHHI will be welded to tho 
coil form. After th• foa.r 2·m module• are bolted 
to1ether and interconnectio11.1 are made, the outer 
Tacuum jackal and bllegral llitro- shield are iowered 
oTer ih• 8-m cold mue. The coil 1upport1 will be 
attached, the l·m auem.bly rotated to a horisontal 
pooilicm and the Imler •acuam shell and nltro- ableld 
11ld ill. Fipn a lo a erooo HOiklll of lhe coil, cryoaat 
and ........... ..-!. 

Ssppor!! 

The axial body force on the 8-m cold mu1 l1 
depaclmt on the geomolr]' of tho end well ..,d 1\udled 
Ihm far, caJculatloaa indlcale that thla force, which la 
towuda the oymmetry p(w. ~ be olfmlnoted but la 
a minimum of T.3 MN (1.84 x 10 11>) whm then la no 
....... lnlll iron. The oupporta ... dooiped ror Oil ulal 
or radial miaalicnment, or the equ.iTaleat due io iron 
non-homogeneity 1 of 2.5 cm.. Tha force eoanan.U: an I.I 
~/m (5 x to" lb/in) for radl&I end 14G MN/m (8.1 x 
lo" lb/in) for axial mil11.U1nmont. The 1up~ to the 
cold muo ban b- choaen to be mete1Jlo and to haYO 
both a forced now liquid llitrosen and a thumooiphon 
liquid helium inlercept. 

The supports for the cold mus c&L.be ·either· 
combhled fun&tlon or separated funetloa wWa .wr-1 
el emu ta to react the axial aad radial forca. We 
lnlilalb". fa"n>Nd a combined l'ulletlon oupport· '*- bT 
properly adjaating the usle of 'he support· with 'he 
axial dlnct:io:a., the force due to iherma.l co:a.Uac.ilon 
eoald be e!imfn••ec&, but, 1ince th .. nnona.ue &Laa 
...P to the uial diroctlon, thay 1enere1e a 1arp radill 
bud:lln1 force while reacting the axial body &ad 
deomterhl1 forcn. Thia dlaadYantago does not occur 
with a MPuated fullclicm npporl, and thanfan - llOW 
faYOr thla 1tylo. An addltloaal UTOlltage la thU both 
--· of the oopuated function IUpporll caa..be much 1- and thonl'ore sratly reduce tho hm load. 

The warm ends of all 11&pporu wlll be attached 
:a.1ar th.• end• of the Tacuum T11a1la-to &Told 
lnalllliUla1 the loads and welpt throup UM 1hella. 
Both UM ulal and radill 1upporta are locaMcl Oil tlMi 
- dis - of the helium -.-!. The ulal oupporll 
will ha... thalr cold OllU COIUlectecl lleU the luicl• 
bolled llaqo on the outboard 2-m mod11le; - the 
cold ends of the radill 1upporta wlll be attached neu 
- end of the S.m uoembly. 

Refrigeration and Cryogpig _ 

The thermal 1hielcl coolin1 tuba Olld the support 
illlercepta ... fed with forced now ••bcooled llqllid 

-- u on ·- temperaiuft of 13 It. The lnur onAI outer shields and each HI of •ul'porll will haYe 
bul1p1ad.ai heat intercept cirnlU. TU ~aeMd. hut 
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load lo tba uiUoca ~ COllld be u m'tlda u. 6 kW 
for the c-i.t. 111-m 1llqll9i. 

A nfripralor •• tba .-. IUJ>Pll• h.U ..... lo -
5000-L atora1• dewan OD. t:op or th• iroa. A cold 
compre11or will be u1ed if needed to maintain the 
1lonp clewv at o.bcnai 30 ll:P& &lld 4.1 It. Eacll dowv 
hu 1upplJ &lld reium lln11 lo the four madaleo In one 
1 .. m u1embl7. Th .. • liuu are 1i1ed auc.b. that '&he 
re•um helium u lu1 •hu '" cu by welch• &Rd th• 
1uppl7 lia.e1 are c&rd'ull7 ln111lat1d to 1ua11r1 the 
mazimu.m liquid rractioa. entering the bottom of the 
map••· The 1•eady liak ih-aoiphan flow will be 
abcnai 25 &/• lo each module. Separ& .. h.Uam cirnlu, 
which will h&T• a ......... flaw or 1... ih&ll 7" by 
1Nigh., will lnlercep• tba nppora. The hea• load Crom 
tba eeparakd fmlciloa 111p,an ~ mlcht be u hlch 
.. 100 w "-dine u- tba deolp. The '°"" 1-..dy 
·- heai lood far she macnn ~ coa.ld 'be 410 W 
(2SO W pl111 se L/h rar lead fiawo). The '·' It 
refrl&valor will haft a capacltJ' or 1eoo lo 1100 w. 

Ia. order to facilitate cooldowa, a 11parat1 
refrigerator would probably ba employed. It wow.let 
couiat of a GB1/LN1 heat: uchu1er a.ad a ta.rbo
expuder which collld prOYide 400 1/1 . of H It helium 

po. TIWi wollld be adeqlla.. •o cool dOW1I tba loial 
cold maH (both 1-m .... 1oa1) or 1000 to•• I• 
&ppi 

1 r•·ty two .. • laaJf ,....., 

PreHmln.,. work hu lndlc&ted •ha• tba 11M aad 
field r1q111remua.u of ·ihla maaa.et: a.re a reuoaable 
e:s.t:rapolatloa of 1zi1tla1 111perc0Ddac&:la1 m•l••ti 
techDolo11. The ma1D•i de1i1D .ma1t be Tery 
: : n 1111 atn. to paraatiee hich rellabWtr, 1iDca ta dim 
lo llz na a omall probi.m callid haw a ..,.... lmt>K*-
°" tba SSC plQwb - Man delalW n.b -
be doa• lo opllm.lao puame••n bolh la lermo of 
nllahWtT &lld ~. Fa~~ 
mm& be neminM man clmaly ancl U.. n .,, of oa-
llte· .......... tiloa& - be fi&m'ooolr .........__ ~. 
&t W. polat, WI - llOthia& lhat wo1lld preel11de the 
coallruetiloa& or ll1ICia a --'" ,--

As're:Lr!rmr• 
Thia wort wu opa1orod by UalYeroiti. 11.oooarch 

A11oc:la&ioa, lac. aader eoairaci with the U.S. 
Depanmm• or EnercT. 
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SSC DETECTOR SOLENOID DESIGN NOTE #31 

A Very Large Superconducting Solenoid {Paper delivered 
b11 Bob Kephart at the 1989 International Induatrial 811mpoaium 
on the Super Collider, Februar11 9, 1989, and accepted for 
publication in the proceedings.) 

Bob Kephart et al 
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A VERY LARGE SUPERCONDUCTING SOLENOID 

ABSTRACT 

R.W. F&11t, J.B. GriIDllon, R.D. Kephart, H.J. Krebs, 
M.E. Stone, E.D. Theriot, and R.H. Wands 

Fermi National Accelerator Labon.toey 
P.O. Box 500 
Batavia, IL 60510 

A detector utilizing a superconducting solenoid is being discussed for the 
Superconducting Super Collider (SSC). A useful field volume of 8 m diameter 
x 16 m length at 1.5-2 T ia required. The magnet will have a stored energy 
of -1.5 GJ at 2T. All particle physics calorimetry will be inside the bore of 
the solenoid such that there ia no need for the coil and cryostat to be "thin" 
in radiation lengths. An iron yoke will reduce the excitation required and will 
provide muon identification and a redundant momentum me&11urement of the 
muons. We have developed a conceptual design to meet these requirements. 
The magnet will W!e a copper-stabiliz~ Nb-Ti conductor sized for a cryostable 
pool boiling heat flux of "'(),025 W /cm . A therm011iphon from a storage 
vessel above the cryostat will be uaed to prevent bubble stagnation in the 
liquid helium bath. The operating current, current density, coil subdivision 
and dump resistor have been chosen to guarantee that the coil will be 
undamaged should a quench occur. The &Xia! electromagnetic force will be 
reacted by metallic support linb; the stainless steel coil cue will support the 
radial force. The 5000 metric tons of calorimetry will be supported Crom the 
iron yoke through a trusaed cylindrical shell structure separate from the 
cryostat. The coil and cue, radiation shield and stainless vacuum vessel 
would be fabricated and cryogenically teated &11 two S-m sections. These 
would be lowered into the underground experimental hall and installed into the 
iron flux return yoke to provide the required l~m length. 

INTRODUCTION 

The SSC will have six interaction regions located approximately 50 
meters below grade. A la.rge superconducting solenoid is being considered aa a 
pa.rt of a detector facility for one of the interaction halla. Figure 1 
schematically shows such an SSC detector. The calorimetry and central 
tracking chambers, which will be located inside the solenoid, require a field 
volume 8 m in diameter by 16 m long. The field in the bore ia required to 
be 1.5-2.0 T; the field in the iron flux return yoke will be Nl.5 T. Locating 
the calorimetry internal to the solenoid eliminates the need to have a "thin" 
coil and cryostat in terms of radiation lengths. Beca.use thickness ia not a 
constraint, several coil types a.re possible. The design presented here ia a 
cryostable pool boiling coil. 
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The required field volume will be provided by two solenoids, each Q.5 m 

in diameter and & m in length, connected in aeries electrically with a common 
power supply. Each 8-m unit will contain four identical 2-m long liquid 
helium/coil modules. The modules are mechanically connected and share a. 
common vacuum vessel. Helium is supplied by thermooiphons to each module 
from a storage vessel located on top of the iron. Thus each module would 
have ita own helium supply a.nd return piping. 

The calorimetry and nux return iron will be split at the longitudinal 
center a.nd the halves ca.n be moved independently; therefore, we will use two 
8-m support structures to support the 5000 metric tons of calorimetry and 
central tracking chamber. There are notches in the iron for ha.ngen for the 
supporta a.nd for instrumenta.tion ca.hies. The support structures are 
immedia.tely inside the solenoids but are completely independent of the cryoata.t 
a.nd vacuum 1hell. ·The enda of each structure will be supported from the iron. 
The support structures, consisting of concentric st&inless steel cylinden with a 
tl'USlled web, ha.ve a radial thicknesa of 25 cm a.nd a.re expected to ha.ve a 
deflection of -3 cm when loa.ded with the calorimetry. The calorimeter will 
rest on ra.ila a.nd ca.n be inserted from either end. 

QUENCH PROTECTION 

Four 2-m modules are connected in aeries. The modules could in principle 
have separate gu cooled current leads. However, to reduce the overall hea.t 
load on the ma.gnet, we uaume that the modules in each 8-m 1ection will be 
connected with 1uperconducting bua in the liquid helium filled interconnecting 
pipes. It ia essential that the coil survive quenches without da.ma.ge a.nd to 
this end a low current density and an external fut dump resistor were choeen. 
Thia resistor wu choeen to be 0.1 D to limit the diacha.rge voltage to 500 V 
&el'091 the terminals. The eddy current hea.ting in both the coil and helium 
vessel during a fut dump ia expected to be -1300 W for a.n 8-m uaembly. 
Thia might be 1ufficient to quench the coil and so the diacha.rge will be 
through the fut dump resistor only if a normal zone ia detected. The highest 
temperature reached in the coil due to a quench will be 100 K. A diacha.rge 
for any other reuon will be through a 0.02 Q slow dump resistor with the 
power supply revened to maintain a consta.nt diacha.rge voltage. The routine 
cha.rge or diacha.rge time, with 100 V &C?OllS the termina.la, would be 100 min 
and the eddy current hea.t loa.d would be 2CI W per 8-m uaembly. Figure 2 
ia the electrical 1chema.tic. 

CONDUCTOR AND con. SPECIFICATIONS, WINDING AND ASSEMBL y 
SCHEME 

The superconductor will be copper stabilized Nb-Ti wire which hu a. 
short sample current of 10 i:A at 3 T and 4.5 K. Thia wire will be soldered 
into additional copper stabilizer. For the purpoee of this study we usume the 
conductor will be 26 x 18 mm and will have a copper to superconductor a.rea 
ratio of 146 to 1. Here we have chooen the stabilizer area to insure safe 
discha.rge of the coil in the event a norma.l region in the coil should develop. 
An o~rating current of 5000 A reaulta in a iurrent density of 1.56 x 10~ 
A/cm in the superconductor a.nd 1008 A/cm overall. The surface beat flux, 
with 25% wetting and a. RRR of 100, is 0.025 W /cm2. 

There a.re seven conductor layen having a total of 651 turns in each 2-m 
coil module. Since the forces a.re radially outward, the coil will be wound 
starting with the outaide la.yer, using the outer shell and flat a.nnular heads a.a 
a coil form. Insulation will consist of G-10 buttons between turns, slotted G-
10 sheets between layen a.nd slotted G-10 and Ka.pton adjacent to the helium 
vessel. The packing factor will be 74% with 13% being helium spa.ce. 
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Fig. 1. One-half SSC Detector: 1, muon tracking; 2, flux return iron; 3, 
coil usembly; 4, 5000 L helium dewar; 5, calorimeter support 
structure; 6, calorimeter; 7, central tracking chamber11; 8, coil 
supports; 9, support structure hangen. 
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Electrical Schematic: FDR, feat dump resistor; FDS, feat dump 
switch (NC, open to initiate a feat dump); SDR, slow dump 
resistor; SDS, slow dump switch (NC, open to initiate a. slow 
dump); VCL, vapor cooled leads; P.S., power supply. 
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t;acll Z-m coil module will be designed in accordance with Section vm of 
the ASME Boiler and Presaure V esael Code for an internal pressure differential 
of 0.8 MPa (UG peia) and will be adequately relieved for a lou of insulating 
vacuum or a quench of the coil. The axial electromagnetic force will be 
transmitted through the shells to the supporta, and the radial force will be 
resisted by both the conductor and outer shell. 

Winding will be done with the coil axis vertical. The winding fixture 
will provide the radial preload and a series or compression bars at one end of 
each coil can be individually a~usted to provide a circumferentially uni!orm 
axial preload. These axial compression bars are a~ustable only during 
aaaembly. After winding, the inner shell of the helium vessel will be welded 
to the coil form. The four 2-r:n Be vessels are bolted together. Each is 
located inside an inner and oilter vacuum jacket and integral nitrogen shield. 
The entire 8-m cold mass ia supported with respect to the magnet iron by 
!eparate metallic radial and axial supporta. Figure 3 ia a crou section of the 
coil, cryostat and vacuum v~el. 

SUPPORTS 

The axial body force on the 8-m cold mass ia dependent on the geometry 
of the end wall. The supporta are designed for an axial or radial 
misalignment, or the equivalent due to iron non-homogeneity, of 2.5 cm. The 
force constanta are 8.8 MN /m (5 x 104 lb/in) for radial and ug MN /m (8.5 
x 105 lb/in) for axial misalignment. The supporta to the cold mass have been 
chosen to be metallic and to have both a forced flow liquid nitrogen and a 
thermosiphon liquid helium intercept. 

The supporta for the cold mass are assumed to be separated function 
with different elementa to react the axial and radial forces. We initially 
favored a ~ombined function support because by properly adjusting the angle 
of the support with the axial direction, the force due to thermal contraction 
could be eliminated, but, since these supporta are at an angle to the axial 
direction, they generate a large radial buckling force while reacting the axial 
body decentering forces. Thia disadvantage does not occur with a separated 
function support. An additional advantage ia that both elementa of the 
separated function supports can be much longer which greatly reduces the heat 
load. 

The warm ends of all supports will be attached near the ends of the 
vacuum vesaels to avoid transmitting the loads and weight through the shells. 
Both the axial and radial supports are located on the outer diameter of the 
helium vesae!. The axial supports will have their cold ends connected near 
the inside bolted flange on the outboard Z-m module; whereas the cold ends of 
the radial supports will be attached near either end of the 8-m as!embly. 

REFRIGERATION AND CRYOGENICS 

The thermal shield cooling tubes and the support intercepts are fed with 
forced flow subcooled liquid nitrogen at an average temperature of 83 K. The 
inner and outer shields and each set of supporta will have independent heat 
intercept circuita. The expected heat load to the nitrogen system could be as 
much as 5 kW for the complete 16-m magnet. 

A refrigerator at the surface supplies helium to two 5CJOO.L storage 
dewars on top of the iron. A cold compressor will be used i! needed to 
maintain the storage dewar at about 30 kPa and 4.5 K. Each dewar has 
supply and return lines to the four modules in one 8-m assembly. These lines 
are sized such that the return helium ia less than 1 % gas by weight and the 
supply lines · are carefully insulated to ensure the maximum liquid fraction 
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Fig. 3. Axial croea section of coil, helium and vacuum vessels: 1, inner 
and 2, outer, vacuum shella; 3, aasembly joint (if required); 4, 
inner and 5, outer helium v-el shell; 6, radiation shield; 7, coil 
module attachment; 8, liquid helium supply pipe; 9, helium 
return/vent pipe; 10, chimney to storage dewar; 11, coil winding; 
12, conductor; 13, G-10 insulation; 14, axial preload bar. 

entering the bottom of the magnet. The steady state thermosiphon flow will 
be about 25 g/s to each module. Separate helium circuits, which will have a 
return flow of less than 7% by weight, will intercept the supports. The heat 
load from the separated function support system might be a.s high a.s 100 W 
depending upon the design. The total steady state heat load for the magnet 
system could be 410 W (230 W plua 36 L/h for lead flows). The 4.5 K 
refrigerator will have a capacity of 1600 to 1800 W. 

In order to facilitate coo'.down, a separate refrigerator would probably be 
employed. It would consist of a GHe/LN heat exchanger and a turbo
expander which could provide 400 g/s of ~5 K helium gas. This would be 
adequate to cool down the total cold mus (both 8-m sections) of 1000 tons in 
aooroximatelv two and a half weeks. 
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CONCLUSIONS 

Preliminary worlr. hu indicated that the size and field requirements of 
this magnet are a reuonable extrapolation of existing superconducting magnet 
technology. The magnet design must be very coI1J1ervative to gur.rantee high 
reliability, aince the time to fix even a small problem could have a major 
impact on the SSC physics program. More detailed study must be done to 
optimize pa.rameten both in terms of reli11.bility and c08t-effectiveness. Because 
of the large size of this magnet, fabrication techniques must be examined very 
cloeely and the necessity of on-site construction muat be rigoroualy evaluated. 
However, at this point, we see nothing that would preclude the construction of 
such a magnet. 
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